










HIGH ALTITUDE KIT 
INFORMATION

HIGH ALTITUDE OPERATION FROM 1640 FEET TO 7000 FEET 
 
The fuel system on this generator and its performance will be affected when operating at higher altitudes. Proper operation can be ensured by       
installing a high altitude carburetor at altitudes from 1640 ft. to 7000 ft. above sea level. Operating this generator without the proper carburetor       
installed may increase the engine’s emissions and decrease fuel economy and performance. The carburetor should be installed by a qualified  
mechanic.   
 
WARNING! TO PREVENT SERIOUS INJURY FROM FIRE:  
Make sure the High Altitude Kit installation procedures are done in a 
well-ventilated area away from ignition sources. If the engine is hot 
from use, shut the engine off and wait for it to cool before                
proceeding. Do not smoke.  
 
NOTE: Warranty will be void if necessary adjustments are not made 
for use in high altitudes. 
 
NOTE: Using at high altitude will affect the power of the generator, 
the power will be down. 
 
High Altitude Carburetor Installation Instructions 
 
1. Using a 10mm wrench, remove the 4 bolts (1-Fig.9) that secure 

the tank, remove the tank (2-Fig.9). 
 
2. Using needle-nose pliers, remove the clamp from the pipe and       

remove the pipe (3-Fig.9) from the fuel valve. 
 
3. Using a Phillips screwdriver, remove the 2 screws (4-Fig.9) and 

then remove the small panel cover (5-Fig.9). 
 
4. Using a 10mm wrench, remove bolt (6-Fig.9), remove 2 nuts        

(7-Fig.9), then remove the fixed flange (8-Fig.9), remove the front 
panel (9-Fig.9) and the carburetor gasket (10-Fig.9). 

 
5. Using a 10mm wrench, loosen the speed control arm (11-Fig.9), 

use a flat screwdriver lift it off the pin, tilt the speed control arm, 
and remove the spring and pull rod (12,13,14-Fig.9). 

 
6. Remove the carburetor (15-Fig.9) and replace it with the High Altitude carburetor. 
 
7. Reinstall all the parts removed in steps 1-5 in the reverse order. 
 
8. Commissioning. Make sure generator works correctly after installation. 
 
If you require a High Altitude kit, use the 10 digit part number listed below for ordering purposes. 
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 No.      Order#           Description                       Qty
80-09511100 High altitude carburetor kit 1

PARTS DIAGRAM & PARTS LISTS 
Refer to the Parts section of the King Canada web site for the most updated parts diagram and parts list.


