
Ideal Roofing's "Colonial" siding offers 
an alternative to regular residential 
cladding products. The "Colonial" imitates 
the old fashion board and batten siding and 
is sure to beautify and protect your home, 
cottage, garage, etc. 

With ideal Roofing's "Colonial" siding 
you save both TIME and MONEY. Time 
because you install full sheets covering 
33¼” (844mm) in width that are custom cut 
to the inch in lengths up to 40’ (12.2m) to 
your convenience. Money because the 
"Colonial" is made economically in wider 
sections with less waste than most 
residential sidings. 

The "Colonial" is easily fastened over 
solid or strapped wood backing with 
Ideal's siding screws. To add a neat 
finish to your project Ideal offers all the 
trims and mouldings in matching 
colours. 

AVAILABLE MATERIALS 

Mill finish Galvanized Steel 

- (ASTM-A653 SS grade 33, Z275 (G-90)); 

  gauges: 30 (.015"/0.38mm thick), 

                28 (.018"/0.46mm thick), 

                26 (.021"/0.54mm thick), 

                24 (.026"/0.66mm thick). 

Mill finish Galvalume Steel 

  - (ASTM-A792 SS grade 33, AZ165); 

    gauges: 30 (.015"/0.38mm thick), 

                  28 (.018"/0.46mm thick), 

                  26 (.021"/0.54mm thick). 

Pre-painted Galvanized Steel 

- (ASTM-A653 SS grade 33, Z275 (G-90)); 
    Perspectra PLUSTM  Series / Weather XLTM; 

  see colour chart;  

    gauges: 30 (.015"/0.38mm thick), 

                  28 (.018"/0.46mm thick), 

                  26 (.021"/0.54mm thick), 

                  24 (.026"/0.66mm thick). 

 

Aluminum Plain and Diamond Embossed 

    gauge:  25 (.0175”/0.44mm thick) 

 

Aluminum Pre-painted White 

    gauge:  23 (.023”/0.58mm thick) 



1 ) S trapp in g  shou ld  b e  sp aced  a t ap p rox im ate ly  

    every 24 ”  (60 0m m ) on  cen te r . 

2 ) F asten ers sho u ld  b e  ev en ly  sp aced  an d  a t th e  

    sam e  h e igh t from  pan e l to  p ane l fo r th e  b es t lo o k . 

3 )  T rim s and  m ou ld in gs sh ou ld  be  in sta lled  b efo re  

    fa sten ing  th e  p an e ls. 

4 )  S n ip s and  n ibb le rs  a re  id eal fo r cu ttin g  m eta l 

    s id ing . 

 

 

 

5 ) If u s ing  a  c ircu la r  saw , cu t on ly  o ne  sh eet a t a  

    tim e , expo sed  s id e  dow n , aw ay  from  o th er  sh ee ts 

    and  w ip e  o ff res idu e  m eta l from  th e  su rfa ce  o f 

    th e  sh ee ts. 

6 ) D u ring  sto rage , c lad d ing  sh ou ld  b e  kep t d ry  to  

    avo id  w ate r s ta in s . 

7 )  “C o lon ia l”  p an els  in  30  gauge  ( .0 15” /.038m m ) 

    lo nger th an  16  fee t, a re   p ron e  to  “o il can n ing” 

    w h en  in sta lled  fo r a  ce iling . H eav ie r  gaug es a re  

    recom m end ed . 

 

The “Colonial siding’s” economical 33 ¼” (844mm) coverage and its low 3/8” (9mm) rib make this profile ideal for 

use as a liner panel inside milking parlours, garages, warehouses, etc. 

 

For this application the “Colonial” is available in plain galvanized or galvalume steel (.015”/0.38mm, .018”/0.45mm 

and .021”/0.54mm thick), in pre-painted galvanized steel (.015”/0.38mm, .018”/0.45mm and .021”/0.54mm thick) and 

in aluminum plain (.0175”/0.44mm thick) or pre-painted (.023”/0.58mm thick). 

 


	COL1E
	COL2E



