
D
E

S
I

G
N

E
R

Color Featured: Mountain Slate

High-Definition Color  
Blends and a Class 3 
Impact Resistance rating6

Designed as a step-up from our architectural shingles, IKO Royal Estate™ designer 

shingles offer the performance of a Class 3 Impact Resistance rating along with  

a beautiful upscale look. 

Inspired by the look of slate, the precision, random-cut contours of Royal Estate 

create a roofscape of uncommon beauty that will complement the architectural 

style of any home.

Extra-deep shadow bands provide contrast for an impressive custom look with all the 

benefits of an asphalt roof and an appearance that alternative materials can’t equal.

Matching hip and ridge cap shingles are available to protect vulnerable roof areas 

and complete the stunning designer look. 

Royal EstateTM
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Royal EstateTM

S H A D OW S L AT EH A RV E ST S L AT E

TAU P E S L AT EM O U N TA I N S L AT E

IMPORTANT! To ensure 
complete satisfaction,  
please view several full-size 
shingles and an actual roof 
installation prior to final color 
selection as the shingle 
swatches and photography 
shown online, in our brochures 
and in our ROOFViewer® tool 
may not accurately reflect 
shingle color and do not fully 
represent the entire color 
blend range nor the impact 
of sunlight.

The information in this literature is subject to change without notice. We assume no responsibility for errors that may 
appear in this literature.

To find out more about Royal Estate Designer shingles or additional IKO products, please talk to an IKO 
sales representative or a professional roofing contractor, or contact IKO directly. 

United States 1-888-IKO-ROOF (1-888-456-7663)  |  Canada 1-855-IKO-ROOF (1-855-456-7663
Visit us online at: IKO.COM.

© Copyright 01/23 · MR9L029

Note: Product and color availability may vary by region. ¹See Limited Warranty at IKO.com for complete terms, conditions, restrictions and application requirements. Shingles must 
be applied in accordance with application instructions and local building code requirements. ²High-wind application is required. 3“Lifetime” means the period of time commencing on 
the date of the completion of the installation of the shingles on the building, and continuing so long as the owner owns the building on which the shingles were installed. 4All values 
shown are approximate. 5Products are developed with reference to these standards. 6This rating is solely for the purpose of enabling residential property owners to obtain a reduction 
in their residential insurance premium, if available. This is not a guarantee of impact resistance against hail. Damage from hail is not covered under the  
Limited Warranty. For further details concerning the FM 4473 standards, visit the FM Approvals website.
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Dimensions 
(L x W)

40 in (1016 mm)
x 13 1/4 in (336 mm)

Exposure 5 5/8 in (143 mm)

Coverage  
Per Bundle 33 1/3 ft² (3.1 m²)

Shingles  
Per Square 64 S
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4 Limited Warranty¹ Limited Lifetime3

Iron Clad Protection¹ 15 Years

Limited Wind Warranty¹ 110 mph (177 km/h)

Limited High Wind  
Warranty Upgrade1, 2 130 mph (210 km/h)

Blue-Green  
Algae Resistant¹ Yes
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ASTM D3462

ASTM D3018

ASTM D7158 — Class H

ASTM D3161 — Class F

ASTM E108/UL 790 — Class A

FM 4473 — Class 36
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