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Product Number Packaging
Inch
mm

Square drive
Inch lbs

98 42 10 1/2
265  1/2 1.27

Product Number Packaging
Inch
mm Range of application

Square drive
Inch lbs

98 33 25 11 27/64
290  5 - 25 Nm 3/8 2.17

98 33 50 15
385  5 - 50 Nm 3/8 2.71

98 43 50 15
385  5 - 50 Nm 1/2 2.71

Transparent insulated scale range

S

Hexagon Sockets  
for hexagon socket screws
for internal square 3/8" or 1/2"
DIN 7422   IEC 60900   DIN EN 60900 98

 > for metric internal hexagonal socket screws
 > chrome plated
 > special tool steel

Reversible Ratchet
with driving square 1/2"
ISO 3315   IEC 60900   DIN EN 60900

98
4

 > reversible for clockwise and counterclockwise directions
 > very reliable coupling of sockets with bolt-activated locking system
 > chrome vanadium steel

Torque Wrench
with driving square, reversible
IEC 60900   DIN EN 60900   DIN EN ISO 6789 98

 > reversible for tightening of left handed threads
 > lockable torque adjustment
 > very reliable coupling of sockets with bolt-activated locking system
 > transparent insulated scale range
 > calibration certificate included
 > chrome vanadium steel
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