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GP-PWM-10-FM/GP-PWM-30-SB SOLAR CONTROLLER

When the GP-PWM-10-FM or GP-PWM-30-SB are connected to the battery, the controller will go into Power Up mode.
Icons Displayed: All segments of the numerical display; backlight blinks. 
(The diagrams on the following pages apply to both the GP-PWM-10-FM and the GP-PWM-30-SB).

Depending on the battery voltage when the controller Power Up occurs, the controller may do a Boost Charge or quickly go into Float Charge. 
The Charging Profile selected will commence the following day after a Power Up (refer to the Charging Profile Chart below for more details).

To select the battery charging profile, press and hold the B Button. This will cause 
the current battery type to flash.

Then, press the B Button to toggle through the profile options: Sealed/Gel, AGM/
LiFePO4 or Flooded.

To confirm the battery profile, press and hold the A Button for 3 seconds.

Non-volatile memory: Any settings made on the GP-PWM-10-FM will be saved 
even when the power has been disconnected from the controller.

Refer to the Battery Charge Profile Chart below for details on each profile.

BATTERY TYPE SEALED /GEL AGM FLOODED LFP

Float Charge @ 25°C: 13.7V (+/- 0.1V) N/A

Bulk/Absorption Charge @ 25°C:
Set to 30 minutes every morning. 
Applied for 2 hours if the battery voltage 
drops below 12.3 volts.

14.1V (+/- 0.1V) 14.4V (+/- 0.1V) 14.4V (+/- 0.1V) N/A

Equalization Charge @ 25°C:  
Applied for 2 hours every 28 days and if 
the battery voltage drops below  
12.1 volts.

N/A N/A 14.9V (+/-0.1V) N/A

Absorption Charge voltage for LiFe-
PO4:
Set to 30 minutes every morning

N/A 14.4VDC

Float Charge voltage for LiFePO4: N/A 14.0VDC

If a charging cycle is unable to complete in a single day, it will continue the following day. The terms SEALED/GEL, AGM, FLOODED and LFP are 
generic battery designations. Choose the charging profile that works best with your battery manufacturer’s recommendations.

If PV power is insufficient or too many loads are drawing power from the battery, the controller will not be able 
to charge the battery to the target charging voltage.

5.3.1  POWER UP

5.3.2  SETTING THE BATTERY CHARGING PROFILE

5.3.3  BATTERY CHARGING PROFILE CHART

5.3 OPERATING INSTRUCTIONS

Note
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Auto Equalize: The GP-PWM-10-FM has an automatic equalize feature that will charge and recondition your batteries at least once a 
month at a higher voltage to ensure that any excess sulfation is removed.

This mode should not be entered unless you are using a flooded battery.

To toggle between Battery Voltage, PV Charging Current, Battery State of Charge (SOC), and ampere hours charged since last reset, 
press the B Button.

Push the B Button to show the battery voltage.

Icons Displayed: Battery SOC, Volt Symbol (V)

Push the B Button to show the PV charging current.

Icons Displayed: Ampere Symbol (A), Battery SOC

Push the B Button to show the battery state of charge (shown as a percentage).

Icons Displayed: Battery SOC, Percent Symbol (%)

A value of 100% will only be displayed after a Boost or Equalize charge completes.

Note

5.3.4  VIEWING THE CONTROLLER DISPLAY INFO

GP-PWM-10-FM/GP-PWM-30-SB SOLAR CONTROLLER
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Push the B Button to show the number of amp hours charged since the last reset.

Icons Displayed: Amp hours charged, Amp hour symbol (Ah) or kiloamp hour 
symbol (kAh)

To reset the count of ampere hours charged, toggle to the ampere hours charged. 

Press and hold the A Button for 6 seconds to reset the counter to zero.

If the GP-PWM-10-FM experiences a battery over voltage (15.5V), the controller 
will stop operating, and the display will begin to flash with all icons. The controller 
will resume operating when the error is cleared.

Icons Displayed: All symbols

5.3.5  RESETTING THE AMPERE HOURS CHARGED

5.3.6  ERRORS

GP-PWM-10-FM/GP-PWM-30-SB SOLAR CONTROLLER
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Low Voltage

If the battery voltage reaches 11 volts, the battery SOC symbol will show the text 
“LOW” beneath it. The controller will continue operating in this condition and will 
only stop operating if the voltage drops below 9 volts.

Icons Displayed: Battery SOC Symbol, LOW

SYMBOL INDICATOR FOR:

Day Time: PV Charge Current

Night Time

Battery Voltage

Battery State of Charge

SEALED Sealed/Gel

AGM AGM/LFP

FLOODED Flooded

OTHER SYMBOLS

USB charger on
(When charger is off, no symbol will show)

LOW Battery voltage is lower than
11.0 VDC

Whole display will start to blink Battery voltage > 15.5 VDC

5.4 DISPLAY SYMBOLS

GP-PWM-10-FM/GP-PWM-30-SB SOLAR CONTROLLER



[page 14]  |  gpelectric.com

®

BATTERY STATE OF CHARGE

SYMBOL BATTERY VOLTAGE

Shows only after full Boost or Equalization Cycle

>= 12.6 VDC

>= 11.8 -12.6 VDC

> 11.0 -11.8 VDC

<= 11.0 VDC

100% Shows only after full Boost or Equalization Cycle

90% >= 12.8 VDC

<12.8 VDC and > 11.0 VDC

0% <= 11.0 VDC

GP-PWM-10-FM/GP-PWM-30-SB SOLAR CONTROLLER
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The GP-PWM-10-FM and GP-PWM-30-SB offer a standard USB connector for delivering 5.0 VDC to small mobile appliances such as cell 
phones, tablets or small music players. This charging port is capable of supplying up to 1500 mA of current.

Remove the rubber cover of the USB terminal to access the terminal.

The USB charging port is always active when the USB symbol appears on the display.

The controller disables the USB charger automatically if the battery voltage drops below 11.0 VDC. If there is enough current from the PV 
panel/array available to charge the Battery to above 12.8 VDC, the USB terminal will be enabled again.

WARNING: Do not connect the charging device anywhere else! USB-Negative contact is connected to battery negative.

Before a problem is suspected with the system, read this section. There are numerous events that may appear as problems but are in fact 
perfectly normal. Please visit gpelectric.com/support for the most up-to-date
FAQs.

Q. It seems like my flooded batteries are losing water over time.

A. Flooded batteries may need to have distilled water added periodically to replace fluid loss during charging. Excessive water loss during 
a short period of time indicates the possibility of overcharging or aging batteries.

Q. When charging, my flooded batteries are emitting gas.

A. During charging, hydrogen gas is generated within the battery. The gas bubbles stir the battery acid, allowing it to receive a fuller state 
of charge. Important: Ensure batteries are in a well-ventilated space.

Q. My voltmeter shows a different reading than the GP-PWM-10-FM display.

A. The meter value on the GP-PWM-10-FM display is an approximate reading intended for indication purposes only. There is an approximate 
0.1 volt inherent error present that may be accentuated when compared with readings from another voltmeter.

There may be a slight difference between the battery voltage displayed on the GP-PWM-10-FM display and the battery voltage measured 
at the battery terminals. When troubleshooting using a voltmeter, check both the battery voltage at the GP-PWM-10-FM controller terminals 
and battery voltage at the battery terminals. If a difference of more than 0.5 volts is noted, this indicates a large voltage drop possibly 
caused by loose connections, long wire runs, small wire gauge, faulty wiring, a faulty voltmeter, or all the above. 

5.5 USB CHARGING

5.6 FREQUENTLY ASKED QUESTIONS

GP-PWM-10-FM/GP-PWM-30-SB SOLAR CONTROLLER
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Q. What causes a warning signal and when are the warnings triggered?

A.
 

CONNECTION WARNING NOTES LCD

Battery reverse polarity “POL” on LCD and constant  
audible alarm

PV reverse polarity “POL” on LCD and constant  
audible alarm

Battery must be connected with 
correct polarity

Q. Why does the battery SOC% never reach 100%?

A. A 100% value will only appear after a 2 hour Boost or Equalize charge has completed. The charge voltage must be maintained for an 
extended period of time to replenish the energy in the battery bank back to its rated capacity.

If the charge voltage cannot be maintained continuously, then the actual time it takes to complete Boost or Equalize charging may take 
much longer than 2 hours, even more than 1 day.

If loads are consuming more power than the solar panels can supply, then the battery bank cannot be charged to 100%.

Go Power! warrants the both controllers for a period of five (5) years from the date of shipment from its factory. This warranty is valid against 
defects in materials and workmanship for the five (5) year warranty period. It is not valid against defects resulting from, but not limited to:

• Misuse and/or abuse, neglect, or accident
• Exceeding the unit’s design limits
• Improper installation, including, but not limited to, improper environmental protection and improper hook-up
• Acts of God, including lightning, floods, earthquakes, fire, high winds, and hail.
• Damage in handling, including damage encountered during shipment

This warranty shall be considered void if the warranted product is in any way opened or altered. The warranty will be void if any eyelet, 
rivets, or other fasteners used to seal the unit are removed or altered, or if the unit’s serial number is in any way removed, altered, replaced, 
defaced, or rendered illegible.

Visit www.gpelectric.com to read the “frequently asked questions” section of our website to troubleshoot the problem. If trouble persists:

1. Fill out our online Contact Us form or Live Chat with us
2. Email techsupport@gpelectric.com
3. Return defective product to place of purchase

5.7 LIMITED WARRANTY

5.7.1  REPAIR AND RETURN INFO

GP-PWM-10-FM/GP-PWM-30-SB SOLAR CONTROLLER
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TYPE MODULE SIZE
(CLOSED)

MODULE SIZE
(OPENED)

NET 
WEIGHT

MAX
POW-

ER

MAX
POWER 

VOLTAGE

MAX
POWER 

CURRENT

OPEN
CIRCUIT 

VOLTAGE

SHORT
CIRCUIT

CURRENT

Module (H) x (W) x (D) (H) x (W) x (D) lbs / kg W V A V A

90W 
(2x45W)

22.0 x 20.6 x 3.4 in
558 x 524 x 86 mm

22.0 x 40.7 x 3.4 in
558 x 1034 x 86 mm 20 lbs / 9 kg 90 19.8 4.4 23.6 4.6

130W 
(2x65W)

32.8 x 20.6 x 3.4 in
834 x 524 x 86 mm

32.8 x 40.7 x 3.4 in
834 x 1034 x 86 mm 33 lbs / 15 kg 130 19.7 6.74 23.8 7.12

200W 
(2x100W)

40.0 x 27.2 x 3.4 in
1015 x 691 x 86 mm

40.0 x 53.9 x 3.4 in
1015 x 1368 x 86 mm 51 lbs / 23 kg 200 17.6 11.43 21.1 12.34

All panels are rated IP52

6. SPECIFICATIONS

7. FREQUENTLY ASKED QUESTIONS

Please visit gpelectric.com for the most up-to-date FAQs.

Q1. It seems like my flooded batteries are losing water over time.
A. Flooded batteries may need to have distilled water added periodically to replace fluid loss during charging. Excessive water loss 
during a short period of time indicates the possibility of overcharging or aging batteries. 

Q2. When charging, my flooded batteries are emitting gas.
A. During charging, hydrogen gas is generated within the battery. The gas bubbles stir the battery acid allowing it to receive a more full 
state of charge. Ensure batteries are in a well-ventilated space.

Q3. My voltmeter shows a different reading than the charge controller display
A. The meter value on the charge controller display is an approximate reading intended for indication purposes only. There is an 
approximate 0.1 volt inherent error present that may be accentuated when compared with readings from another voltmeter.

There may be a slight difference between the battery voltage displayed on the charge controller display and the battery voltage mea-
sured at the battery terminals. When troubleshooting using a voltmeter, check both the battery voltage at the controller terminals and 
battery voltage at the battery terminals. If a difference of more than 0.5 volts is noted, this indicates a large voltage drop possibly 
caused by loose connections, long wire runs, small wire gauge, faulty wiring, a faulty voltmeter or all the above. Check all connections.
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8. LIMITED WARRANTY

Go Power! warrants the solar panel of the Portable Solar Kit for 25 years, 1 year for the cable and components and 5 years for the 
solar controller. This warranty is valid against defects in materials and workmanship. It is not valid against defects resulting from, but 
not limited to:

• Misuse and/or abuse, neglect, or accident
• Exceeding the unit’s design limits
• Improper installation, including, but not limited to, improper environmental protection and improper hook-up
• Acts of God, including lightning, floods, earthquakes, fire, and high winds
• Damage in handling, including damage encountered during shipment or installation

Visit gpelectric.com for additional product warranty information.

Visit www.gpelectric.com to read the “frequently asked questions” section of our website to troubleshoot the problem. If trouble persists:

1. Fill out our online Contact Us form or Live Chat with us
2. Email techsupport@gpelectric.com
3. Return defective product to place of purchase
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