DIALIGHT I o g N I D REV | ECN NO REVISIONS DRN | CKD | APP | DATE
PART NUMBER oyry yaoris COMFLIANT SSPXX08-003F = . 20l Comnl lant A — NEW RELEASE AJFKLI] NO [12-17-09
551-0206-003F | 095 (2,411 | 118+ 010 (340,251 0.016x0 018 (0. 41x0.461] 040 (1,021 | For eyample: 550-0206-003F o o 0 o0 WOmPRIERTS UPDATED DIM A & C FOR
5501-0306-003F | 095 [2,41] 184,010 [34£0,251  [0.016x0.018 [0.41x0.461| 040 [1,02] Packaging is marked with "RoHS Compliant" label or equivalent i — 55\fozoe/opz/oNel/SomefoogF BP | — | NO [8-22-16
551-0406-003F | .095 [2,41] 1184010 [3£0,25]  [0.016x0.018 [0.41x0.46][ 040 [1,02) | markings. Parts can be wave soldered, dip soldered or hand ALSO UPDATED LED SPECS

soldered using typical lead-free soldering process with max
550-1106-003F | .095 (2,411 | .115%.010 [2,92%0,25] 018 [0,46] 040 11,021 | 260°C temp. for b sec.
551-1206-003F | .095 [2,411 | .115%.010 [2,92%0,25] 018 [0,46] 1040 [1,02]
551-1306-003F | .095 (2,411 | .115€.010 [2,9240,25] 018 [0,46] 040 11,021 NOTES:
|. LED LEAD DIMENSIONS SHOWN ARE MEASURED AT HOUSING EXIT.
- 5344010 — 2. LEADS TO FIT INTO HOLES SPACED AS PER PATTERN.
[13,560,25] 3. PIN NUMBERS FOR REFERENCE ONLY, DESIGNATION NON-EXISTENT ON PART.
4. DIALIGHT PART NUMBERS: 551-XX06-003F .
. " 5. THIS ASSEMBLY CONTAINS ELECTROSTATIC DISCHARGE SENSITIVE DEVICES
—— —— —— . | . (ESDS). MAINTAIN ALL PRECAUTIONARY MEASURES DURING ASSEMBLY,
[e,21] (4,571 DIMEA '[55215;8‘25} HANDLING, AND STORAGE IN ACCORDANCE WITH IPC-A-610.
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OPERATING CHARACTERISTICS AT 25°C AMBIENT
LUMINOUS FORWARD REVERSE PEAK
DIAL IGHT VIEWING
LED COLOR INTENSITY VOLTAGE CURRENT  |WAVELENGTH
PART NUMBER (med) (V) (LA) (i) ANGLE | TEST CONDITIONS
MIN | TYP | TYP | MAX MAX Il PIN 1,3,5 & PIN 2,4,6 ATTENTION:
551-0206-003F | GREEN DIFF. 5.6 2.6 2.1 2.6 100 @ Ve=dV 565 60 [F=10mA O—@—OCATHODE OBSERVE PRECAUTIONS FOR
551-0306-003F | YELLOW DIFF.| 3.7 | 8.7 | 2.1 | 2.6 |100 @ Va=5V 585 60 7= 1 OmA \ HANDLING ELECTROSTATIC
551-0406-003F| RED DIFF. | 2.5 | 8.7 | 2.0 | 2.6 |100 @ Va=5V 635 60 ¢= [ OmA LED SCHEMATIC SENSITIVE DEVICES
551-1106-003F| RED DIFF. 0 | 1.6 | 1.7 | 2.2 |10 @ va=5V 635 60 7= 2mA
551-1206-003F [ YELLOW DIFF.| 2.3 | 5.0 | 1.8 | 2.4 |100 @ Va=5V 59 60 7= 2mA
551-1306-003F| GREEN DIFF. | 1.0 | 1.6 | 1.9 | 2.2 | 10 @ Va=5V 565 60 7= 2mA
: en SCALE  3.000
THIS DRAWING AND THE CONTENTS HEREIN ARE CONFIDENTIAL AND
ABSOLUTE MAXIMUM RATINGS AT 25°C AMBIENT DIALIGHT PART NUMBER 1T THE SOLE PROPERTY OF DIALIGHT. REPRODUCTION OF THIS DRAWING
551-0206-003F | 551-0306-003F [551-0406-003F |551-1106-003F |551-1206-003F |551-1306-003F O e N oo T Ao LS 5 DANING AAE
POWER DISSIPATION 120 60 100 20 15 20 il SCALE: 8,000 DRANING NUMBER REV
CONTINUOUS FORWARD CURRENT 30 20 30 7 30 7 mA AL DIM'S 1N INCHES (W)
o— 551-0207-802F B
PEAK FORWARD CURRENT 90 60 90 500 60 500 mA INLESS GERERMISE SPECIFIED
REVERSE VOLTAGE 5 5 5 5 5 5 V FRACTIONS: +1/64 TITLE
SOLDERING TEMPERATURE, 5 SEC., I/16" FROM BASE 260 260 260 260 260 260 °C s s 5 | P 3mm CBITRI-BLOCK, 100" CENTERLINE
OPERATING TEMPERATURE 55 TO +100 | -55 TO +100 | -55 TO +100 | -55 TO +100 | -40 TO +100 | -55 T0 +100 | °C ] MATERTAL ]
STORAGE TEMPERATURE -55 T0 +100 | -55 T0 #100 | -55 TO +100 | -55 T0 +100 | -55 TO +100 | -55 T0 +100 | °C AT
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