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551-0207-100F GREEN DIFFUSED .095 .018 x .016 .040 IF = 10mA 5.6 12.6 29 IF = 10mA 2.1 V 2.6 V 100 565 60
551-0307-100F YELLOW DIFFUSED .095 .018 x .016 .040 IF = 10mA 3.7 8.7 30 IF = 10mA 2.1 V 2.6 V 100 585 60
551-0407-100F RED DIFFUSED .095 .018 x .016 .040 IF = 10mA 2.5 8.7 18 IF = 10mA 2.0 V 2.6 V 100 635 60
551-0507-100F RED DIFFUSED .095 .018 x .016 .040 VF = 5V 8.7 29 VF = 5V 10 mA 20 mA 100 635 60
551-0607-100F GREEN DIFFUSED .095 .018 x .016 .040 VF = 5V 5.6 19 VF = 5V 10 mA 20 mA 100 565 60
551-0707-100F YELLOW DIFFUSED .095 .018 x .016 .040 VF = 5V 3.7 12.6 VF = 5V 10 mA 20 mA 100 585 60
551-1107-100F RED DIFFUSED .095 .018 x .016 .040 IF = 2mA 1.0 1.6 IF = 2mA 1.7 V 2.2 V 10 635 60
551-1207-100F YELLOW DIFFUSED .095 .018 x .016 .040 IF = 2mA 1.0 1.6 IF = 2mA 1.8 V 2.7 V 10 585 60
551-1307-100F GREEN DIFFUSED .095 .018 x .016 .040 IF = 2mA 1.0 1.6 IF = 2mA 1.9 V 2.2 V 10 565 60
551-1407-100F AlGaAs RED WC .095 .018 SQ. .040 IF = 1mA 2 3 IF = 1mA 1.6 V 1.8 V 100 645 45
551-2507-100F ORANGE DIFFUSED .095 .018 SQ. .040 IF = 10mA 6.0 9.5 16 IF = 10mA 1.9 V 2.4 V 100 600 60

551-3007-100F RED|GREEN BI-COLOR .095 .018 x .016 .040 IF = 10mA 1.2|1.5 5.6|8.7 30 IF = 20mA 2.0|2.1V 2.6 V 100 630|565 200

551-3107-100F YELLOW|GREEN BI-COLOR .095 .018 x .016 .040 IF = 10mA 3.0|6.5 8.5|18 IF = 20mA 2.1 V 2.6 V 100 585|565 80
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551-0207-100F 120 mW 30 mA 90 mA 0.4 mA/�$�C FROM 50�$�C 5 V 260 -55�$�C /+100 �$�C-55�$�C /+100 �$�C
551-0307-100F 60 mW 20 mA 60 mA 0.25 mA/�$�C FROM 50�$�C 5 V 260 -55�$�C /+100 �$�C-55�$�C /+100 �$�C
551-0407-100F 100 mW 30 mA 90 mA 0.4 mA/�$�C FROM 50�$�C 5 V 260 -55�$�C /+100 �$�C-55�$�C /+100 �$�C
551-0507-100F 7.5 V 0.086 V/�$�C FROM 50�$�C 5 V 260 -40�$�C /+85 �$�C-55�$�C /+100
551-0607-100F 7.5 V 0.086 V/�$�C FROM 50�$�C 5 V 260 -40�$�C /+85 �$�C-55�$�C /+100
551-0707-100F 7.5 V 0.086 V/�$�C FROM 50�$�C 5 V 260 -40�$�C /+85 �$�C-55�$�C /+100
551-1107-100F 20 mW 7 mA 0.7 mA/�$�C FROM 90�$�C 5 V 260 -55�$�C /+100 -55�$�C /+100
551-1207-100F 20 mW 7 mA 0.7 mA/�$�C FROM 90�$�C 5 V 260 -55�$�C /+100 -55�$�C /+100
551-1307-100F 20 mW 7 mA 0.7 mA/�$�C FROM 90�$�C 5 V 260 -55�$�C /+100 -55�$�C /+100
551-1407-100F 87 mW 30 mA 0.5 mA/�$�C FROM 50�$�C 5 V 260 -20�$�C /+100�$�C-55�$�C /+100
551-2507-100F 135 mW 25 mA 90 mA 0.5 mA/�$�C FROM 50�$�C 5 V 260 �$�C -55�$�C /+100 -55�$�C /+100
551-3007-100F 100 mW 30 mA 90 mA 0.5 mA/�$�C FROM 50�$�C 5 V 260 �$�C -55�$�C /+100�$�C-55�$�C /+100�$�C
551-3107-100F 60|100 mW 20|30 mA 80|120 mA0.5 mA/�$�C FROM 50�$�C 5 V 260 �$�C -55�$�C /+100�$�C-55�$�C /+100�$�C

HUE BIN CHROMATICITY COORDINATES FOR WHITE WATER CLEAR I
F
 = 20 mA

A3
0.270 0.270 0.250 0.250

0.275 0.325 0.300 0.250

A4
X 0.270 0.250 0.250 0.270

Y 0.275 0.250 0.200 0.225

B3
X 0.290 0.290 0.270 0.270

Y 0.300 0.350 0.325 0.275

B4
X 0.290 0.270 0.270 0.290

Y 0.300 0.275 0.225 0.250

C3
X 0.310 0.310 0.290 0.290

Y 0.325 0.375 0.350 0.300

C4
X 0.310 0.290 0.290 0.310

Y 0.325 0.300 0.250 0.275

D3
X 0.330 0.330 0.310 0.310

Y 0.350 0.400 0.375 0.325

D4
X 0.330 0.310 0.310 0.330

Y 0.350 0.325 0.275 0.300

COLOR COORDINATES MEASUREMENT ALLOWANCE ± 0.01

BI-COLOR LED SCHEMATIC

PIN 1
RED CATHODE FOR R/G
YEL CATHODE FOR Y/G

PIN 2
GRN CATHODE FOR R/G
GRN CATHODE FOR Y/G

NOTES:
 
1. LED LEAD DIMENSIONS SHOWN ARE MEASURED AT HOUSING EXIT.
2. LEADS TO FIT INTO HOLES SPACED AS PER PATTERN.
3. PIN NUMBERS FOR REFERENCE ONLY, DESIGNATION NON-EXISTENT ON PART.
4. DIALIGHT PART NUMBERS: 551-XX07-100F.
5. THIS ASSEMBLY CONTAINS ELECTROSTATIC DISCHARGE SENSITIVE DEVICES
   (ESDS). MAINTAIN ALL PRECAUTIONARY MEASURES DURING ASSEMBLY,
   HANDLING, AND STORAGE IN ACCORDANCE WITH IPC-A-610.

      RoHS COMPLIANT 551-XX07-100F
Part Numbers with the "F" suffix ending are RoHS Compliant.
For example: 551-0207-100F
Packaging is marked with "RoHS Compliant" label or equivalent
markings. Parts can be wave soldered, dip soldered or hand
soldered using typical lead-free soldering process with max
260°C temp. for 5 sec.
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CENTERLINE CBI WITH UNCUT LEADS 
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SINGLE COLOR LED SCHEMATIC

PIN 2
 

PIN 1
CATHODE

2 1

RECOMMENDED HOLE PATTERN GAUGE

ANODE FOR SINGLE COLORS
GREEN CATHODE FOR BI-COLORS

2

1

HOUSING

ATTENTION:
OBSERVE PRECAUTIONS FOR
HANDLING ELECTROSTATIC

SENSITIVE DEVICES
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