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SHEET 1 OF 1 FAMILY TABLE:

REV ECN NO REVISIONS DRN CKD APP QA CM DATE

A NEW RELEASE BP  NO   7-21-17

B   ADDED 70  DIMENSION 
TO MOUNTING PIN LD  SK    5-17-18

-

-

NOTES:
 
  1. LIGHT PIPE TO BE MOLDED IN A CLEAR TRANSMISSIVE POLYCARBONATE
     (UL 94V-0 FLAMMABILITY CLASS). LIGHT SHIELD TO BE MOLDED IN A BLACK
     PBT (UL 94V-0 FLAMMABILITY CLASS).
 
  2. COMPONENTS DESIGNED TO BE PRESSED INTO P.C. BOARD.
 
  3. DIALIGHT PART NUMBER: 515-1064-812F.

      RoHS COMPLIANT 515-1064-812F
Part Numbers with the "F" suffix ending are RoHS Compliant.
Packaging is marked with "RoHS Compliant" label or equivalent
markings.

LIGHT SHIELD
BLACK (OPAQUE)

LIGHT PIPE
CLEAR (TRANSMISSIVE)

CHARMILLE #24 FINISH
OR EQUIVALENT ON

FRONT SURFACES ONLY
TYP (3 PLCS)

RECOMMENDED PAD LAYOUT

DIRECTION OF LIGHT 

SEE DETAIL  A
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DETAIL  A

SCALE  3.000
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