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DIMENSIONS & ORDERING INFORMATION >OE is Our Expertise.

Base, bulb, and cap are required for 
a complete indicator assembly and 
need to be purchased separately.

FEATURES & BENEFITS

•  For mounting in 1” clearance hole

• Meets MIL-L-3661C requirements

• Watertight screw-on lens cap

APPLICATION

• Ground vehicles

• Power distribution centers

• Command and control centers

• Aircraft cockpits

• Naval vessels

• Underwater vehicles

• Surveillance systems

• Aircraft carrier decks

• Search and rescue equipment

• Surveillance drones

• UAV’s

• and many more....

MECHANICAL / SPECIFICATIONS

PART NUMBERS: 
378-3402-01-203

MOUNTING HOLE SIZE: 
1” clearance hole

MOUNTING ORIENTATION: Front

BULB BASE SIZE: 
S6 double contact bayonet base

TERMINATION: 
Brass solder terminals, hot tinned 

HOUSING FINISH: 
Brass housing, black nickel finish

HARDWARE: 
Mounting nut: Brass, white nickel finish

INTERNAL-TOOTH LOCKWASHER: 
Phosphor bronze, white nickel finish

VOLTAGE: 
24v-250v, bulb dependent

LENS CAP OPTIONS: 
Convex or Torpedo Lens, Translucent or Diffused

MILITARY COMPLIANT: Yes

MILITARY CROSS #: LH79/1

CERTIFICATIONS & RATINGS

Watertight

378 SERIES

Indicator Base

DIMENSIONS inches [mm]

.025 ± .005 x 1 3/8 ± .020 
O.D. INTERNAL TOOTH LOCKWASHER

1/8 x 1 1/8 ACROSS FLATS HEX, NUT

1−27 NS THD. MOUNTING BUSHING

1/6 ± .006 
x 1 1/8 ± 

O.D. RUBBER 
GASKET

LH80/1 PRINTED ON HOUSING

2 13/32 MAX
1 9/64

3/32 DIA. 
(2 HOLES)

± .003
.967

± .003
1.003

RECOMMENDED 
MOUNTING HOLE

http://www.dialightsignalsandcomponents.com
https://www.dialightsignalsandcomponents.com/378-series-3402-01-203-1-mh-watertight-w-blk-nickel-finish-s-6-double-contact-bayonet-solder-term/


Dialight reserves the right to make changes at any time in order to supply the best product possible. The most current version of this document will always be available at: 
www.dialightsignalsandcomponents.com

Warranty Statement: Except for the warranty expressly provided for at: www.dialight.com/resources/warranties/, Dialight disclaims any and all other warranties, express or implied, 
including, without limitation, any warranties of merchantability, fitness for a particular purpose, title, and noninfringement.
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    378 SERIES / Indicator Base

ORDERING INFORMATION

CONVEX LENS CAP

Type Designation Part Number Color

LC21RN3 051-0131-203  Red

LC21GN3 051-0132-203  Green

LC21YN3 051-0133-203  Yellow

LC21BN3 051-0134-203  Blue

LC21WT3 051-0135-203  White

LC21CN3 051-0137-203  Clear

LC21RD3 051-0111-203  Red

LC21GD3 051-0112-203  Green

LC21YD3 051-0113-203  Yellow

LC21BD3 051-0114-203  Blue

LC21CD3 051-0117-203  Clear

TORPEDO LENS CAP

Type Designation Part Number Color

LC22RN3 080-0531-203  Red

LC22GN3 080-0532-203  Green

LC22YN3 080-0533-203  Yellow

LC24BN3 080-0534-203  Blue

LC22WT3 080-0535-203  White

LC22CN3 080-0537-203  Clear

LC22RD3 080-0511-203  Red

LC22GD3 080-0512-203  Green

LC22YD3 080-0513-203  Yellow

LC22BD3 080-0514-203  Blue

LC22CD3 080-0517-203  Clear

1−27 NS THD. (INTERNATIONAL)

13/16 MAX

1-9/64

1−27 NS THD. (INTERNATIONAL)

1-9/64

15/16 MAX

CONVEX LENS CAP TORPEDO LENS CAP

https://www.dialightsignalsandcomponents.com/378-series-lens-cap-convex-transparent-red/
https://www.dialightsignalsandcomponents.com/378-series-lens-cap-convex-transparent-green/
https://www.dialightsignalsandcomponents.com/378-series-lens-cap-convex-transparent-yellow-amber/
https://www.dialightsignalsandcomponents.com/378-series-lens-cap-convex-transparent-blue/
https://www.dialightsignalsandcomponents.com/378-series-lens-cap-convex-translucent-white/
https://www.dialightsignalsandcomponents.com/378-series-lens-cap-convex-transparent-clear/
https://www.dialightsignalsandcomponents.com/378-series-lens-cap-convex-back-frosted-red/
https://www.dialightsignalsandcomponents.com/378-series-lens-cap-convex-back-frosted-green/
https://www.dialightsignalsandcomponents.com/378-series-lens-cap-convex-back-frosted-yellow-amber/
https://www.dialightsignalsandcomponents.com/378-series-lens-cap-convex-back-frosted-blue/
https://www.dialightsignalsandcomponents.com/379-series-lens-cap-torpedo-transparent-red/
https://www.dialightsignalsandcomponents.com/379-series-lens-cap-torpedo-transparent-green/
https://www.dialightsignalsandcomponents.com/379-series-lens-cap-torpedo-transparent-yellow-amber/
https://www.dialightsignalsandcomponents.com/379-series-lens-cap-torpedo-translucent-white/
https://www.dialightsignalsandcomponents.com/379-series-lens-cap-torpedo-transparent-clear/
https://www.dialightsignalsandcomponents.com/379-series-lens-cap-torpedo-back-frosted-red/
https://www.dialightsignalsandcomponents.com/379-series-lens-cap-torpedo-back-frosted-green/
https://www.dialightsignalsandcomponents.com/379-series-lens-cap-torpedo-back-frosted-yellow-mber/
https://www.dialightsignalsandcomponents.com/379-series-lens-cap-torpedo-back-frosted-clear/

