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MATERIAL
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 N MALE TO TNC FEMALE
 ADAPTOR

TITLE

 

   <0.5mm = �#�0.05mm        [<0.020 = �#�0.002]
    0.5 - 6mm = �#�0.1mm     [>0.020 - 0.236 = �#�0.004]
  >6.00 - 30mm = �#�0.2mm    [>0.236 - 1.181 = �#�0.008]
 >30.00 - 120mm = �#�0.3mm   [>1.181 - 4.725 = �#�0.012]
---------------------------------------------------------
                     ANGLES = �#�1�$� 

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE METRIC [INCHES] AND TOLERANCES ARE:

LEGACY   THIRD ANGLE PROJ.

NOTES: 
 
 1. MATERIALS AND FINISHES:
     COUPLING NUT, CONTACT BODY 
     & BODY - BRASS, NICKEL PLATING
     RETAINER RING - SUS 304, NATURAL
     CONTACT - PHOSPHOR BRONZE, GOLD PLATING
     GASEKT - SILICONE RUBBER, RED
     INSULATOR - PTFE, NATURAL 
 
 2. ELECTRICAL:  
     A. IMPEDANCE: 50 OHM 
     B. FREQUENCY RANGE: DC-11 GHz
     C. DIELECTRIC WITHSTANDING VOLTAGE: 500 VRMS, MIN. 
 
 3. MECHANICAL: 
     A. DURABILITY: 500 CYCLES MIN. 
     B. TEMPERATURE RANGE: -65�$�C TO 165�$�C 

7/16-28 UNEF-2A

5/8-24 UNEF-2B

ITERFACE PER
MIL-STD-348

SERIES: N PLUG ITERFACE PER
MIL-STD-348
SERIES: TNC JACK
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