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B. HAMMOND 18-Oct-95   F RECEPTACLE,
  PCB EDGE MOUNT,
  OUTLINE DRAWING

B. HAMMOND 18-Oct-95

B. HAMMOND 11-Mar-96

GEN# 531-40039 I:\CATV\FTYPE\ 531-40039 D

A RELEASE TO MFG. 03/11/96 41198 BH

B SEE SHEET 1 5/30/02 44066 BCG

C ADD THREAD CALL-OUT; ADD .07 DIM, ADD NOTES, PAD LAYOUT 3/30/09 47516 CPM

D
ADDED  RECOMMENDED PAD LAYOUT 

FOR BOTTOM SIDE OF PCB
7/1/14 50068 JYL

NOTES:
1.  MATERIALS AND FINISHES:
     BODY - BRASS, MATTE TIN PLATING
     CONTACT - PHOSPHOR BRONZE, MATTE TIN PLATING 
     INSULATOR - PTFE
2.  ELECTRICAL: 
     A. IMPEDANCE:  75 OHM
     B. FREQUENCY RANGE:  DC - 3 GHz
     C. VSWR(RETURN LOSS): DC - 1 GHz  (30 dB), MIN
3.  MECHANICAL:
     A. TEMPERATURE RANGE:  -40 �$ C TO +60�$ C
4.  PACKAGING:
     A. QUANTITY:  BULK PACK 50 CONNECTORS PER BAG
     B. MARKING:  BAG TO BE MARKED 
        "AMPHENOL, 531-40039, AND DATE CODE"

RECOMMENDED PAD LAYOUT FOR BOTTOM SIDE OF PCB

PROPRIETARY FEMALE
CONTACT ACCEPTS
CENTER CONDUCTOR
RANGE .022- .042

3/8-32UNEF-2A THREAD

SECTION  A-A

SCALE  3:1

RECOMMENDED PAD LAYOUT
SCALE  4.000
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