
Select from our standard 5' Slide-In Channel 
ramps or optional Fold-Up Ramps, offering 
user-friendly solutions for loading vehicles 
and equipment and boosting your trailer's 
adaptability.

MULTIPLE RAMP OPTIONS AVAILABLE

Visit pjtrailers.com for a complete list of trailer options.

Our Drive-Over Fender Design simplifies the loading 
process for vehicles and small equipment, 
providing a versatile and easy-to-use solution 
that accommodates a wide range of load sizes 
and types.

EFFORTLESS LOADING SOLUTIONS

Simplify brake maintenance with our Forward 
Self-Adjusting Brakes, engineered to self-adjust 
for optimal braking performance. This innovative 
system reduces downtime and ensures 
consistent stopping power.

FORWARD SELF-ADJUSTING BRAKES

Experience superior cargo securement with our 
standard Rubrail, featuring built-in stake pockets for 
extra attachment points. Enjoy added convenience 
with included D-rings.

CARGO CONTROL STANDARD

STANDARD CONFIGURATION SPECS
THESE ARE THE DEFAULT SPECS THAT ARE INCLUDED IN THE BASE CONFIGURATION OF THIS MODEL.5" CHANNEL BUGGY HAULERB5

Deck Width: 102" Deck Height: 22" Axles: Tandem (2 x 5,200 lb.)

Length: 16' – 22' Couplers: Bumper Pull & Pintle Load Capacity: 7,350 – 7,729 lbs.

GVWR: 10,000 lbs. Weight: 2,271 – 2,650 lbs. Choose the optional Blackwood Pro decking for added durability and grip when wet.

Choose the optional Blackwood Pro decking for added durability and 
grip when wet.

ST205/75R15 Radial Tires

5' Slide-In Channel Ramps 
(Fold-Up Optional) 

5,200 lbs Axles

Rubrail with Pipe
Spools & Stake Pockets

2-5/16" 
Demco 

EZ Latch 
Adjustable 

Coupler 

Spare Tire 
Mount

Top-Wind 
Drop-Leg 

Jack
(8,000 lbs.)

Straight Deck (Standard)
(2' Dovetail Optional)

Front Bump Rail

5" Channel Frame
& Tongue

Full 102" Wide Deck
(83" Between Fenders)

1/4" Diamond Plate 
Steel Drive Over 
Fenders

(6) Welded
D-Rings

Standard APEX
Fortified Lumber Deck


