
Visit pjtrailers.com for a complete list of trailer options.

With the Demco EZ Latch Coupler's easy and 
secure design, you won't have to fumble 
with complicated locking mechanisms or 
struggle to connect your trailer to your 
vehicle. Just drop and go!

DEMCO EZ LATCH COUPLER 

Enhance your trailer's versatility with 
our optional 2-Way Gate System, which 
combines the functionality of a barn 
door and spreader. This feature allows 
for maximum load dumping flexibility.

The Diamond Plate Fenders are built to 
last, providing excellent strength and 
durability against heavy loads, harsh 
weather, and rough terrain.

DIAMOND PLATE FENDERS

The Self-Contained Hydraulic Unit provides 
reliable power for your dump trailer, while 
the Front-Locking Toolbox offers secure 
storage for your equipment. 

SELF-CONTAINED HYDRAULIC UNIT           
& FRONT-LOCKING TOOLBOX

Power-Up & Power-Down Straight 
Ram Hydraulic System

Demco EZ Latch 
Coupler (14,000 lb.)

Drop-Leg Jack (8,000 lb.) 5,200 lb. Axle
with Forward 

Self-Adjusting Brakes

2-Way Gate System (Barn Doors & 
Optional Spreader Gate)

Lifetime LED Lighting

60" Width Inside Dump Bed

Up to 8,050 lb.
Load Capacity

10-Gauge Sides

40° Dump 
Angle

Heavy Duty
10-Gauge FloorTarp Brackets

(Tarp Sold Separately)

2.78 yd³ Capacity (10' 
with 18" sides)

1/8" Treadplate Steel 
Fenders

Inside Bed Width: 60" Deck Height: 26" Cargo Capacity: 2.2 yd³ (up to 7.8 yd³) Dump Angle: 40°

Lengths: 8', 10' Couplers: Bumper Pull Axles: Single (1 x 5,200 lb.) or Tandem (2 x 5,200 lb.) Choose the optional Dump Tarp Kit for easy and           
convenient load covering.

GVWR: 5,200 – 9,900 lbs. Load Capacity: 3,400 – 8,050 lbs. Dump Side Height: 18"

STANDARD FEATURES
THESE ARE THE DEFAULT FEATURES THAT ARE INCLUDED IN THE BASE CONFIGURATION OF THIS MODEL.60” UTILITY DUMPD5

2-WAY GATE SYSTEM (OPTIONAL)


