
Visit pjtrailers.com for a complete list of trailer options.

Monster Ramps are ultra-wide and fold 
flat to the trailer deck. Plus, now include 
hold-down latches for decreased 
vibration and rattling while in transit.

Easily customize your trailer to your unique 
requirements with our versatile decking 
options, including Diamond Plate Steel, 
Rough Oak, or Blackwood Pro. 

No matter what you are hauling, you’ll 
have everything you need to tie down 
and secure your load with confidence.

The Ultra-Low 33”” Deck Height makes 
loading equipment easier and drops the 
center of gravity for better towing.

ULTRA-LOW 33”” DECK HEIGHT SIDE RAIL WITH RUB RAIL, STAKE    
POCKETS, & PIPE SPOOLS

DIVERSE DECKING OPTIONS FOR
ENHANCED DURABILITY AND LOOKS

MONSTER RAMPS WITH
HOLD-DOWN LATCHES (OPTIONAL)

Spare Tire Mount

2-5/16” Adjustable 
Demco EZ Latch 

Coupler

Front Bump Rail

Drop-Leg Jack
(10,000 lb.)

All-Weather Wiring 
Harness (7-Way RV)

Tool Tray
 in Tongue

8” x 10 lb. I-Beam
Frame and Tongue

2”x 6” Tubular Side 
Rail with Rubrail, 
Stake Pockets, & 

Pipe Spools

3” Channel
Crossmembers on 

16” centers

7K Axles with 
Forward Self 
Adjusting Brakes

16” Black Mod 
Wheels (8 
on 6.5” Bolt 
Pattern) with 
ST235/80R16 
Radial Tires

Lifetime LED 
Lighting

Straight Deck (3’ or 
4’ Dovetail Optional)

Full 102”
Wide Deck

2” Treated
Pine Deck

Deck Width: 102" Deck Height: 33" Tail Types: Straight, 3’ Dovetail, 4’ Dovetail Frame Type: 8” x 10 lb. I-Beam

Lengths: 16'-26' Couplers: Bumper Pull, Gooseneck, & Pintle Axles: Tandem (2 x 7,000 or 8,000 lbs.) Weight: 3,130 - 4,600 lbs.

GVWR: 14,000 - 16,000 lbs. Load Capacity: 9,400 - 11,400 lbs. Ramp Types: Slide-In (Standard) Choose optional Monster Ramps for easier loading and unloading.

STANDARD FEATURES
THESE ARE THE DEFAULT FEATURES THAT ARE INCLUDED IN THE BASE CONFIGURATION OF THIS MODEL.8” I-BEAM DECKOVERF8


