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SERIES 1  
Full-Body Harness

Our basic 5-point harness that’s anything
but basic. Specifically engineered for a
comfortable fit, the Series 1 harness comes
with water-repellent, contrasting core webbing
to make inspection quick, easy and safe. The
Series 1 also comes with dual lanyard keepers,
dual impact indicators on the back and a
customizable back label cover.



Designed and 
tested in the 
United States

For more information: 
+1 (800) 466 6385 
info@guardianfall.comThis product has been tested in an ISO 17025 accredited laboratory in accordance with all requirements

specified by ANSI Z359.7-2019.

This product is compliant with the following safety regulations and consensus standard:
ANSI Z359.11-2021 | OSHA 1910.140 & 1926.502 | CSA Z259.10-2018

Declaration of conformity
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SERIES 1
Full-Body Harness

37000

37000

Sub-pelvic assembly

Water-repellent
contrasting core webbing

Captivated chest strap

Wider yoke

Dual lanyard keepers

Impact indicators

Rubber web ends

Velcro label cover

Adjustable leg straps

Gray box stitching

Key features & benefits
Water-repellent contrasting core webbing
Easy inspection and harness longevity

Captivated chest strap
Prevents improper adjustment and  
accidental slippage

Dual lanyard keepers
Secures unused connector leg

Heavy-duty rubber web ends
Easy adjustment with gloves on

Wider yoke on the neck
Prevents chaffing

Dual impact indicators
Deploys if exposed to excessive force to 
facilitate improved inspection

Gray box stitching
Easier inspection

Specifications
User weight range (including all clothing, 
tools, and equipment) | OSHA & CSA |  
100-420 lbs  | ANSI | 130-310 lbs

Maximum weight range | 100-420 lbs (per user)
Materials | Polyester, stainless steel, galvanized 
steel, & zinc-plated steel

Tongue-Buckle

Buckle types

Quick-Connect

Pass-Through
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Part numbert (s)	 Description                    	 Sizes

37000, 37001, 37002, 37003 	 PT chest, PT legs 	 XS-S, M-L, XL-XXL, XXXL

37004, 37005, 37006, 37007 	 PT chest, TB legs 	 XS-S, M-L, XL-XXL, XXXL

37008, 37009, 37010, 37011 	 PT chest, PT legs, side D-rings 	 XS-S, M-L, XL-XXL, XXXL

37012, 37013, 37014, 37015 	 PT chest, TB legs, side D-rings 	 XS-S, M-L, XL-XXL, XXXL

37016, 37017, 37018, 37019 	 QC chest, TB legs 	 XS-S, M-L, XL-XXL, XXXL

37020, 37021, 37022, 37023 	 QC chest, TB legs, side D-rings 	 XS-S, M-L, XL-XXL, XXXL

PT = Pass-Through  |  TB = Toungue-Buckle  |  QC = Quick-Connect

SERIES 1
Full-Body Harness

Sizing guide


