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(U.S.) 1.888.848.9266

(International) 001.714.428.3655
Visit us online at KyoceraPrecisionTools.com/pcb

Manufactured with the finest carbide grades available, Kyocera's product 
development laboratory continually evaluates new materials from carbide 
manufacturers around the world. As a result, Kyocera applies the 
latest developments in material science to the design and 
manufacture of precision cutting tools.

B R I L L I A N T  P R E C I S I O N
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� 4 2002 Two Flute
Scoring & Engraving Tools 2 0.1250"

3.00mm

C
ou

nt
er

sin
ks

� 5 2000 One Flute
Countersinks 1 0.2500"

� 6 2400 Four Flute
Countersinks 4 0.2500" - 0.6250"

CONTENTS

  See product page for high performance features.



4 U.S. Standard Item : Þ

For recommended cutting conditions please visit:
www.kyoceraprecisiontools.com/pcb/speeds-feeds

(U.S.) 1.888.848.9266
(International) 001.714.428.3655

Visit us online at KyoceraPrecisionTools.com/pcb U.S. Standard Item : Þ

Part Numbers above include rings set at 0.800" - For Ringless Part Number, replace series "." with "-" (XXX-XXXX.XXXX)
Additional diameters and special ring colors available upon request.

Scoring & Engraving Series 2002

Two Flute
Fluted Scoring Tools

Two flute scoring 
tool available with 
specified scoring 

angle.

Diameter Range

0.1250"
3.00mm

L2

1.500”

ØD 1/8”

STANDARD Flute Length (Metric) 30º
POINT

R 2

Part Number Stock
Tool
Size

Dimensions (mm)

Point
Angle

Cutting Diameter Flute Length

ØD L2

2002.1181.030 Þ 3.00mm 3.000 12.50 30°

STANDARD Flute Length (Inch)

Part Number Stock
Tool
Size

Dimensions (in)

Point
Angle

Cutting Diameter Flute Length

ØD L2

2002.0625.030 Þ 1/16" 0.625 0.551 30°

2002.1250.030 Þ 1/8" 0.1250 0.551 30°

2002.1250.045 Þ 1/8" 0.1250 0.551 45°

2002.1250.060 Þ 1/8" 0.1250 0.551 60°

2002.1250.090 Þ 1/8" 0.1250 0.551 90°

2002.1250.120 Þ 1/8" 0.1250 0.551 120°

120º
POINT

R 290º
POINT

60º
POINT

45º
POINT

30º
POINT

NEW

IT
EM

S!

NEW

NEW

NEW

NEW

http://www.kyoceraprecisiontools.com/pcb/speeds-feeds


5Þ : U.S. Standard Item

For recommended cutting conditions please visit:
www.kyoceraprecisiontools.com/pcb/speeds-feeds

(U.S.) 1.888.848.9266
(International) 001.714.428.3655

Visit us online at KyoceraPrecisionTools.com/pcbÞ : U.S. Standard Item

Part Numbers above include rings set at 0.800" - For Ringless Part Number, replace series "." with "-" (XXX-XXXX.XXXX)
Additional diameters and special ring colors available upon request.

Countersinks Series 2000

Single Flute
Countersinks

Diameter Range

0.2500"

L2

1.500”

ØD Ød

45°

Part Number Stock
Tool
Size

Dimensions (in)

Point
Angle

Cutting Diameter Flute Length Shank Diameter

ØD L2 Ød

2000.2500.082A1 Þ 1/4" 0.2500 0.500 1/8" 82°

2000.2500.090A1 Þ 1/4" 0.2500 0.500 1/8" 90°

2000.2500.100A1 Þ 1/4" 0.2500 0.500 1/8" 100°

STANDARD Flute Length (Inch)
R100º

POINT
90º
POINT

82º
POINT

2 Facet Point Geometry

1

NEWITEM
S!

NEW

NEWITEM
S!

NEW

NEW

Single flute 
countersink tool with 
specified countersink 

angle.

http://www.kyoceraprecisiontools.com/pcb/speeds-feeds


6 U.S. Standard Item : Þ

For recommended cutting conditions please visit:
www.kyoceraprecisiontools.com/pcb/speeds-feeds

(U.S.) 1.888.848.9266
(International) 001.714.428.3655

Visit us online at KyoceraPrecisionTools.com/pcb U.S. Standard Item : Þ

Part Numbers above include rings set at 0.800" - For Ringless Part Number, replace series "." with "-" (XXX-XXXX.XXXX)
Additional diameters and special ring colors available upon request.

L2

1.500”

ØD Ød

Part Number Stock
Tool
Size

Dimensions (in)

Point
Angle

Cutting Diameter Flute Length Shank Diameter

ØD L2 Ød

2400.2500.060G1 Þ 1/4" 0.2500 0.500 1/8" 60°

2400.2500.082 Þ 1/4" 0.2500 0.500 1/8" 82°

2400.2500.090 Þ 1/4" 0.2500 0.500 1/8" 90°

2400.2500.100 Þ 1/4" 0.2500 0.500 1/8" 100°

2400.2500.120 Þ 1/4" 0.2500 0.500 1/8" 120°

2400.2500.140 Þ 1/4" 0.2500 0.500 1/8" 140°

2400-6250.090A1 Þ 5/8" 0.6250 0.630 1/4" 90°

STANDARD Flute Length (Inch) 140º
POINT

R 4120º
POINT

100º
POINT

90º
POINT

82º
POINT

8 Facet Point Geometry

60º
POINT

NEW

Four flute countersink 
tool with specified 
countersink angle.

Countersinks Series 2400 

Four Flute
Countersinks

Diameter Range

0.2500" - 0.6250"

NEW

IT
EM

S!

*Part Number 2400-6250.090A1 is a Ringless Part Number due to 1/4" Shank Diameter

http://www.kyoceraprecisiontools.com/pcb/speeds-feeds
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Diameter Chart

DRILL SIZE DECIMAL INCH

0.05mm 0.0020"

0.10mm 0.0040"

0.13mm 0.0050"

0.15mm 0.0059"

97 0.0059"

96 0.0063"

95 0.0067"

94 0.0071"

93 0.0075"

92 0.0079"

0.20mm 0.0079"

91 0.0083"

90 0.0087"

89 0.0091"

88 0.0095"

0.25mm 0.0098"

87 0.0100"

86 0.0105"

85 0.0110"

84 0.0115"

0.30mm 0.0118"

83 0.0120"

82 0.0125"

81 0.0130"

80 0.0135"

0.35mm 0.0138"

79 0.0145"

1/64" 0.0156"

0.40mm 0.0157"

78 0.0160"

0.45mm 0.0177"

77 0.0180"

0.50mm 0.0197"

76 0.0200"

75 0.0210"

0.55mm 0.0217"

74 0.0225"

0.60mm 0.0236"

73 0.0240"

72 0.0250"

0.65mm 0.0256"

71 0.0260"

0.70mm 0.0276"

70 0.0280"

69 0.0292"

0.75mm 0.0295"

68 0.0310"

1/32" 0.0312"

0.80mm 0.0315"

67 0.0320"

66 0.0330"

0.85mm 0.0335"

65 0.0350"

0.90mm 0.0354"

64 0.0360"

63 0.0370"

0.95mm 0.0374"

62 0.0380"

61 0.0390"

1.00mm 0.0394"

60 0.0400"

59 0.0410"

1.05mm 0.0413"

DRILL SIZE DECIMAL INCH

58 0.0420"

57 0.0430"

1.10mm 0.0433"

1.15mm 0.0453"

56 0.0465"

3/64" 0.0469"

1.20mm 0.0472"

1.25mm 0.0492"

1.30mm 0.0512"

55 0.0520"

1.35mm 0.0531"

54 0.0550"

1.40mm 0.0551"

1.45mm 0.0571"

1.50mm 0.0591"

53 0.0595"

1.55mm 0.0610"

1/16" 0.0625"

1.60mm 0.0630"

52 0.0635"

1.65mm 0.0650"

1.70mm 0.0669"

51 0.0670"

1.75mm 0.0689"

50 0.0700"

1.80mm 0.0709"

1.85mm 0.0728"

49 0.0730"

1.90mm 0.0748"

48 0.0760"

1.95mm 0.0768"

5/64" 0.0781"

47 0.0785"

2.00mm 0.0787"

2.05mm 0.0807"

46 0.0810"

45 0.0820"

2.10mm 0.0827"

2.15mm 0.0846"

44 0.0860"

2.20mm 0.0866"

2.25mm 0.0886"

43 0.0890"

2.30mm 0.0906"

2.35mm 0.0925"

42 0.0935"

3/32" 0.0938"

2.40mm 0.0945"

41 0.0960"

2.45mm 0.0965"

40 0.0980"

2.50mm 0.0984"

39 0.0995"

2.55mm 0.1004"

38 0.1015"

2.60mm 0.1024"

37 0.1040"

2.65mm 0.1043"

2.70mm 0.1063"

36 0.1065"

2.75mm 0.1083"

7/64" 0.1094"

35 0.1100"

DRILL SIZE DECIMAL INCH

2.80mm 0.1102"

34 0.1110"

2.85mm 0.1122"

33 0.1130"

2.90mm 0.1142"

32 0.1160"

2.95mm 0.1161"

3.00mm 0.1181"

31 0.1200"

3.05mm 0.1201"

3.10mm 0.1220"

3.15mm 0.1240"

1/8" 0.1250"

3.20mm 0.1260"

3.25mm 0.1280"

30 0.1285"

3.30mm 0.1299"

3.35mm 0.1319"

3.40mm 0.1339"

3.45mm 0.1358"

29 0.1360"

3.50mm 0.1378"

3.55mm 0.1398"

28 0.1405"

9/64" 0.1406"

3.60mm 0.1417"

3.65mm 0.1437"

27 0.1440"

3.70mm 0.1457"

26 0.1470"

3.75mm 0.1476"

25 0.1495"

3.80mm 0.1496"

3.85mm 0.1516"

24 0.1520"

3.90mm 0.1535"

23 0.1540"

3.95mm 0.1555"

5/32" 0.1562"

22 0.1570"

4.00mm 0.1575"

21 0.1590"

4.05mm 0.1594"

20 0.1610"

4.10mm 0.1614"

4.15mm 0.1634"

4.20mm 0.1654"

19 0.1660"

4.25mm 0.1673"

4.30mm 0.1693"

18 0.1695"

4.35mm 0.1713"

11/64" 0.1719"

17 0.1730"

4.40mm 0.1732"

4.45mm 0.1752"

16 0.1770"

4.50mm 0.1772"

4.55mm 0.1791"

15 0.1800"

4.60mm 0.1811"

14 0.1820"

4.65mm 0.1831"

DRILL SIZE DECIMAL INCH

13 0.1850"

4.70mm 0.1850"

4.75mm 0.1870"

3/16" 0.1875"

4.80mm 0.1890"

12 0.1890"

4.85mm 0.1909"

11 0.1910"

4.90mm 0.1929"

10 0.1935"

4.95mm 0.1949"

9 0.1960"

5.00mm 0.1968"

5.05mm 0.1988"

8 0.1990"

5.10mm 0.2008"

7 0.2010"

5.15mm 0.2028"

13/64" 0.2031"

6 0.2040"

5.20mm 0.2047"

5 0.2055"

5.25mm 0.2067"

5.30mm 0.2087"

4 0.2090"

5.35mm 0.2106"

5.40mm 0.2126"

3 0.2130"

5.45mm 0.2146"

5.50mm 0.2165"

5.55mm 0.2185"

7/32" 0.2188"

5.60mm 0.2205"

2 0.2210"

5.65mm 0.2224"

5.70mm 0.2244"

5.75mm 0.2264"

1 0.2280"

5.80mm 0.2283"

5.85mm 0.2302"

5.90mm 0.2323"

A 0.2340"

5.95mm 0.2343"

15/64" 0.2344"

6.00mm 0.2362"

B 0.2380"

6.05mm 0.2382"

6.10mm 0.2402"

C 0.2420"

6.15mm 0.2421"

6.20mm 0.2441"

D 0.2460"

6.25mm 0.2461"

6.30mm 0.2480"

6.35mm 0.2500"

E 0.2500"

1/4" 0.2500"

6.40mm 0.2520"

6.50mm 0.2559"

F 0.2570"

6.60mm 0.2598"

G 0.2610"

6.70mm 0.2638"

• Colors indicate standard ring (collar) colors



KYOCERA
1832 W Collins Ave
Orange, CA 92867
Customer Service   |   888.848.9266
Technical Support   |   800.823.7284 - Option 2

Website   |   www.kyoceraprecisiontools.com/pcb
Email   |   pcb.cs@kyocerapcb.com
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