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BAND SAW BLADES
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HIGH-SPEED SAWING OF TOUGH MATERIALS FROM COMPOSITES TO METALS.

Advanz™ FS is one of our carbide-tipped band saw blades. These blades can saw tough 
materials that bi-metal blades cannot cut. Advanz™ FS features teeth ground from high-
quality, micro-grained carbide cylinders welded to a tough, ductile backing material. 
These carbide-tipped blades offers exceptional fatigue, shock and wear resistance 
when cutting aluminum castings, fiberglass, masonite, plastics, composite materials 
and abrasive woods. 

FEATURES

• New micro-grained carbide selected for toughness, 
wear and shock resistance.

• Improved carbide-to-back bonding.

• Triple chip tooth geometry.

• Tough ductile back.

• Smooth surface finish.

• Faster cutting speeds.

• Improved strip resistance.Advanz™ FS (replaces Carbide Tip Type I)
Blade Width x Thickness Blade Pitch with Material Numbers
in mm 2-3/P 3/P
3/4 x .035 19 x 0.90 92550
1 x .035 25 x 0.90 92507 99552
1 x .050 25 x 1.30 92553
1-1/4 x .042 32 x 1.10 92513
1-1/4 x .050 54 x 1.30 92555
All sizes available in 150' coils.
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For more information, visit our website or contact your local distributor today.


