Photometric Report: EW7924-GY - Nevis

KUZC

LIGHT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp:

Lamp Cat:
Ballast Desc:
Ballast Cat:
Lamp Output:
Max Candela:
Input Wattage:
Luminous Opening:
Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:
Nema Type:
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EW7924-GY - Nevis

KUZCO LIGHTING

EXTERIOR WALL SCONCE

Nevis - EW7924 - GY (Light Facing Camera)
AC LED Module

AC LED Module

120VAC ; 50/60Hz

AC LED Module (Zega)

Total luminaire Lumens: 929.9

368.3 at Horizontal: 177.5°, Vertical: 90°
14.8

Circular (Dia: 4.92")

3386-25

14 May 2025

EVERFINE

Type C

General Diffuse

Noncutoff

7X7

Zonal Lumen Summary
Zone Lumens % Luminaire

0-30 19.9 2.1%
0-40 50.2 5.4%
0-60 170.0 18.3%
60-90 299.2 32.2%
70-100 3225 34.7%
90-120 302.1 32.5%
0-90 469.2 50.5%
90-180 460.7 49.5%
0-180  929.9 100%

Isofootcandle Plot

W z0fc 2.5 fc
|_Blily W1fc

0.2 fc
0.1 fc  Total LLF: 85

HWsfc 0.5 fc
Distance in units of mount height (9ft)

Photometrics Pro 1.3.29 copyright 2003-2025 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.
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Lumens Per Zone
Zone Lumens % Total Zone  Lumens % Total
0-10 0.5 0.1% 90-100 111.8 12%
10-20 4.7 0.5% 100-110 103.1 11.1%
20-30 14.7 1.6% 110-120 87.2 9.4%
3040 303 3.3% 120-130 67.7 7.3%
40-50 49.7 5.3% 130-140 47.0 5.1%
50-60 70.1 7.5% 140-150 27.9 3%
60-70 88.5 9.5% 150-160 12.7  1.4%
70-80 101.6 10.9% 160-170 3.2 0.3%
80-90 109.1 11.7% 170-180 0.2 0%
Illuminance at a Distance
Center Beam fc Beam Width
15R 0.50 fc 3.7t 36t
3.0R 0.13fc 7.5 73R
45R 0.06 fc 11.2 ft 1091t
6.0R 0.03 fc 15.0 ft 14.6 ft
¥ £R 0.02 fc 18.7 ft 18.2 ft
9.0R 0.01 fc 225ft 219ft

W ert, Spread: 102,62
M Horiz, Spread: 101,1°
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