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Luminaire Description:  Cylindrical copper housing, brass domed top with four (4) 90° openings

Lamp: One (1) Cree XP-L 3000K LED
Mounting: Recessed In-Grade/Wall

Luminaire

Luminaire Characteristics
Luminous Diameter: 3.00 in.
Luminous Height: 0.250 in.

Summary of Results Test Conditions
Roadway Classification: Type I, Medium Test Temperature:
Cutoff Classification: Noncutoff Voltage:
BUG Rating: BO U2 GO Current:
Power:
Power Factor:
Frequency:
Current THD:

Tested in 30 planes left side, 30 planes right side, left and right averaged
Vertical test increments are 2.5 degrees
Test distance exceeds five times the greatest luminous opening of luminaire

Laboratory results may not be representative of field performance
Ballast factors have not been applied
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11.97 VAC
0.4339 A
3.198 W
0.616
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Distribution - Goniophotometer

Distribution Test Conditions

Temperature

Voltage

Current

Power

Power Factor

Fregquency

Current THD

24.9 °C

11.97 VAC

0.4339 A

3.198 W

0.616

60 Hz

93.9 %

Spacing Criteria

Summary of Results
Total Lumen Output:

59.50 Lumens

0-180: 2.81 Luminaire Efficacy: 18.6 Im/w
90-270: 2.44 Maximum Candela: 19 Candela
Polar Plot
105 120 135 150 165 180 165 150 135 120 105
90
_} 75
— /
60
45
30 15 0 15 30
180 Deg. Plane — = — 270 Deg. Plane | 0 Deg. Plane — — 90 Deg. Plane
Zonal Lumen Summary
Zone Lumens % of Luminaire Zone Lumens |[% of Luminaire Zone Lumens % of Luminaire
0-5 0.048 0.1% 60-65 3.325 5.6% 120-125 0.024 0.0%
5-10 0.145 0.2% 65-70 3.323 5.6% 125-130 0.020 0.0%
10-15 0.248 0.4% 70-75 4.829 8.1% 130-135 0.017 0.0%
15-20 0.363 0.6% 75-80 6.796 11.4% 135-140 0.015 0.0%
20-25 0.494 0.8% 80-85 7.387 12.4% 140-145 0.012 0.0%
25-30 0.661 1.1% 85-90 7.117 12.0% 145-150 0.011 0.0%
30-35 0.925 1.6% 90-95 7.034 11.8% 150-155 0.009 0.0%
35-40 1.364 2.3% 95-100 3.471 5.8% 155-160 0.007 0.0%
40-45 1.893 3.2% 100-105 0.719 1.2% 160-165 0.005 0.0%
45-50 2.349 3.9% 105-110 0.565 0.9% 165-170 0.004 0.0%
50-55 2.759 4.6% 110-115 0.248 0.4% 170-175 0.002 0.0%
55-60 3.273 5.5% 115-120 0.037 0.1% 175-180 0.001 0.0%
Zone Lumens % of Luminaire
0-40 4 7.1%
0-60 15 24.4%
0-90 47 79.5%
90-180 12 20.5%
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Vertical Angle (Degrees)

Candela Tabulation

Horizontal Angle (Degrees)
0 22.5 45 67.5 90 |112.5] 135 [157.5| 180 | 202.5| 225 | 247.5| 270 292.5 315 | 337.5
0 201 [ 201 | 201 | 2,01 [ 201] 201|201 201] 201 | 201 | 2.01 | 201 | 2.01 2.01 201 | 2.01
5 193 | 1.95 | 1.97 | 2.00 [ 2.00| 2.05| 2.06 | 2.07 | 2.05 | 2.07 | 206 | 2.05 | 2.00 2.00 197 | 1.95
10 | 188 | 1.93| 1.97 [ 202 | 204 [ 212 ] 214 | 215 | 214 | 2.15 | 214 | 2.12 [ 2.04 2.02 197 | 1.93
15 ] 190 | 1.98 | 203 [ 209 | 213 [ 225]| 228 | 227 | 224 | 227 | 228 | 2.25 [ 2.13 2.09 2.03 [ 1.98
20 | 197 | 207 | 214 | 218 [ 222|240 248 | 242 | 239 | 242 | 248 | 2.40 | 2.22 2.18 214 | 2.07
25 | 212 [ 225 235 | 233 [ 234|263 278 | 265 | 258 [ 265 | 278 | 263 | 2.34 2.33 235 [ 2.25
30 | 235 [ 260 278 | 2.60 | 2.49 | 3.01 [ 332 [ 301 | 2.83 | 3.01 [ 332 | 3.01 | 249 2.60 2.78 | 2.60
35| 289 [ 331 362 | 316 | 2.86 | 3.88 | 451 [ 392 | 338 | 392 [ 451 | 388 | 2.86 3.16 3.62 | 3.31
40 | 3.78 | 446 [ 472 | 3.98 | 342|502 6.00 [ 538 | 427 | 538 [ 6.00 | 5.02 | 3.42 3.98 | 472 | 4.46
45 | 471 [ 566 | 568 | 486 | 3.87| 581 [ 6.92 | 6554 | 490 | 654 | 6.92 | 581 | 3.87 4.86 5.68 | 5.66
50 | 5.13 [ 668 [ 639 | 561 | 3.96| 623 [ 730 [ 728 | 493 | 728 [ 730 | 6.23 | 3.96 5.61 6.39 | 6.68
55 | 516 [ 792 | 777 | 684 [ 384|683 770 | 786 | 455 | 786 | 770 | 6.83 | 3.84 684 | 777 | 7.92
60 | 494 | 909 | 907 | 781 [ 374|698 | 756 | 767 | 422 | 767 | 756 | 6.98 | 3.74 7.81 9.07 [ 9.09
65 | 479 [ 846 | 797 | 732 [ 403|679 727 | 736 | 454 | 736 | 727 | 6.79 | 4.03 7.32 7.97 | 8.46
70 | 477 | 766 | 719 | 657 [ 413|656 769 | 767 | 415 | 767 | 769 | 656 | 4.13 6.57 7.19 | 7.66
75 | 3.70 [12.81| 13.24 | 13.74 | 3.44 |14.94]| 15.65| 16.76 | 3.58 | 16.76 | 15.65 | 14.94 | 3.44 | 13.74 | 13.24 | 12.81
80 | 3.20 [15.58( 16.28 | 16.97 | 3.13 | 16.77[ 17.92| 18.92| 3.23 | 18.92 [ 1792 | 16.77 | 3.13 | 16.97 | 16.28 [ 15.58
85 | 2.78 [17.551( 16.96 | 17.58 | 2.81 | 15.33[ 16.21| 16.86| 2.87 | 16.86 [ 16.21 | 1533 | 2.81 [ 17.58 | 16.96 [ 17.51
90 | 2.15 |[18.27| 18.45 | 17.35 | 2.35 | 13.88] 14.86| 15.57| 2.34 | 1557 | 14.86 | 13.88 | 2.35 | 17.35 | 18.45 | 18.27
95 | 1.76 [19.40| 18.91 | 17.56 | 1.72 | 13.64| 14.36| 15.23| 1.57 | 1523 | 14.36 | 13.64 | 1.72 | 17.56 | 18.91 | 19.40
100] 1.00 | 220 | 247 | 239 | 091|213 [ 218 [ 222 | 087 | 222 [ 2.18 | 213 | 0.91 2.39 247 | 2.20
105 o062 | 111 | 123 | 117 060 | 122 | 1.28 [ 1.37 | 064 | 1.37 [ 1.28 | 1.22 | 0.60 1.17 123 | 1.11
110] o052 | 106 | 106 | 099 | 041 ] 102|098 [ 119 040 | 119 [ 0.98 | 1.02 | 0.41 0.99 1.06 | 1.06
115] o012 [ o022 | 021 | 020 | 0.08] 017 | 0.23 [ 0.24 | 0.05 | 014 [ 0.13 | 0.17 | 0.08 0.20 021 [ 0.22
120 | 0.02 | 0.06 [ 007 | 0.07 | 0.02 ] 0.07 [ 0.07 [ 0.06 | 0.02 | 0.06 [ 0.07 | 0.07 | 0.02 0.07 0.07 | 0.06
125| 0.02 | 0.06 [ 006 | 0.06 | 0.02 | 0.06 [ 0.06 [ 0.06 | 0.02 | 0.06 [ 0.06 | 0.06 | 0.02 0.06 0.06 [ 0.06
130] 0.02 | 005 005 | 0.06 | 0.01] 0.06 [ 0.05 [ 005 001 | 005 [ 0.05 | 0.06 | 0.01 0.06 0.05 [ 0.05
135] o0.01 | 005 005 | 0.05 | 0.01] 0.05 | 0.05 [ 005 001 | 005 [ 0.05 | 0.05 | 0.01 0.05 0.05 [ 0.05
140 | o0.01 | 005 | 005 | 0.05 | 0.01] 0.05| 0.05 [ 004 | 001 | 0.04 [ 005 | 0.05 | 0.01 0.05 0.05 [ 0.05
145] o0.01 | 004 [ 004 | 0.05 | 0.01 ]| 0.05 | 0.04 [ 004 | 001 | 0.04 [ 004 | 0.05 | 0.01 0.05 0.04 | 0.04
150 | 0.01 | 004 [ 004 | 0.05 | 0.01 ]| 0.04 [ 0.04 [ 004 | 001 | 0.04 [ 0.04 | 0.04 | 0.01 0.05 0.04 | 0.04
155| 0.01 | 004 [ 004 | 0.04 | 0.01 ]| 004 [ 004 [ 004 | 001 | 0.04 [ 004 | 0.04 | 0.01 0.04 | 0.04 | 0.04
160 ] 0.01 | 004 [ 004 | 0.04 | 0.01]| 004 [ 004 [ 004 | 001 | 004 [ 004 | 0.04 | 0.01 0.04 | 0.04 | 0.04
165] 0.01 | 004 [ 004 | 0.04 | 0.01 ]| 004 [ 004 [ 004 | 001 | 0.04 [ 004 | 0.04 | 0.01 0.04 | 0.04 | 0.04
170] 0.01 | 004 [ 004 | 0.04 | 0.01 ]| 0.04 [ 0.04 [ 004 | 001 | 004 [ 004 | 0.04 | 0.01 0.04 | 0.04 | 0.04
175] 0.01 | 004 [ 004 | 0.04 | 0.01 ]| 0.04 [ 004 [ 004 | 001 | 004 [ 004 | 0.04 | 0.01 0.04 | 0.04 | 0.04
180 | 0.03 [ 003 | 003 | 0.03 | 0.03] 003 003 [ 003 003 | 003 [ 003 [ 0.03 | 0.03 0.03 0.03 [ 0.03
Average Luminance (cd/m?)
Horizontal Angle (Degrees)

0 45 90

%A 0 441 441 441

3 45 4777 5761 3923

55 55 6455 9726 4804

t<lla) 65 2033 3380 1712

> 75 1382 4949 1286

85 960 5864 970
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Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

Ceiling Cavity
Reflectance 80 70 50 30 10 0
R wall 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
eflectance
';‘;?i? g?;g;’ ** Values are expressed as Lumens delivered to the task surface **
0 68 68 68 68 65 65 65 65 59 59 59 54 54 54 50 50 50 47
1 55 49 44 40 52 47 42 38 42 38 34 37 34 31 33 30 28 25
2 48 40 33 28 45 38 31 26 33 28 24 29 25 21 25 22 19 17
3 42 33 26 21 40 31 25 20 28 22 18 24 20 16 21 17 14 12
4 38 29 22 16 36 27 20 15 24 18 14 21 16 12 18 14 11 9
5 35 25 18 13 32 23 17 12 21 15 11 18 13 10 16 12 9 7
6 32 22 16 11 30 21 15 10 18 13 9 16 12 8 14 10 7 5
7 29 20 13 9 27 19 13 9 16 11 8 14 10 7 13 9 6 4
8 27 18 12 8 25 17 11 7 15 10 7 13 9 6 11 8 5 4
9 25 16 11 7 24 15 10 6 14 9 6 12 8 5 11 7 4 3
10 24 15 9 6 22 14 9 6 12 8 5 11 7 4 10 6 4 3
Beam and Field Information
CIE Type: Semi-Direct
Center Beam Intenisty: 2.01 Candela
Central Cone Intensity: 2 Candela
Beam Flux: 58.9 Lumens
Beam Angle (0-180): 198.8 Degrees
Beam Angle (90-270): 198.3 Degrees
Field Angle (0-180): 226.4 Degrees
Field Angle (90-270): 225.8 Degrees
Cone of Light Tabulation
Mounting Footcandles at .
Height (Feet) f Nadir Diameter (Feet)
4.00 0.126 13.2
6.00 Z l 0.0558 19.8
8.00 L l 0.0314 26.4
10.0 0.0201 33.0
12.0 0.0140 39.5
14.0 0.0103 46.1
16.0 0.00785 52.7
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ISOFootcandle Plot

Mounting Height - 2 Feet
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IES "BUG" Rating
(Back Light, Uplight, Glare)
Per IES TM-15-11

N

UH 2 UH
’/rﬁ\
u |‘ “ u
BVH FVH
BH _,. FH
Wy
M
BM
BL FL
BACK LIGHT FORWARDLIGHT
LN
BACK FRONT

Luminaire Classification System (LCS)

LCS Zone Lumens Luminaire %
FL (0-30) 0.9 1.5%
FM (30-60) 6.1 10.2%
FH (60-80) 8.8 14.8%
FVH (80-90) 7.3 12.3%
BL (0-30) 1.0 1.7%
BM (30-60) 6.5 10.8%
BH (60-80) 9.6 16.1%
BVH (80-90) 7.2 12.0%
UL (90-100) 10.6 17.7%
UH (100-180) 1.7 2.9%
Total 59.7 100.0%
BUG Rating BO U2 GO
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Attachment A

Amended Report Documentation

Date of change

Description of Change

2021-06-29

Changed ISOfootcandle plot height to 2'
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