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Lapel and Headworn Microphones 
Accessories for Amp-Up™  

Specifications
• Direction: Unidirectional 
• Sensitivity: -41dB (±1dB)
• Impedance: ≤2.2KΩ
• Frequency: 30-23000Hz
• Voltage: 1.5V
• Microphone Size: ϕ9.7x5.2mm 
• Connector pin: ϕ3.5mm
• Cable length: 6’ 5”
• Warranty: 1 year

Specifications
• Direction: Unidirectional
• Sensitivity: -41dB (±1dB)(0dB=1V/Pa)
• Impedance: ≤2.2KΩ
• Frequency: 30-23000Hz
• Voltage: 1.5V
• Microphone Size: ϕ9.7x5.2mm
• Connector pin: ϕ3.5mm
• Cable length: 3’ 2”
• Warranty: 1 year

PA-25LM and PA-25HM

Ideal Accessories for Amp-Up™

TM

PA-25LM
Wired Lapel Microphone for PA-25 and PA-25W
The perfect accessory for the Amp-Up™ PA-25 and PA-25W, 
this lapel-worn microphone is easy to use, comfortable and 
lightweight  – just clip it on! Provides crystal clear voice pick-
up for amplification – be heard, hands-free! 

PA-25HM
Wired Headworn Microphone for PA-25 and PA-25W
The ideal hands-free companion for the Amp-Up™ PA-
25 and PA-25W, this flexible headworn microphone is 
comfortable, easy to use, lightweight and provides excellent 
voice pick-up for better amplification.

Product: .5 lbs.; 78" x 1.75" x 1"
Shipping: 1 lbs.; 16" x 11" x 1"
1 Year Warranty

Product: .6 lbs.; 46" x 5.5" x 5.5"
Shipping: 1 lbs.; 16" x 11" x 1"
1 Year Warranty
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