Congratulations on making the Dexcom G5 Mobile Continuous Glucose Monitoring (CGM) System part of your life!

The Dexcom G5 Mobile CGM System allows you to see real-time continuous sensor glucose readings every five minutes for up to seven days. These readings can help you find trends and patterns in your glucose levels, allowing you to see where your glucose levels have been, which direction they are headed, and how fast they are rising or falling.

Use this guide, along with the Dexcom G5 Mobile Tutorial, to help you set up and start using your Dexcom G5 Mobile CGM System. If you would like assistance getting started with your new Dexcom G5 Mobile CGM System, call Dexcom Care at 1-877-339-2664, Monday through Friday, 6 am to 5 pm PST.

Before you begin and anytime you have questions, review the Dexcom G5 Mobile User Guide.

WARNING: Review all Contraindications, Warnings, Precautions, and detailed procedures in the user guide before using the Dexcom G5 Mobile CGM System.
System Overview

Your Dexcom G5 Mobile CGM System is made up of the following components:

1. Sensor and Applicator
   - Small sensor wire that measures sensor glucose levels just below the skin
   - Worn for up to seven days
   - The sensor is inserted using the applicator
   - The sensor and applicator are disposable after use

2. Transmitter
   - Placed into the sensor pod
   - Wirelessly sends sensor glucose information to either your Dexcom G5 Mobile App, your receiver, or both
   - Reusable during three month battery life

3. Display Device(s)
   The Dexcom G5 Mobile App on your Apple® iPhone® or iPod touch® and/or your receiver can be used as your display device.
   - Displays your sensor glucose readings
   - Allows you to set and receive alerts and alarms
   - Your display device and transmitter must be kept within 20 feet of each other
Choose Your Display Device

In order to set up your Dexcom G5 Mobile CGM System, first choose on which display device(s) you will want to receive your sensor glucose information and alerts. You have three choices, the next pages will help you make your decision.

- Your iPhone or iPod touch only
- Your receiver only
- A combination of both

**iPhone/iPod touch Only**

Your transmitter sends sensor glucose information directly to your iPhone/iPod touch using Bluetooth® wireless technology.

**Bluetooth** on your iPhone/iPod touch must be ON in order to receive CGM data and alerts.

Things to consider if choosing your iPhone/iPod touch only:

- Do you use Do Not Disturb or set your device to silent often? Your phone settings impact your alerts. For example, you will not get audible alerts if your Ring/Silent switch is on silent. Headphones will also prevent sound from coming through the speaker.

**NOTE:** The Dexcom G5 Mobile App cannot override your phone settings.

For app setup see page 6.
Receiver Only

Your transmitter sends sensor glucose information directly to your receiver using Bluetooth.

Things to consider if choosing your receiver only:
- Your receiver is a dedicated medical device
- There are some places you cannot take your phone
- No need to worry about phone settings
- Battery lasts at least three days
- The receiver does not have Dexcom SHARE*

* Dexcom SHARE allows you to share your glucose information with Followers. For more information on Dexcom SHARE see your Dexcom G5 Mobile User Guide.

For receiver setup see page 14.
iPhone/iPod touch and Receiver

Your **transmitter** sends sensor glucose information directly to your **iPhone/iPod touch** and/or your **receiver**, at the same time, using **Bluetooth**.

Your iPhone/iPod touch and receiver do not “talk” to each other.

You can choose to use both devices at once or switch between devices.

Things to consider if choosing both devices:

- You can use your app during daily activities where you already take your iPhone/iPod touch
- You can use your receiver during activities where your iPhone/iPod touch may not be allowed (work or school)
- When you are sleeping, you can silence your iPhone/iPod touch and use your receiver for alerts
- If you carry around both devices, you will receive alerts on both devices and have to acknowledge alerts on both devices

For app setup see page 6.

For receiver setup see page 14.
Setting Up Your App

A  
Go to the Apple App StoreSM online store on your iPhone/iPod touch. Search for *Dexcom G5 Mobile*.

B  
Install the Dexcom G5 Mobile App.

C  
Log in to the app (with your existing Dexcom account) or sign up for a new account.

Once you log in, the app will walk you through the following:

D  
**Safety**
Double check with your meter.

Do not take acetaminophen (such as *Tylenol®*). May falsely raise your sensor glucose readings.

Do not bring any portion of the Dexcom G5 Mobile into a room containing medical equipment such as MRI, CT, or diathermy.

**Low Glucose Alert (60-100 mg/dL)**
When your glucose is at or below your Low Alert setting, your device will alert you.

**High Glucose Alert (120-400 mg/dL)**
When your glucose is at or above your High Alert setting, your device will alert you.

**Receiving CGM Alerts**
In order to receive CGM alerts, you must allow Dexcom to send you notifications.
### Setting Up Your App (cont.)

<table>
<thead>
<tr>
<th></th>
<th><strong>iPhone/iPod touch Settings</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Set your iPhone Ring/Silent switch to “ring” to receive audible Low and High Alerts (iPod touch does not have this switch).</td>
</tr>
<tr>
<td></td>
<td>Set your volume loud enough for you to hear your Low and High Alerts.</td>
</tr>
<tr>
<td></td>
<td>If you have Do Not Disturb enabled, you will not receive audible or vibratory alerts.</td>
</tr>
<tr>
<td></td>
<td><strong>The Dexcom G5 Mobile app will not override your iPhone/iPod touch settings.</strong></td>
</tr>
<tr>
<td></td>
<td><em>Bluetooth</em> on your iPhone/iPod touch needs to be <strong>ON</strong> in order for the system to work.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th></th>
<th><strong>Transmitter Serial Number (SN)</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Take a photo of the barcode found on the bottom of your transmitter box or enter transmitter SN by hand.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th></th>
<th><strong>Sensor/Transmitter</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Watch the video to help you insert your sensor and attach your transmitter.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th></th>
<th><strong>Transmitter Pairing</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Once you insert your sensor and attach your transmitter, your transmitter will connect to your app using <em>Bluetooth</em>. This can take up to 30 minutes. Tap <strong>Pair</strong> on the pairing request you will receive.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th></th>
<th><strong>2-hour Sensor Warmup</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Tap the circle to start your 2-hour sensor warmup. When you see the sensor warmup timer, your set up is complete.</td>
</tr>
</tbody>
</table>
Entering Your Initial BG Meter Values

At the end of the 2-hour warmup, you must enter two separate meter values before sensor glucose readings begin.

- **A**: Your app will alert you when you need to enter your two BG meter values. Go to your app to enter values.
- **B**: Wash and dry your hands.
- **C**: Take a fingerstick blood glucose measurement using your blood glucose meter.
- **D**: Tap the circle to enter your BG meter value within five minutes of obtaining the value.
- **E**: Enter the exact value from your blood glucose meter. Tap *SAVE*.
- **F**: Repeat steps above to enter a second BG meter value. Entering two separate blood glucose meter values will ensure an accurate reading.

8 • Dexcom G5 Mobile Quick Start Guide
Tips for Entering BG Meter Values

Do enter BG Meter Values:
- After washing and drying your hands
- Within 5 minutes of obtaining the value from your meter
- Using the exact number from your meter
- Using only fingerstick blood glucose values
- Every 12 hours at minimum

Don’t enter BG Meter Values:
- If your value is higher than 400 mg/dL or lower than 40 mg/dL
- If you see ↑, ▲, ▼, or ▼
- When you see a ??? (question mark) error on the screen
- After you have taken acetaminophen (such as Tylenol®)

Enter Your BG Meter Value Every 12 Hours

After your initial BG meter values, BG meter values must be entered once every 12 hours at a minimum.

The meter icon will show a red badge when a BG meter value is needed.

WARNING: Entering BG meter values less than every 12 hours might cause inaccurate sensor glucose readings.

See the Dexcom G5 Mobile User Guide for more details.

If you get an error message, click the blue question mark and follow the instructions on the screen.
Viewing Your Home Screen

Where You Are
To know where you are now, look at the color and number.

Red = Low  Yellow = High  Gray = In Target

Your system can have issues or errors. These show up on your home screen as black circles with information related to the issue or error. **You won’t get sensor glucose readings or alerts when a black circle is shown.** Tap the blue question mark for more information on the issue or error.

10 • Dexcom G5 Mobile Quick Start Guide
Where You Are Going

To know where you are going, look at your trend arrows. Remember it is not all about the number. Pay attention to the direction and speed of your glucose change.

<table>
<thead>
<tr>
<th>Arrow</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>Steady: Glucose is steady (not increasing/decreasing more than 1 mg/dL each minute).</td>
<td></td>
</tr>
<tr>
<td>Slowly rising: Your glucose could increase up to 30 mg/dL in 15 minutes.</td>
<td></td>
</tr>
<tr>
<td>Rising: Your glucose could increase up to 45 mg/dL in 15 minutes.</td>
<td></td>
</tr>
<tr>
<td>Rapidly rising: Your glucose could increase more than 45 mg/dL in 15 minutes.</td>
<td></td>
</tr>
<tr>
<td>Slowly falling: Your glucose could decrease up to 30 mg/dL in 15 minutes.</td>
<td></td>
</tr>
<tr>
<td>Falling: Your glucose could decrease up to 45 mg/dL in 15 minutes.</td>
<td></td>
</tr>
<tr>
<td>Rapidly falling: Your glucose could decrease more than 45 mg/dL in 15 minutes.</td>
<td></td>
</tr>
</tbody>
</table>

CGM measures the mg/dL per minute, this chart calculates what that could mean per 15 minutes.

Where You Were

To know where you were, look at your trend graph. Turn your iPhone/iPod touch sideways for a larger view of your trend screen.
Ending Your Sensor Session / Removing Your Sensor Pod and Transmitter

The sensor automatically shuts off after 7 days. The app will alert you at 6 hours, 2 hours, and 30 minutes before the sensor session ends.

<table>
<thead>
<tr>
<th>A</th>
<th>The <strong>Replace Sensor Now</strong> screen will appear when it is time to remove your sensor.</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td>Peel the adhesive off your body like a Band-Aid®. When you peel off the adhesive, the sensor, sensor pod, and transmitter will all be removed.</td>
</tr>
</tbody>
</table>

**NOTE:** Do not remove the transmitter from the sensor pod until all components are removed from your body.

<table>
<thead>
<tr>
<th>C</th>
<th>Use your fingers to spread the back tabs of the sensor pod. The transmitter will pop out.</th>
</tr>
</thead>
<tbody>
<tr>
<td>D</td>
<td>Keep the transmitter to use again with your next sensor.</td>
</tr>
</tbody>
</table>

| E | Dispose of the sensor following your local guidelines for disposal of blood-contacting components. |

12 • Dexcom G5 Mobile Quick Start Guide
iPhone/iPod touch Recommended Settings

Even though the Dexcom G5 Mobile app is a medical app, it functions just like any other app that you would download to your phone. Your phone settings will impact your alerts.

In order to receive CGM alerts, you must allow Dexcom to send you notifications. These notifications include CGM information only. No promotional notifications will be sent. An example of a CGM notification and an in app alert is shown below.

A notification will be sent to you. Your iPhone/iPod touch will vibrate and/or audibly alert you depending on your settings. Sliding the notification will take you into the app.

For optimal alert settings, we recommend the following settings for your iPhone/iPod touch:

- **Ring/Silent switch**: **ON RING** (Your volume should be set loud enough for you to hear)
- **Bluetooth**: **ON**
- **Do Not Disturb**: **OFF** (If Do Not Disturb is enabled, you will not receive audible or vibratory alerts.)
- **Airplane Mode**: **OFF**
- **Vibrate on Silent**: **ON**
- **Vibrate on Ring**: **ON**
- **Change with Buttons**: **OFF**

It is also important to note your app must be running in the background for you to receive alerts.

For more information on these settings or how to set them, see your iPhone or iPod touch User Guide.
**Receiver Overview**

**SELECT**: turns receiver on, selects, and goes to main menu

**UP** and **DOWN**: Scroll through trend screens, highlight menu items, or set values.

**SELECT**: Turns receiver on, selects the highlighted option, or goes to the main menu.

**LEFT**: Goes back to the last item or screen. This will take you back to the trend screen from the main menu.

**RIGHT**: Highlights the next item.

**Setting Up Your Receiver**

**A**

Before setting up your receiver, make sure it is charged. For more information on charging see your User Guide.

A full charge will last about 3 days.

**B**

Press **SELECT** to turn the receiver on.
Setting Up Your Receiver (cont.)

The setup wizard will walk you through entering the time/date, your transmitter SN, and setting up your Low/High Alerts.

Press **UP** and **DOWN** to change a value.
Press **RIGHT** or **SELECT** to move to the next space.
Press **SELECT** to accept changes.

<table>
<thead>
<tr>
<th>Setting</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Time/Date</strong></td>
<td>Year/Month/Day</td>
</tr>
<tr>
<td><strong>Transmitter SN</strong></td>
<td>Your transmitter SN makes it possible for your transmitter and receiver to share your glucose information. Your transmitter SN can be found on the back of your transmitter or on the back of your transmitter box.</td>
</tr>
<tr>
<td><strong>Low Alert</strong></td>
<td>(Set between 60-100 mg/dL) When your glucose is at or below your low alert setting, your device will alert you.</td>
</tr>
<tr>
<td><strong>High Alert</strong></td>
<td>(Set between 120-400 mg/dL) When your glucose is at or above your high alert setting, your device will alert you.</td>
</tr>
</tbody>
</table>

The setup wizard will only start when you set up your Dexcom G5 Mobile Receiver for the first time.
Before beginning, have alcohol wipes, a sensor, and a transmitter available. (If you set up your app first and have already inserted your sensor and attached your transmitter skip to page 19.)

A
Wash and dry your hands.

B
Choose a site on your belly at least 3 inches from your insulin pump infusion set or injection site and out of the way of your waistband. Avoid areas likely to be bumped, pushed, with scarring, tattoos, or irritation.

Clean your skin at the sensor placement site with an alcohol wipe.
Let dry.

C
Remove the adhesive backing from the sensor pod one half at a time.
D. Place the sensor pod horizontally on your skin. Move your fingers around the adhesive patch to secure the tape to your skin.

E. Hold the applicator, and pull the safety lock straight out.

F. Place the fingers of one hand at the edge of the white adhesive. You may pinch up on your skin using this hand.

G. Place two fingers ABOVE the collar and your thumb on the white plunger. Push down the plunger. You should hear 2 clicks. Finger placement is important for correct insertion.

H. Move your two fingers from above the collar to below the collar. Pull the collar back towards your thumb until you hear 2 clicks or cannot pull back any more. Finger placement is important for correct insertion.

I. Make sure the transmitter latch is down (against your body). 

Squeeze the ribbed tabs on the sides of the sensor pod.

J. While squeezing the tabs, rock the applicator barrel forward and away from your body.
Attaching Your Transmitter

Once you have inserted the sensor, you need to attach your transmitter to the sensor pod.

A. Clean the back of your transmitter with an alcohol wipe. Let dry.

B. Place the transmitter in the sensor pod (with the flat side down, and thinner side away from the transmitter latch).

C. Place one finger on the transmitter to keep it in place. With your other hand, pull the transmitter latch up and forward until you hear 2 clicks.

D. Hold the sides of your sensor pod with one hand. Remove the transmitter latch with the other hand by quickly twisting off the latch away from your body.
Starting Your Sensor

Once you have inserted the sensor and attached the transmitter, you are ready to start your sensor.

- **A**
  - From any trend graph, press SELECT to get to the Main Menu.
  - Choose the Start Sensor menu item.

- **B**
  - The Start Sensor screen will appear on your receiver to let you know the 2-hour sensor warmup has begun.

- **C**
  - A 2-hour countdown symbol will show on the receiver trend screen and will fill in during the 2-hour sensor warmup.
  
  ![2-hour countdown symbol]

  - Start [0-24 minutes]
  - [24-48 minutes]
  - [48-72 minutes]
  - [72-96 minutes]
  - Ready for calibration

  Keep your receiver within 20 feet during the 2-hour sensor warmup.

**WARNING:** You will NOT receive sensor glucose readings or alerts until your 2-hour sensor warmup and two BG meter values are complete. During this time you might miss severe hypoglycemia (low blood glucose) or hyperglycemia (high blood glucose) events.
Setting Up Your Receiver Alert Sounds

You can choose your receiver alert profiles. The sound you choose will apply to all alerts (low and high). The default alert is **Normal**. See below for an overview of the different sound options.

- **Vibrate:** Can be used when you want to be alerted by vibration.
  
The fixed low alarm at 55 mg/dL will still make a sound. It will alert you by vibration first, followed by audible beeps 5 minutes later if not confirmed.

- **Soft:** Can be used when you want your alert to be discreet.
  
  This sets all the alerts and alarms to lower volume beeps.

- **Normal:** This is the default and sets all the alerts and alarms to higher volume beeps.

- **Attentive:** Can be used when you want your alert to be noticeable.
  
  This sets all the alerts and alarms to loud with distinctive melodies.

- **HypoRepeat:** Can be used when you want extra alerts for severe low sensor glucose readings.
  
  This profile will keep repeating the fixed low alarm every 5 seconds until confirmed or until your reading rises above 55 mg/dL.
Setting Up Your Receiver Alert Sounds (cont.)

Follow these steps to choose your sound profile.

A

From any trend graph, press SELECT to get to the Main Menu.
Choose the Profiles menu item.

B

Highlight the alert profile you want to use.
Press SELECT.
A check mark will appear to the right of the profile you choose.

C

Choose the Try It menu item to hear an example of your selected alert profile.

NOTE: No matter what profile you set, all alerts will notify you by vibrating first. There will be no audible beep if you confirm the alert after the first vibration.

Confirming Your Transmitter and Receiver are Communicating

Check your receiver 10 minutes after attaching your transmitter to make sure your receiver and transmitter are communicating.
The Bluetooth symbol, in the upper left corner, will blink while looking for a transmitter and will turn solid when it is found.
Entering Your Initial BG Meter Values

At the end of the 2-hour sensor warmup, you must enter two BG meter values before any sensor glucose readings will show.

A. After the 2-hour warmup, a double blood drop prompt will show on the receiver screen.

B. Wash and dry your hands.

C. Take a fingerstick blood glucose measurement using your blood glucose meter.

D. Go to the Enter BG menu item. Press SELECT.

E. Enter the exact blood glucose value from your blood glucose meter. Press SELECT. Press SELECT again to confirm.

F. Repeat steps above to enter a second meter value. Entering two separate BG meter values will ensure an accurate reading.
Tips for Entering BG Meter Values

Do enter BG Meter Values:
- After washing and drying your hands
- Within five minutes of testing with your meter
- Using the exact number from your meter
- Using only fingerstick blood glucose values
- Every 12 hours at minimum

Don’t enter BG Meter Values:
- If your value is higher than 400 mg/dL or lower than 40 mg/dL
- If you see ↑↑↑, ↓↓↓, or ↓
- When you see a ??? (question mark) error on the screen
- After you have taken acetaminophen (such as Tylenol®)

Entering Your BG Meter Value Every 12 Hours

After your initial BG meter values, BG meter values must be entered once every 12 hours at a minimum.

A single blood drop prompt will appear to let you know when a BG meter value is needed. Press SELECT to confirm.

After you press SELECT, you will see a single blood drop in the upper right corner of the trend graph screen. Go to the Enter BG menu item to enter your BG meter value.

WARNING: Entering BG meter values less than every 12 hours might cause inaccurate sensor glucose readings.

See the Dexcom G5 Mobile User Guide for more details.
Viewing Your Receiver Trend Screen

Where You Are Now

To know where you are now, look at the color and number on your receiver’s top bar.

Red = Low  Yellow = High  Gray = In Target

Your system can have issues or errors. These show up as icons in the status area of your top bar. When you have an issue or error, your top bar will turn black. **You won’t get sensor glucose readings when a black bar is shown.** See your user guide for more information on the issue or error.
Where You Are Going

To know where you are going, look at your trend arrows. Remember it is not all about the number. Pay attention to the direction and speed of your glucose change.

<table>
<thead>
<tr>
<th>Arrow</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>➡️</td>
<td><strong>Steady</strong>: Glucose is steady (not increasing/decreasing more than 1 mg/dL each minute).</td>
</tr>
<tr>
<td>↑</td>
<td><strong>Slowly rising</strong>: Your glucose could increase up to 30 mg/dL in 15 minutes.</td>
</tr>
<tr>
<td>↑</td>
<td><strong>Rising</strong>: Your glucose could increase up to 45 mg/dL in 15 minutes.</td>
</tr>
<tr>
<td>↑↑</td>
<td><strong>Rapidly rising</strong>: Your glucose could increase more than 45 mg/dL in 15 minutes.</td>
</tr>
<tr>
<td>⬅️</td>
<td><strong>Slowly falling</strong>: Your glucose could decrease up to 30 mg/dL in 15 minutes.</td>
</tr>
<tr>
<td>↓</td>
<td><strong>Falling</strong>: Your glucose could decrease up to 45 mg/dL in 15 minutes.</td>
</tr>
<tr>
<td>↓↓</td>
<td><strong>Rapidly falling</strong>: Your glucose could decrease more than 45 mg/dL in 15 minutes.</td>
</tr>
</tbody>
</table>

CGM measures the mg/dL per minute, this chart calculates what that could mean per 15 minutes.

Where You Were

To know where you were, look at your trend graph.

![Trend Graph](image)
Ending Your Sensor Session / Removing Your Sensor Pod and Transmitter

The sensor automatically shuts off after 7 days. The receiver will alert you at 6 hours, 2 hours, and 30 minutes before the sensor session ends.

The Replace Sensor Now screen will show when it is time to remove your sensor.

Peel the adhesive off your body like a Band-Aid®. When you peel off the adhesive, the sensor, sensor pod and transmitter will all be removed.

NOTE: Do not remove the transmitter from the sensor pod until all components are removed from your body.

Use your fingers to spread the back tabs of the sensor pod. The transmitter will pop out.

Keep the transmitter to use again with your next sensor.

Dispose of the sensor following your local guidelines for disposal of blood-contacting components.
Tips for Using Both Display Devices

The Dexcom G5 Mobile System allows you to use the app and the receiver at the same time. The transmitter sends data to both the app and the receiver. When using both at the same time, you should:

• Enter BG meter value on only 1 device - When you enter a value into one device, the sensor glucose values may be different on the other display device until the transmitter shares the entered value.

• Change alerts and acknowledge alerts on each device separately

Low Glucose Alarm

The Dexcom G5 Mobile has an automatic Low Glucose alarm set at 55 mg/dL. You cannot change or turn off this alarm or its re-alert settings.

Advanced Alerts

The Dexcom G5 Mobile has advanced alerts to take your glucose sensing to the next level.

By default, these alerts are turned OFF, but they can be turned ON, and customized:

Rise Rate: Your device will alert you when your glucose is rising at a rapid (2mg/dL/min) or very rapid (3mg/dL/min) rate. This feature can help you avoid staying high over a long period of time.

Fall Rate: Your device will alert you when your glucose is falling at a rapid (-2mg/dL/min) or very rapid (-3mg/dL/min) rate. This feature can help you avoid low glucose events.

By default, the following alert is turned ON, but can be turned OFF, and customized:

Signal Loss: Your device will alert you when you are not receiving sensor glucose readings. Signal loss happens when your display device and transmitter stop communicating; make sure you are within range (20 feet), without obstruction.
Refer to your user guide for advanced features and troubleshooting information.

Contact Dexcom Technical Support 24 hours/7 days a week/365 days a year at **1.877.339.2664** or **1.858.200.0200** for any unresolved questions/troubleshooting issues.

---

**Return the attached Business Reply Card to Dexcom**

Please complete, sign, and return the attached Business Reply Card to Dexcom via:

- **Fax:** **1.866.348.6030**
- **Email:** **fieldclinicaltraining@dexcom.com**
- **US mail**

If sending by mail, please cut off and fold the attached document so the business reply card is face up and the back of the postcard is blank. Seal the edges of the postcard with tape.

**Individuals who return this completed Business Reply Card within 14 days of training will be eligible to participate in a monthly drawing for a free box of sensors!**

Individuals are limited to a one-time prize redemption for a box of sensors. Health care professionals and Medicare patients who purchase the Dexcom G5 Mobile System are not eligible to participate. Winners will be notified by email.
Please complete, sign, and return this business reply card to Dexcom.

I have trained on the following:

☐ The Components of the Dexcom G5 Mobile CGM System
☐ My Display Device Options
☐ Setting My High/Low Alerts
☐ Inserting My Sensor
☐ Starting My Sensor Session
☐ Entering My BG Meter Value
☐ Ending My Sensor Session

Patient Name: ______________________________________________

Patient Email: ______________________________________________

Trained by:

☐ Self-Training/Tutorial       ☐ Diabetes Center/Doctor’s Office
☐ Dexcom Staff

Date: _______________________________________________________

Physician Name: ____________________________________________

Patient Signature: __________________________________________
IMPORTANT: DO NOT ENLARGE, REDUCE OR MOVE the FIM and POSTNET barcodes. They are only valid as printed!

Special care must be taken to ensure FIM and POSTNET barcode are actual size AND placed properly on the mail piece to meet both USPS regulations and automation compatibility standards.