
FOURTHANE EZ-FINISH

Fo
ur

th
an

e®
EZ

 - 
FI

NI
SH



recognitions

25+ years 
of experience+



Presence in more than 40 countries 

Our mission is to provide quality,           
sustainable, innovative, and 

world-class products and services that 
ensure the availability and reliability 

of mining and industrial products.



Antillanca Sur 560, Parque Industrial Vespucio,
 Lo Echevers, Pudahuel, Santiago, Chile

+56-2-24436031  |  fourthane@fourthane.com 
www.fourthane.com

FOURTHANE EZ-FINISH

TECHNICAL DATA SHEET

FOURTHANE EZ-FINISH

This product has been formulated to be used in the technical finishing of repairs made with polymers.  Fourthane 
EZ-Finish allows compacting, finishing and shaping of repairs in order to achieve an optimal fit of the repaired parts and 
pieces, as well as to achieve initial working surfaces that will better resist the abrasion and impact to which the repairs 
will be subjected once the repaired equipment resumes operation.

It is very safe for human use, easy to apply and is composed of harmless and hypoallergenic substances. It does not 
stain or leave unwanted residues.

CHEMICAL COMPOSITION
Synthetic surfactant, gelling agent, stabilizer.

PHYSICOCHEMICAL PROPERTIES
PHYSICAL STATE: Viscous liquid
COLOR: No
ODOR: Characteristic.
PH: Neutral 6-7
DENSITY: 1.01 g/cc
BIODEGRADABILITY: 100%.
PTO. FLAMMABILITY: None.
SOLUBILITY: Total in water
SHELF LIFE: 11-12 months

INSTRUCTIONS FOR USE
Using latex or nitrile gloves, apply 5 cc to 10 cc of EZ-Finish in the palm of the hands; 
rub hands together spreading the product evenly, then proceed to smooth the repaired 
surfaces to the desired finish.

NOTE: Do not apply between coats of product, only use and finish the final coat..
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4.- SEVERO
3.- SERIO
2.- MODERADO
1.- LIGERO
0.- MINIMO

For technical assistance contact us at support@fourthane.com




