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A ConAgra employee is deadé the man 

had been working inside the building on a 

lift that was more than 60 feet high before 

falling to his death.

AMARILLO -- A grain 

elevator is being sued 

éwoman who fell to her 

death thereémore than 

80-feeté the owner of the 

building édidn't put up 

no trespassing signs, or 

maintain the building to 

keep the standards safeé
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Identify 

the 

Hazards
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Lanyard wrapped 

around itself  on 

angle iron

Missing body 

Harness

Lanyard wrapped 

around itself on 

individual



Common Sources of 

Entanglement Hazards



Slips occur due to: 

ÁWet or oily spills; leaks 

ÁMaterials & debris in walkways

ÁLoose, irregular surfaces - gravel, grain

ÁFootwear ïwet, mud, grease, not slip resistant

ÁSloped, uneven, muddy terrain

ÁWeather hazards

ÁEnvironmental ïpoor lighting, bulky PPE

ÁHuman ïage, eyesight, physical condition, 
drugs

Slips 
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Trips occur due to:

ÁUneven floor/working surfaces 

ÁChanges in elevation or levels 

ÁProtruding objects

ÁIrregularities, holes, depressions 

ÁSteps ïdamaged, non-uniform, improper, irregular 

ÁDebris, objects, obstacles in the way

ÁEnvironmental & Human factors

ÁEnvironmental conditions & Human factors

Trips
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Hazard Identification 

Trip Hazard

Poor Housekeeping



Abatement of Hazards 
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Covering 

over cables, 

wires, cords.

Hang cords, cables, etc.

Good housekeeping



0.5 seconds = 
4 feet

1 second = 
16 feet

2 seconds = 
64 feet

Falls
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2 Types of Falls

ÁSame Level

ÁElevated


