
Materials List & Instructions

Materials

24” thin chain
10” thick chain
2 small jump rings
Copper lobster claw clasp
28 gauge copper wire
3” of 1mm copper tubing
Flat leather cording

Tools

Scissors
Low-temp hot glue gun
Wire cutters
Small pliers
Tubing cutter

Copper and Leather Tassel Necklace

Instructions

1. Gather tools and materials.

2. Using the tubing cutter cut three pieces of copper tubing, one 1/2” and two   
 1.25” pieces.

3. String one 1.25” copper piece onto the wire followed by a jump ring, the   
 other 1.25” copper piece, and then the 1/2” copper piece.

4.   Cut the wire, then secure the two ends together forming a triangle and   
 hiding the excess wire inside the copper tubing.

5. Cut four 6” lengths of leather cording.

6. Hold the four pieces together evenly and fold them in half, then place the   
 loop under the base of the triangle and pull it through the center.

7. Take all of the loose ends and bring them up and over the base of the triangle. 
Thread them through the loop.

8. Arrange all of the strings so they are laying flat and pointing in the same   
 direction, then pull tight.

9. Cut three 1/2” lengths of leather cording and two 1.5” lengths.

10.  Glue the three 1/2” cords together then fold one of the 1.5” cords in half   
 and glue to the three strings leaving a loop at the top.

11.  Take the other 1.5” cord and wrap it around to hide the tops of the 1/2”    
 cords leaving a loop at the top, then glue into place.

12.  Take the 24” thin chain and attach it to the 10” thick chain, then attach the   
 lobster claw clasp to the end of the smaller chain with a jump ring.

13. Attach a jump ring to the tassel, then attach it to the end of the thicker chain.

14. You can clasp the necklace anywhere on the thick chain to adjust the length.
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