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Ethernet Port (5]

1. Connect the USB 3.0 Plugo to the USB port on your
tablet, Laptop or computer. Upon connection,
the Blue LED Indicator® on the unit will illuminate to
show the unit is connected and receiving power.

2. Connect a network RJ-45 plug to the Ethernet Port 6
Once connection set up successfully, the Amber
Indicator® blinks while the Green Indicator®

3. Connect USB devices to the available USB 3.0 Ports®
on the front panel.

USB30Ports ©

stays on.

The NIC driver has been integrated in the product,
when the atolla Hub is connected to computer, the
driver will be installed automatically.

For Windows 8 or above,  [§iattepiay =T

the OS may enumerate gy OO (IRTLLL
the Hub as "USB Storage | *
Device" and prompted

to install a driver, please

select “Run RTK_NIC_ Coneral ontions
DRIVER INSTALLER.sfx. exe " 0 ’

manually.

[ Always do this for software and games

Install or run program from your media

w Run RTX_NIC_DRIVER_INSTALLER sfx.exe
@M publicher not speafied

Open folder to view files
using Window Explorer

View more AutoPlay options in Control Panel

This Program might not have installed correctly

If this program didn't install correctly, try reinstall using setting that
are compatible with this version of Windows.

If it warns about
compatibility, please click
cancel.

] Program: Sample Program
I".‘ Publisher: Fabrikam
Location: CAUseruser1\De..\SampleProgram.exe

‘ (J Reinstall using recommended settings

= This program installed correctly

()What settings are applied?

* For Mac OS X (10.5-10.8), download and install the
driver from our official website: www.atolla.us/support

1X USB and Ethernet Hub
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atolla 3-PORT USB AND ETHERNET HUB (CH-301) is a
3-Ports SuperSpeed USB 3.0 HUB integrated with

1 Gigabit Ethernet Network Adapter.

With a compact, unibody design, this hub is highly
travel-friendly. It is compatible with most major OS and
plug & play, easy to use, ideal for home and office use.

Why You NEED this?

@ You are facing a limited USB 3.0 accessibility for your
slim laptop or tablet?

@ You want to replace/upgrade Gigabit network for HD
Media streaming or gaming?

® You want to connect your tablet (such as Surface,
Chromebook) to a wired network via USB?

@ Just want to save the backache and add desktop
access of USB/Ethernet from your PC case?

atolla ZH-301 is here for you.

Design:

© Made of black matte aluminum with polished
chamfered edge, CH-301 is tough and light.

@ Unibody design with built-in 5" USB 3.0 Cable,
CH-301 is travel-friendly.

USB Connectivity:

© 3 USB 3.0 ports supporting SuperSpeed transfer rates
up to 5Gbps

© Itis bus powered, ideal for low-power peripherals like
mouse, keyboard or USB flash drive.

Gigabit Networking Performance:

© Upgrade to Gigabit Networking for better HD media
streaming or gaming.

® 10/100/1000Mbps Network Adapter, supports IEEE
802.3x full-duplex (FDX) & half-duplex (HDX) systems.

Industry Leading USB 3.1 Controller:

© Leveraging GL3520 USB controller which achieves
Microsoft Windows Hardware Certification, atolla HUB
works perfectly with Surface.

® Compliant with USB Battery Charging Revision v1.2,

providing fast and safe battery charging.

Product: atolla USB and Ethernet Hub
Model: CH-301

Connectivity:

Input: USB 3.0 Plug (Type A, Male) *1

Output: USB 3.0 Port (Type A, Female) * 3
RJ-45 Gigabit Ethernet Port * 1

Environmental conditions:
Operating temperature: 32 ~ 104°F (0 ~ 40°C)
Storage temperature: 1 ~ 158°F (-10 ~ 70°C)

Operating System Requirements:

Windows: Windows 10, Windows 8.1, Windows 8,
Windows 7, Windows Vista, Windows XP

Mac: Mac OS X (10.5/10.6/10.7/10.8/10.9/10.10)

Note: Driver required for Mac OS X (10.5-10.8)

Linux: kernels 3.0 and later

Unit Dimensions:
Length: 4.1" (10.5cm)
Width: 1" (2.7cm)
Height: 7" (1.9cm)

Unit Weight:  .128lb. (58g)
Cable Length: 5.12" (13cm)

The output current of CH-301 is 900mA max. Please
avoid using it with power-hungry devices, such as
portable hard disk.

Also, please make sure the total input current of your
devices loaded to CH-301 does not exceed 900mA.

For reference, the devices below are often rated as:

Estimated Current Ratings of Devices

T00mA

Mouse/Flash Drive

Portable Hard Disk Max. 500mA

Max. 500mA

Keyboard

The atolla company provides a warranty of 18 MONTHS
limited warranty for its products against defects in
material and workmanship.

During this period, we will repair or replace any product
which proves to be defective. However, we will not
warranty any product which has been subject to
improper freight handling, shipping abuse, improper
installation or unauthorized repair.

The warranty will not cover products installed with
components not approved by atolla.

If you discover a defect, please send an email to request
a REPLACEMENT or REFUND to support@atolla.us,
and we will respond to you as soon as possible.

Or contact us at www.atolla.us.
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