




















































 

1201 MAIN STREET, SUITE 600 ♦ COLUMBIA, SOUTH CAROLINA  29201 
HTTP://PROCUREMENT.SC.GOV 

 

5/31/2018 
 
State of Iowa 
Lead state for NASPO ValuePoint  
RFP 1118005083  
 
 
Sourcing Lead and Team, 
 
I have been the Procurement Manager for the state of South Carolina tire contract for almost three 
years. Goodyear Tire & Rubber Company was an incumbent in previous statewide tire contracts with our 
state and was awarded a new multi-million dollar state contract in March 2016. 
 
Goodyear Tire & Rubber Company is always responsive and quick to reply to emails, works diligently to 
resolve any issues that may arise and is overall a top notch company to deal with. As a NASPO Sourcing 
Team Member, I know the importance of ValuePoint and the contracts awarded.  I have no doubt that 
Goodyear will be a great vendor with NASPO and I recommend them without hesitation. 
 
I would be happy to answer any questions you may have at 803-896-0670 or via email at 
jmbrown@mmo.sc.gov . 
 
 
 
Sincerely, 

 
 
Jo Marie Brown, CPPO, CPPB 
Procurement Manager 
803-896-0670 
Jmbrown@mmo.sc.gov 
 
 
 
 
 
 
 
  





VEHICLES & DELIVERY/INDUSTRIAL EQUIPMENT 

 CATEGORY MANAGEMENT CENTER 

3190 S. 70TH ST RM 601 

PHILADELPHIA, PA 19153-9990 

215-863-5037 

FAX:  215-863-6086 

 
SUPPLY MANAGEMENT 

 

 
 
May 25, 2018 
 
 
Subject: State of Iowa – Lead State for NASPO ValuePoint  RFP 1118005083 
 
 
The Goodyear Tire and Rubber Company has been the sole supplier of new tires to the 
U.S. Postal Service since 2001. 
 
The Goodyear Tire and Rubber Company has provided successful past performance 
during that time to our network of Vehicle Maintenance Facilities in all 50 states and 
Puerto Rico.   
 
The current contract for new tires was awarded to The Goodyear Tire and Rubber 
Company in December, 2016. 
 
 
Sincerely, 
 
Michael f McGough 

Michael F. McGough 
Purchasing & Supply Management Specialist 
215-863-5037 
Michael.f.mcgough@usps.gov  
 
 
 
 



At Goodyear, we have several sustainability focus areas. First, we focus on the high 

quality and performance of our products—the tires that we sell every day. Our 

innovations continue to drive environmentally-friendly opportunities throughout the 

supply chain. For example, we’re working on tire designs that enhance rolling 

resistance—in other words, less friction—on the road, which helps vehicles to operate 

with less fuel per mile. Lower rolling resistance tires can result in energy and emissions 

savings over time.

We continue to conduct lifecycle analyses to see where potential environmental 

impacts may occur. We’re examining how to reduce emissions from the sourcing of raw 

materials and how to use less energy and water during the manufacturing process. 

Beyond the factory, we encourage drivers to properly maintain their tires, particularly 

tire pressures, to make their driving more efficient. And finally, we’re working to ensure 

our tires are managed properly at the end of their useful life.

Second, we’re continuing our focus on the health and safety of Goodyear associates. 

We continue to build a strong culture of health, safety and wellness and we strive to 

find innovative ways to make it easier to be healthy, which helps maximize the well-

being of our associates.

RESPONSIBILITY HOME CORPORATE RESPONSIBILITY 

SUSTAINABILITY DIRECTOR MESSAGE
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Third, as far as our environmental goals, I’m pleased to report that we’re making good 

progress on the 2020 goals we set last year for energy and water use and GHG 

emissions. After meeting or exceeding our previous five-year goals, we believe we’re on 

a steady trajectory to achieving our new goals.

Finally, a recent materiality analysis uncovered the most important issues we need to 

focus on. What we heard from many stakeholders was that caring for the environment 

is of utmost concern. They responded that Goodyear should continue innovating to 

create quality products that consume less fossil fuels, reduce energy use, and protect 

the safety of people. They also want to know we’re using safe materials and processes 

for our products to protect the quality of air and water. We’re constantly looking for 

ways to operate better to address all of these concerns.

MAUREEN DESANZO

Director, Global Sustainability

Page 2 of 2Sustainability Director Message | Goodyear Corporate

7/2/2018https://corporate.goodyear.com/en-US/responsibility/shared-values/sustainability-message.h...

























































DUNLOP
®

 MEDIUM TRUCK TIRE 
MANUFACTURER’S LIMITED WARRANTY
United States and Canada

WHO IS ELIGIBLE FOR WARRANTY COVERAGE? 

You are eligible for the benefi ts of this limited warranty if you meet all 
of the following criteria:

•  You are the owner or authorized agent of the owner of new Dunlop® 
medium radial truck tires.

•  Your tires bear Department of Transportation (DOT) prescribed tire 
identifi cation numbers and are not branded “NA” (Not Adjustable).

•  Your Dunlop medium radial truck tires have been used only on the 
vehicle on which they were originally installed according to the vehicle 
manufacturer’s or Dunlop’s recommendations.

• Your tires were purchased on or after May 1, 2011.

WHAT IS COVERED AND FOR HOW LONG?

1. FREE TIRE REPLACEMENT – Dunlop medium radial truck tires covered 
by this warranty that become unserviceable due to a covered warranty 
condition during the fi rst 2/32" (inch) treadwear or 12 months from date 
of purchase, whichever comes fi rst, will be replaced with a comparable 
new Dunlop tire without charge. You pay only for the mounting and 
balancing. (Without proof of purchase, date of manufacture will be used 
to determine eligibility.)

2. PRORATED TIRE REPLACEMENT – Tires worn beyond the fi rst 
2/32" (inch) treadwear that become unserviceable due to a covered 
warranty condition will be replaced on a prorated basis. You are 
responsible for mounting, balancing, any additional services you 
order at the time of adjustment, as well as any taxes and government-
mandated charges. 

HOW WILL THE PRORATED 
CHARGES BE CALCULATED?

The replacement price will be calculated by multiplying the current 
Dunlop advertised selling price at the adjustment location by the 
percentage of usable original tread that has been worn off at the time 
of adjustment. You pay for mounting, balancing, an amount equal to 
the full current Federal Excise Tax (FET - U.S. only), any other applicable 
taxes for the comparable new Dunlop replacement tire and any 
government-mandated charges.

EXAMPLE:

If your disabled tire had an original 16/32" (inch) of usable tread depth 
and is worn to 8/32" (inch) of usable tread, you have used 50% and 
therefore must pay 50% of the advertised selling price of a comparable 
tire, plus an amount equal to the full current Federal Excise Tax (U.S. 
only) applicable to the comparable new replacement tire at the time 
of adjustment. If the price of the comparable tire is $400.00, the cost 
to LIMITED WARRANTY you would be $200.00, plus Federal Excise 
Tax (U.S. only), mounting, balancing, any other applicable taxes and 
government-mandated charges. 

Amount of Tread Used

Original Tread
X Value Of 

Comparable Tire
= Prorated Price Of 

New Retread Tire

Plus FET [U.S. only], other applicable taxes, government-mandated 
charges, and mounting and balancing.)

WHAT IS A COMPARABLE TIRE?

A “comparable” new Dunlop medium radial tire may be either the same 
line of tire or, in the event that the same tire is not available, a tire of the 
same basic construction and quality with a different sidewall or tread 
confi guration. If a higher priced tire is accepted as replacement, the 
difference in price will be at an additional charge to you.

Any replacement tire provided pursuant to this warranty will be covered 
by the Dunlop warranty in effect at the time of replacement. 

WHAT IS NOT COVERED UNDER 
THIS LIMITED WARRANTY?

•  Wear conditions or tire damage due to: road hazards (including 
punctures, cuts, snags, impact breaks, etc.), wreck, collision, fi re, fast 
wear, irregular wear, heel and toe wear, or other wear conditions.

•  Damage due to improper infl ation, overloading, high-speed spinup, 
misapplication, misuse, negligence, racing, chain damage, or 
improper mounting or demounting.

• Damage due to mechanical condition of the vehicle.

• Chip/chunk conditions on tires intended for highway service.

•  Ride disturbance after the fi rst 2/32" (inch) treadwear or due to 
damaged wheels or any vehicle condition.

•  Any tire intentionally altered after leaving a factory producing Dunlop 
tires to change its appearance (example: white inlay on a black tire).

•  Tires with weather cracking which were purchased more than four 
(4) years prior to presentation for adjustment. If you have no proof 
of purchase date, tires manufactured four (4) or more years prior to 
presentation are not covered.

•  Material added to a tire after leaving a factory producing Dunlop tires: 
(example: tire fi llers, sealants or balancing substances). If the added 
material is the cause of the tire being removed from service, the tire 
will not be adjusted.

• Tires removed from service due to improper repairs.

•  Loss of time, inconvenience, loss of use of vehicle, incidental or 
consequential damage.

NOTE: Some States Or Provinces Do Not Allow The Exclusion Or 
Limitation Of Incidental Or Consequential Damages, So The Above 
Limitations Or Exclusions May Not Apply To You.

This Limited Warranty Is Applicable Only In The United States 
And Canada.

WHAT IS THE PREMIUM RADIAL MEDIUM 
TRUCK TIRE CASING PROVISION?

Dunlop Premium Casings

SP193 FM SP384 FM SP456 FM SP464

Dunlop premium casings in sizes 11R22.5, 11R24.5, 285/75R24.5 or 
295/75R22.5, casings will be warranted for covered conditions through 
the fi rst retread for a period of six (6) years from the date of the casing 
DOT serial number or proof of purchase if available.

LIMITED WARRANTY
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If retreaded by a Goodyear Authorized Retreader, these premium 
casings will be warranted for covered conditions for an unlimited 
number of retreads for a period of six (6) years from the date of the 
casing DOT serial number or proof of purchase, if available.

Casing credit is based on local currencies in the country where the 
adjustment takes place. Casing allowances are $100.00 for both U.S. 
and Canada.

WHAT IS THE RADIAL MEDIUM 
TRUCK TIRE CASING PROVISION? 

All other Dunlop medium radial truck tires will be warranted for 
covered conditions through the fi rst retread for a period of four (4) 
years from the date of the casing DOT serial number or proof of 
purchase, if available.

If retreaded by a Goodyear® Authorized Retreader, casings will be 
warranted for covered conditions for an unlimited number of retreads 
for a period of four (4) years from the date of the casing DOT serial 
number or proof of purchase, if available.

Casing values are based on the predetermined casing value at the time 
of adjustment. See your servicing dealer for these values.

HOW DO YOU KNOW WHEN YOUR 
TIRES WERE MANUFACTURED?

Tires with a DOT number ending with 1811 or greater were 
manufactured after 5/1/2011 (1811 refers to the fi rst week of May, 2011). 
These tires are covered under the provisions of this warranty coverage. 

WHEN DOES THE WARRANTY END?

Premium Radial Medium Truck tires have delivered their full original 
tread life and the new tire coverage of this warranty ends when the 
treadwear indicators become visible, or six (6) years from the date of 
original tire manufacture or new tire purchase date (whichever occurs 
fi rst). Without proof of purchase, date of manufacture will be used to 
determine eligibility. Casings may continue to be warranted beyond the 
new tire coverage. Please refer to the “WHAT IS THE PREMIUM RADIAL 
MEDIUM TRUCK TIRE CASING PROVISION?” section for warranty 
details on casings.

All other Dunlop medium radial truck tires have delivered the full 
original tread life and the new tire coverage of this warranty ends when 
the treadwear indicators become visible, or four (4) years from the date 
of original tire manufacture or new tire purchase date (whichever occurs 
fi rst). Without proof of purchase, date of manufacture will be used to 
determine eligibility. Casings may continue to be warranted beyond 
the new tire coverage. Please refer to the “WHAT IS THE RADIAL 
MEDIUM TRUCK TIRE CASING PROVISION?” section for warranty 
details on casings.

HOW DO YOU OBTAIN AN ADJUSTMENT? 

A. You must present the tire to be adjusted to an Authorized Dunlop 
Commercial Tire Retailer. Please consult your telephone directory for 
locations. Tires replaced on an adjustment basis become the property of 
The Goodyear Tire & Rubber Company or Goodyear Canada Inc.

B. You must pay for taxes or any additional service you order at the time 
of adjustment. 

C. No claim will be recognized unless submitted on a Dunlop claim form 
(supplied by a Dunlop Commercial Tire Retailer) completely fi lled out and 
signed by you, the owner of the tire presented for adjustment, or your 
authorized agent.

WHAT ARE YOUR LEGAL RIGHTS?

This warranty gives you specifi c legal rights and you may also have 
other rights that vary from state to state and province to province.

DISCLAIMER: THIS WARRANTY IS IN LIEU OF, AND GOODYEAR/
DUNLOP HEREBY DISCLAIMS, ANY AND ALL OTHER WARRANTIES AND 
REPRESENTATIONS, EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION 
ANY WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR 
PURPOSE, AND NO OTHER WARRANTY OR REPRESENTATION OF ANY KIND IS 
MADE BY GOODYEAR/ DUNLOP OR SHALL BE IMPLIED BY LAW.

LIMITATION OF DAMAGES: IN NO EVENT AND UNDER NO CIRCUMSTANCE 
SHALL GOODYEAR/DUNLOP BE LIABLE TO THE BUYER FOR ANY INDIRECT, 
SPECIAL, INCIDENTAL, CONSEQUENTIAL, LOST PROFIT, LOSS OF BUSINESS, 
LOSS OF GOODWILL OR REPUTATION, PUNITIVE OR OTHER DAMAGE, COST 
(INCLUDING FOR REPLACEMENT TRANSPORTATION), EXPENSE OR LOSS OF 
ANY KIND. SOME STATES AND PROVINCES DO NOT ALLOW THE EXCLUSION 
OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE 
ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO YOU.

NOTE: No Representative or Dealer has authority to make any 
representation, promise or agreement on behalf of Dunlop except 
as stated herein.

Any tire, no matter how well constructed, may fail in service or 
otherwise become unserviceable due to conditions beyond the control 
of the manufacturer.

Under no circumstances is this warranty a representation that a tire 
failure cannot occur.

 SAFETY WARNING:

PROPERTY DAMAGE, SERIOUS INJURY OR DEATH MAY RESULT FROM:
•  TIRE FAILURE DUE TO UNDERINFLATION/OVERLOADING/ 
MISAPPLICATION. Follow the vehicle owner’s manual or tire placard 
in vehicle.

•  TIRE FAILURE DUE TO IMPACT DAMAGE/IMPROPER MAINTENANCE. 
Tires should be inspected regularly by a qualifi ed technician for signs 
of damage, such as punctures or impacts. 

•  TIRE FAILURE DUE TO IMPROPER REPAIRS. See Rubber Manufacturers 
Association (RMA) established repair procedures at www.rma.org 
and/or go to www.goodyeartrucktires.com for information on proper 
repair procedures.

•  EXPLOSION OF TIRE/RIM ASSEMBLY DUE TO IMPROPER MOUNTING. 
Only specially trained people should mount tires. When mounting 
tires, use a safety cage and clip-on extension air hose to infl ate.

• FAILURE TO MOUNT RADIAL TIRES ON APPROVED RIMS.
•  FAILURE TO DEFLATE SINGLE OR DUAL ASSEMBLIES COMPLETELY 

BEFORE DEMOUNTING.
•  TIRE SPINNING. On slippery surfaces such as snow, mud, ice, 
etc., do not spin tires in excess of 35 mph (56 kph), as indicated 
on the speedometer.

•  EXCESSIVE WHEEL SPINNING. This can also result in tire 
disintegration or axle failure.

FOR SERVICE ASSISTANCE OR INFORMATION:  

1. First contact the nearest Authorized Dunlop Commercial Tire Retailer.

2. If additional assistance is required: 

•  In the U.S., write to –
Dunlop Customer Assistance Center
Department 728
200 Innovation Way
Akron, OH 44316

•  In Canada , write to –
Dunlop Customer Assistance Center
450 Kipling Avenue
Toronto, Ont. M8Z 5E1
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WHO IS ELIGIBLE FOR WARRANTY COVERAGE? 
You are eligible for the benefits of this limited warranty if 
you meet all the following criteria:
•  You are the owner or authorized agent of the owner of 

new Goodyear® Unisteel® radial light truck or medium 
radial truck tires, including mud and snow and on-/
off-road tires. 

•  Your tires bear Department of Transportation (DOT) 
prescribed tire identification numbers and are not 
branded “NA” (Not Adjustable). 

•  Your Goodyear truck tires have been used only on 
the vehicle on which they were originally installed 
according to the vehicle manufacturer’s or 
Goodyear’s recommendations. 

• Your tires were purchased on or after January 1, 2016. 

WHAT IS COVERED AND FOR HOW LONG? 
1. FREE TIRE REPLACEMENT – Goodyear truck tires 
covered by this warranty that become unserviceable 
due to a covered warranty condition during the first 
2/32" (inch) treadwear or 12 months from date of 
purchase, whichever comes first, will be replaced with 
a comparable new Goodyear tire without charge. You 
pay only for the mounting and balancing. (Without proof 
of purchase, date of manufacture will be used 
to determine eligibility.) 

2. PRORATED TIRE REPLACEMENT – Tires worn 
beyond the first 2/32" (inch) treadwear that become 
unserviceable due to a covered warranty condition will 
be replaced on a prorated basis. You are responsible for 
mounting, balancing and any additional services you 
order at the time of adjustment, as well as any taxes 
and government-mandated charges. 

3. TIRES WITH DURASEAL TECHNOLOGY® — SEALANT 
CREDIT DURING ORIGINAL TREAD* – Failure of the 
DuraSeal Technology to seal a maximum 1/4" (inch) 
puncture in the repairable area of the original tread will 
qualify for a one-time credit during the life of the original 
tread within four (4) years from the date of the casing 
DOT serial number or proof of purchase, if available. 
Sealant credit is based on local currencies in the country 
where the adjustment takes place, $50.00 for both the 
U.S. and Canada. 

4. TIRES WITH DURASEAL TECHNOLOGY — SEALANT 
CREDIT DURING FIRST RETREAD* – Failure of the 
DuraSeal Technology to seal a maximum 1/4" (inch) 

puncture in the repairable area of the tread will qualify 
for a one-time credit through 100% of the first retread 
up to four (4) years from the date of the casing DOT 
serial number or proof of purchase, if available. Sealant 
credit is based on local currencies in the country where 
the adjustment takes place, $25.00 for both the U.S. 
and Canada. All punctures must be repaired at time of 
retreading for this Limited Warranty to be honored. If a 
sealant credit was issued during the original tread life, 
no other requests for credit will be honored. 

*All claim forms submitted for sealant credit must be 
verified by an authorized Goodyear representative.

HOW WILL THE PRORATED 
CHARGES BE CALCULATED? 
The replacement price will be calculated by multiplying 
the current Goodyear advertised selling price, at the 
adjustment location, by the percentage of usable 
original tread that has been worn off at the time of 
adjustment. You pay for mounting, balancing, an 
amount equal to the full current Federal Excise Tax 
(FET – U.S. only) and any other applicable taxes for the 
comparable new Goodyear replacement tire as well as 
any government-mandated charges. 

EXAMPLE: 
If your disabled tire had an original 16/32" (inch) of 
usable tread depth and is worn to 8/32" (inch) of usable 
tread remaining, you have used 50% and therefore must 
pay 50% of the advertised selling price of a comparable 
tire, plus an amount equal to the full current Federal 
Excise Tax (U.S. only) applicable to the comparable new 
replacement tire at the time of adjustment. If the price of 
the comparable tire is $400.00, the cost to you would be 
$200.00 plus Federal Excise Tax (U.S. only), mounting, 
balancing, any other applicable taxes and government-
mandated charges.

Amount Of 
Tread Used

Original Tread 
X Value Of 

Comparable Tire = Prorated Price 
Of New Tire

(Plus FET [U.S. only], other applicable taxes, government-
mandated charges and mounting and balancing.)

WHAT IS A COMPARABLE TIRE? 
A “comparable” new Goodyear tire may be either the 
same line of tire or, in the event that the same tire is 
not available, a tire of the same basic construction and 

quality with a different sidewall or tread configuration. 
If a higher priced tire is accepted as replacement, the 
difference in price will be at an additional charge to you. 

Any replacement tire provided pursuant to this warranty 
will be covered by the Goodyear warranty in effect at the 
time of replacement. 

WHAT IS NOT COVERED UNDER 
THIS LIMITED WARRANTY? 
•  Wear conditions or tire damage due to road hazards 

(including punctures, cuts, snags, impact breaks, 
etc.). Wreck, collision, or fire. Fast wear, irregular wear, 
heel and toe wear or other wear conditions.

•  Improper inflation, overloading, high-speed spinup, 
misapplication, misuse, negligence, racing, chain 
damage, or improper mounting or demounting. 

•  Mechanical condition of the vehicle. 
•  Chip/chunk conditions on tires intended for 

highway service.
•  Ride disturbance after the first 2/32" (inch) treadwear 

or due to damaged wheels or any vehicle condition. 
•  Any tire intentionally altered after leaving a factory 

producing Goodyear tires to change its appearance 
(example: white inlay on a black tire). 

•  Tires with weather cracking which were purchased 
more than four (4) years prior to presentation for 
adjustment. If you have no proof of purchase date, 
tires manufactured four (4) or more years prior to 
presentation are not covered.

•  Material added to a tire after leaving a factory 
producing Goodyear tires (examples: tire fillers, 
sealants or balancing substances). If the added 
material is the cause of the tire being removed from 
service, the tire will not be adjusted. 

•  Any Goodyear Commercial Truck tire with the word 
“Mileage” on the sidewall.

•  Tires removed from service due to improper repairs.
•  Loss of time, inconvenience, loss of use of vehicle, 

incidental or consequential damage. 

Note: Some states or provinces do not allow the 
exclusion or limitation of incidental or consequential 
damages, so the above limitations or exclusions may not 
apply to you. 

This limited warranty is applicable only in the U.S. 
and Canada.

LIMITED WARRANTY
United States & Canada

Unisteel® Radial Light Truck Tires
Unisteel® Radial Medium Truck Tires

www.goodyeartrucktires.com



WHAT IS THE PREMIUM RADIAL MEDIUM TRUCK TIRE 
CASING PROVISION? 

Goodyear® Premium Casings

G305® AT LHD™ Fuel Max® G505D™ Fuel Max™

G316® LHT™ DuraSeal + Fuel Max™ G572 1AD Fuel Max

G316® LHT™ Fuel Max® G572 LHD™ Fuel Max®

G399® LHS® Fuel Max® G572A LHD Fuel Max

G399A LHS Fuel Max G662® RSA™ Fuel Max®

Fuel Max™ LHS™ Fuel Max™ LHD G505D™

Fuel Max™ LHT™ Fuel Max™ RSA

Goodyear premium casings in sizes 11R22.5, 11R24.5, 
285/75R24.5 or 295/75R22.5 will be warranted for 
covered conditions through the first retread for a period 
of seven (7) years from the date of the casing DOT 
serial number or proof of purchase, if available. 

If retreaded by a Goodyear Authorized Retreader, 
these premium casings will be warranted for covered 
conditions for an unlimited number of retreads for a 
period of seven (7) years from the date of the casing 
DOT serial number or proof of purchase, if available. 

Casing credit is based on local currencies in the country 
where the adjustment takes place. Casing allowances 
are $130.00 for tires with original tread and $100.00 
after retreading in both the U.S. and Canada.

WHAT IS THE MARATHON LONG HAUL RADIAL 
MEDIUM TRUCK TIRE CASING PROVISION?
Any Goodyear Marathon LHS, Marathon LHD & Marathon 
LHT casings in sizes 11R22.5, 11R24.5, 285/75R24.5 or 
295/75R22.5 will be warranted for covered conditions 
through the fi rst retread for a period of six (6) years 
from the date of the casing DOT serial number or proof of 
purchase, if available. 

If retreaded by a Goodyear Authorized Retreader, these 
mid-tier casings will be warranted for covered conditions 
for an unlimited number of retreads for a period of six (6) 
years from the date of the casing DOT serial number or 
proof of purchase, if available.

Casing credit is based on local currencies in the country 
where the adjustment takes place. Casing allowances are 
$100.00 in both the U.S. and Canada.

WHAT IS THE RADIAL MEDIUM 
TRUCK TIRE CASING PROVISION? 
All other Goodyear Unisteel® radial light truck or radial 
medium truck tires will be warranted for covered 
conditions through the fi rst retread for a period of 
four (4) years from the date of the casing DOT serial 
number or proof of purchase, if available. 

If retreaded by a Goodyear Authorized Retreader, except 
G392 SSD™ DuraSeal + Fuel Max™, G392A SSD DuraSeal 
+ Fuel Max and G394 SST® DuraSeal + Fuel Max™ (see 
paragraph below), casings will be warranted for covered 
conditions for an unlimited number of retreads for a 
period of four (4) years from the date of the casing DOT 
serial number or proof of purchase, if available. 

If retreaded, all G392 SSD DuraSeal + Fuel Max, G392A 
SSD DuraSeal + Fuel Max, and G394 SST DuraSeal + Fuel 
Max will be warranted for covered conditions for one 
retread for a period of four (4) years from the date 
of the casing DOT serial number or proof of purchase, 
if available. 

Casing values are based on the predetermined casing 
value at the time of adjustment. See your servicing 
Dealer for these values. 

HOW DO YOU KNOW WHEN YOUR 
TIRES WERE MANUFACTURED? 

Tires with a DOT number ending with 0909 or greater 
were manufactured after 03/01/2009 (0909 refers to 
the 1st week of March 2009). These tires are covered 
under the provisions of this warranty coverage.

WHEN DOES THE WARRANTY END? 
Premium Radial Medium Truck tires have delivered the 
full original tread life and the new tire coverage of this 
warranty ends when the treadwear indicators become 
visible or seven (7) years from the date of original tire 
manufacture or new tire purchase date (whichever 
occurs first). Without proof of purchase, date of 
manufacture will be used to determine eligibility. 
Casings may continue to be warranted beyond the new 
tire coverage. Please refer to the “WHAT IS THE PREMIUM 
RADIAL MEDIUM TRUCK TIRE CASING PROVISION?” 
section for warranty details on casings.

Marathon LHS, Marathon LHD & Marathon LHT Radial 
Medium Truck tires have delivered their full original 
tread life and the new tire coverage of this warranty 
ends when the treadwear indicators become visible, or 
six (6) years from the date of original tire manufacture 
or new tire purchase date (whichever occurs first). 
Without proof of purchase, date of manufacture will 
be used to determine eligibility. Casings may continue 
to be warranted beyond the new tire coverage. Please 
refer to the “WHAT IS THE MARATHON LONG HAUL RADIAL 
MEDIUM TRUCK TIRE CASING PROVISION?” section for 
warranty details on casings.

All other Goodyear Unisteel radial light truck or radial 
medium truck tires have delivered the full original 
tread life and the new tire coverage of this warranty 
ends when the treadwear indicators become visible 
or four (4) years from the date of original tire 
manufacture or new tire purchase date (whichever 
occurs first). Without proof of purchase, date of 
manufacture will be used to determine eligibility. 
Casings may continue to be warranted beyond the 
new tire coverage. Please refer to the “WHAT IS THE 
RADIAL MEDIUM TRUCK TIRE CASING PROVISION?” 
section for warranty details on casings. 

HOW DO YOU OBTAIN AN ADJUSTMENT? 
A.  You must present the tire to be adjusted to an 

authorized Goodyear Commercial Tire Retailer. 
Please consult your telephone directory or visit 
www.goodyeartrucktires.com for locations. Tires 
replaced on an adjustment basis become the 
property of The Goodyear Tire & Rubber Company or 
Goodyear Canada Inc. 

B.  You must pay for taxes or any additional services 
you order at the time of adjustment. 

C.  No claim will be recognized unless submitted on 
a Goodyear claim form (supplied by a Goodyear 
Commercial Tire Retailer) that is completely 
filled out and signed by you, the owner of the tire 
presented for adjustment, or your authorized agent.

WHAT ARE YOUR LEGAL RIGHTS? 
DISCLAIMER: THIS WARRANTY IS IN LIEU OF, AND 
GOODYEAR HEREBY DISCLAIMS, ANY AND ALL OTHER 
WARRANTIES AND REPRESENTATIONS, EXPRESS 
OR IMPLIED, INCLUDING WITHOUT LIMITATION ANY 

WARRANTY OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE, AND NO OTHER WARRANTY OR 
REPRESENTATION OF ANY KIND IS MADE BY GOODYEAR 
OR SHALL BE IMPLIED BY LAW.

LIMITATION OF DAMAGES: IN NO EVENT AND UNDER 
NO CIRCUMSTANCE SHALL GOODYEAR BE LIABLE TO 
THE BUYER FOR CONSEQUENTIAL, LOST PROFIT, LOSS 
OF BUSINESS, LOSS OF GOODWILL OR REPUTATION, 
PUNITIVE OR OTHER DAMAGE, COST (INCLUDING FOR 
REPLACEMENT TRANSPORTATION), EXPENSE OR LOSS OF 
ANY KIND. SOME STATES DO NOT ALLOW THE EXCLUSION 
OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL 
DAMAGES, SO THE ABOVE LIMITATION OR EXCLUSION MAY 
NOT APPLY TO YOU.

Note: No Representative or Dealer has authority to 
make any representation, promise or agreement on 
behalf of Goodyear except as stated herein. Any tire, 
no matter how well constructed, may fail in service or 
otherwise become unserviceable due to conditions 
beyond the control of the manufacturer. Under no 
circumstances is this warranty a representation that a 
tire failure cannot occur. 

SERIOUS INJURY, DEATH OR PROPERTY DAMAGE MAY 
RESULT FROM:
•  TIRE FAILURE DUE TO UNDERINFLATION/OVERLOADING/

MISAPPLICATION. Follow the vehicle owner’s manual or 
tire placard in the vehicle.

•  TIRE FAILURE DUE TO IMPACT DAMAGE/IMPROPER 
MAINTENANCE. Tires should be inspected regularly by 
a qualified technician for signs of damage, such as 
punctures or impacts.

•  TIRE FAILURE DUE TO IMPROPER REPAIRS. See 
Rubber Manufacturers Association (RMA) established 
repair procedures at www.rma.org, and/or go to 
www.goodyear.com for information on proper 
repair procedures.

•  EXPLOSION OF TIRE/RIM ASSEMBLY DUE TO IMPROPER 
MOUNTING. Only specially trained persons should 
mount tires. When mounting tires, use a safety cage 
and a clip-on extension air hose to inflate.

•  FAILURE TO MOUNT RADIAL TIRES ON APPROVED RIMS.
•  FAILURE TO DEFLATE SINGLE OR DUAL ASSEMBLIES 

COMPLETELY BEFORE DEMOUNTING.
•  TIRE SPINNING. On slippery surfaces such as snow, 

mud, ice, etc., do not spin tires in excess of 35 mph 
(56 kph), as indicated on the speedometer.

•  EXCESSIVE WHEEL SPINNING. This can also result in 
tire disintegration or axle failure.

FOR SERVICE ASSISTANCE OR INFORMATION: 
1.  First contact the nearest Authorized Goodyear 

Commercial Tire Retailer. 

2. If additional assistance is required: 

 •  In the U.S., write to —
   Goodyear Customer Assistance Center 

Department 728 
200 Innovation Way
Akron, OH 44316 

 •  In Canada, write to — 
  Goodyear Customer Assistance Center

450 Kipling Avenue 
Toronto, Ont. M8Z 5E1

www.goodyeartrucktires.com
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DON’T ATTEMPT TO MOUNT YOUR OWN TIRES 
Serious injury or death may result from explosion of tire/rim assembly 
due to improper mounting procedures. Follow tire manufacturer’s 
instructions and match tire diameter to rim diameter. Mount light truck 
radials on rims approved for radial service. Do not apply bead sealer. This 
can inhibit bead seating. Lubricate beads and tire rim (including tube or 
flap) contact surfaces. Lock assembly on mounting machine or place in 
safety cage. STAND BACK and never exceed 40 psi to seat beads. Never 
use a volatile substance or a rubber “donut” (also known as a bead 
expander or “O-Ring”) to aid bead seating. Only specially trained persons 
should mount tires. 

DON’T MIX TIRES OF DIFFERENT SIZES AND TYPES  
ON THE SAME AXLE 
For optimum handling and control, Goodyear recommends fitment of 
four (4) tires of the same type and size unless otherwise specified by 
the vehicle manufacturer.

 WARNING
Before you replace your tires, always consult the vehicle owner’s 
manual and follow the vehicle manufacturer’s replacement tire 
recommendations. Vehicle handling may be significantly affected by 
a change in tire size or type. When selecting tires that are different 
from the Original Equipment size, see a professional installer in order to 
make certain that proper clearance, load-carrying capacity and inflation 
pressure are selected. Never exceed the maximum load capacity and 
inflation pressure listed on the sidewall of the tire. Always drive safely 
and obey all traffic laws. Avoid sudden, sharp turns or aggressive lane 
changes. Failure to follow this warning may result in loss of control of 
the vehicle, leading to an accident and serious injury or death.
When replacing tires, you must maintain the outside diameter and 
load-carrying capacity of the Original Equipment tire. Inflation pressure 
may need to be adjusted to avoid overloading the tire. Consult the Tire & 
Rim Association Load and Inflation Tables, ETRTO or JATMA standards for 
correct load and inflation information. 

NEVER FIT TIRES TO A VEHICLE THAT HAVE LESS LOAD-
CARRYING CAPACITY THAN REQUIRED BY THE ORIGINAL 
EQUIPMENT MANUFACTURER
Examples: Many vehicles, such as large passenger vans, require Load 
Range E tires as designated by the vehicle manufacturer. Fitment of a 
tire, such as a Load Range D, with less carrying capacity is not allowed.
NOTE: Goodyear-manufactured and/or marketed European-Metric and 
P-Metric passenger tires are interchangeable as long as they have  
the same section width, same aspect ratio and same rim diameter.  
Caution: Never substitute a “Standard Load” (SL) tire for an "Extra 
Load" (XL) or "Reinforced" tire. If the vehicle was originally equipped 
with “Extra Load” (XL) or "Reinforced" tires, replace those tires with 
similar-sized "Extra Load" (XL) or "Reinforced" tires.

FOLLOW THESE ADDITIONAL GUIDELINES 
When installing only two tires, fit the tires with the deepest tread depth 
on the rear axle. If radials and non-radials must be fitted to the same 
vehicle, fit radials on rear axle. Never mix radials and non-radials on the 
same axle. When fitting winter tires or all-season tires to performance 
vehicles, always fit in sets of four. It is not recommended to fit tires with 
different speed ratings. If tires with different speed ratings are installed 
on a vehicle, they should be installed with like pairs on the same axle. The 
speed capability of the vehicle will become limited to that of the lowest 
speed rated tires. Use of lift kits with some vehicle/tire combinations can 
cause instability. When changing tire sizes, always consult Dealer for 
optimum rim width and carefully check vehicle/tire clearances. 

RETREADED TIRES 
Retreaded passenger and light truck tires are not warranted by Goodyear 
for any reason. Speed ratings and U.S. Department of Transportation test 
compliance certifications are voided for retreaded tires. 

DO MAINTAIN VEHICLE SUSPENSION, WHEEL ALIGNMENT AND 
BALANCE AND ROTATE YOUR TIRES 
Lack of rotation, worn suspension parts, underinflation/overinflation, 
wheel imbalance and misalignment can cause vibration or irregular 
tire wear. Rotate your tires according to your vehicle manufacturer’s 
recommendations or at maximum intervals of 6,000 miles/10,000 km. 
FOR ADDITIONAL INFORMATION, SEE THE “BE TIRE SMART/ 
PLAY YOUR PART” BROCHURE PUBLISHED BY U.S. TIRE MANUFACTURERS 
ASSOCIATION (USTMA). A COPY OF THIS BROCHURE CAN BE DOWNLOADED 
FROM THE USTMA WEBSITE: 
https://www.ustires.org/publications

HOW TO READ A TIRE D.O.T. SERIAL NUMBER 
D.O.T. stands for Department of Transportation and the number is on the 
lower sidewall of each tire to show that the tire meets or exceeds the 
Department of Transportation safety standards. 

Understanding Tire D.O.T. Numbers

M6MJEH0R0911
12 Digit # = 2000’s Production / 11 Digit # = 1990’s Production

 M6 MJ EH0R 0911

 Mfgr. Government Manufacturer Tire Build Date 
 Plant Code Size and Construction (9th week of 2011) 
  Ply Code Code

TIRE SERVICE LIFE 
Tires are designed and built to provide many thousands of miles of 
excellent service. For maximum benefit, tires must be maintained properly 
to avoid tire damage that may result in removal from service before the 
tread is worn down to minimum depth. 
It is not practical to accurately predict the service life of any specific 
tire in chronological time since service conditions vary widely. The 
serviceability of a tire over time is a function of the storage and service 
conditions (inflation pressure, load, speed, road hazard injury, etc.) 
to which a tire is subjected. Consumers should not rely solely on the 
appearance of the tire but should be aware of any change in dynamic 
performance such as increased air loss, noise or vibration, which could be 
a sign to remove the tire. Therefore, it is essential to have tires, including 
spares, inspected regularly (at least monthly) for proper inflation 
pressure, damage and treadwear.
Check your vehicle's owner's manual (or your vehicle) to determine if 
it is equipped with run-flat (extended mobility) tires. If your vehicle is 
equipped with run-flat tires, the following applies:

RUN-FLAT TECHNOLOGY EXTENDED MOBILITY TECHNOLOGY 
(EMT™), RUNONFLAT® (ROF) 
IMPORTANT SAFETY INFORMATION 
OPERATIONAL MONITORING 
In order for Goodyear Run-Flat (Extended Mobility Technology [EMT], 
RunOnFlat [ROF]) tires to obtain the performance criteria stated within 
this Limited Warranty, Goodyear tires must use specific parts, such as a 
low tire pressure-monitoring system authorized by the Original Equipment 
vehicle manufacturer.
Vehicles that are equipped Original Equipment with Goodyear Run-Flat 
tires must be fitted with wheels, tires and tire pressure-monitoring 
systems as specified by your vehicle manufacturer. For proper wheel, tire 
and TPMS fitment, please refer to your vehicle’s Owner’s Manual.

RUN-FLAT TIRE FEATURE
The Goodyear Run-Flat tire is a high-performance tire with a remarkable 
feature: It can operate for limited distances (driven 50 miles [80 km] 
maximum at speeds up to 50 mph [80 kph]) with very low or even no 
inflation pressure. This is an important benefit, especially if inflation  
loss occurs at a location where immediately stopping your vehicle could  
be hazardous. 
Because these tires ride well even without air pressure, your vehicle  
must be equipped with a system to alert you when a tire has low or no  
air pressure.

TIRE PRESSURE-MONITORING SYSTEM ALERT 
Refer to your vehicle Owner’s Manual for more information on what to do if 
the tire pressure warning system activates. 

 WARNING
If the tire pressure-monitoring system signals an alert, follow these safety 
precautions to prevent a loss of vehicle control that could result in serious 
personal injury or death: 
•  Slow your speed. Do not exceed 50 mph (80 kph). 
•  Avoid hard cornering, hard braking and severe handling maneuvers. 
•  Avoid potholes and other road hazards. 
Remember that when your tires have lost air pressure, your vehicle’s 
handling capability is reduced, particularly during severe maneuvers. 

TO PROLONG TIRE LIFE DURING A SYSTEM ALERT 
The Goodyear Run-Flat tires can be driven up to 50 miles (80 km) at 
sustained speeds of up to 50 mph (80 kph) at low or zero air pressure. 
However, the tire may have to be replaced if driven to these limits. To help 
prolong the life of a tire operating under low-inflation conditions, drive at a 
speed as far below 50 mph (80 kph) as possible. Also, drive the shortest 
distance possible before obtaining tire service. Taking these precautions 
will increase the chance that your tire will be repairable. 

SERVICE AFTER A SYSTEM ALERT 
To obtain service after operating under low-inflation conditions, contact 
your Goodyear Run-Flat service facility. Trained service personnel will 
inspect your tires to determine if they are in need of repair or replacement. 
To locate the nearest authorized Goodyear Run-Flat service facility, call 
1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Because of the unique characteristics of Run-Flat tires, the wheels on  
which they are mounted and your vehicle’s tire pressure-monitoring 
system, all tire service work other than routine inflation maintenance and 
external inspections must be performed by service personnel at a Goodyear 
Run-Flat service facility.
Do not attempt to mount or demount Run-Flat tires yourself; serious 
injury or death could result. Only specially trained persons should mount, 
demount and repair Run-Flat tires, and more than 40 psi (270 kPa) may be 
required to seat beads. A safety cage and clip-on extension air hose must 
be used if more than 40 psi (270kPa) is needed to seat beads.

TIRE REPAIR 
Like any other Goodyear speed-rated, high-performance tire, the Goodyear 
Run-Flat tire may be repaired to correct a puncture in the tread, but  
PROPER MATERIALS AND PROCEDURES MUST BE USED. Contact a Goodyear or 
Run-Flat service facility for information on proper repairs. For the location of 
the nearest facility, call 1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Goodyear Run-Flat tires are designed for use only on certain original 
equipment wheels supplied with a properly operating low tire pressure-
monitoring system. If applied to a vehicle without a properly operating low 
tire pressure-monitoring system, the tires may fail when operated in an 
underinflated condition, resulting in loss of vehicle control and possible 
serious injury or death. Application of these tires to a vehicle not equipped 
with specified operational low tire pressure-monitoring system constitutes 
improper and unsafe use of this product.

FOR SERVICE ASSISTANCE OR INFORMATION, FIRST CONTACT THE 
NEAREST GOODYEAR RETAILER. 
1)  For assistance in locating the nearest Goodyear Retailer, call 

1-800-GOODYEAR or look in the Yellow Pages under Tire Dealers – New. 

2)  Go to www.goodyear.com for the U.S. or www.goodyear.ca for Canada. 
 
If additional assistance is required: 
Call the Customer Assistance Center 
at 1-800-321-2136 for U.S. or 1-800-387-3288 for Canada

 email: goodyear_cr@goodyear.com or write:

 Customer Assistance Center 
 Dept 728 
 200 Innovation Way 
 Akron, OH 44316-0001
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HIGHWAY AUTO AND LIGHT TRUCK TIRE WARRANTY AND 
ADJUSTMENT POLICY 
(EXCLUDES GOODYEAR® UNISTEEL® RADIAL LIGHT TRUCK TIRES) 
WHO IS ELIGIBLE? 
You are eligible for the benefits of this Limited Warranty if you meet all the 
following criteria: 
•  You are the owner or authorized agent of the owner of new Goodyear  

highway auto or light truck tires 
•  Your tires bear Department of Transportation prescribed tire  

identification numbers 
•  Your tires have been used only on the vehicle on which they were  

originally installed according to the vehicle manufacturer’s or  
Goodyear’s recommendations 

•  Your tires were purchased on or after April 1, 2018
Light truck tires are defined as all tires identified with the “LT” designation in 
the sidewall stamping. 

WHAT IS COVERED AND FOR HOW LONG? 
FREE TIRE REPLACEMENT 
Any new Goodyear highway radial auto, radial light truck tire or Special 
Trailer (ST) tire, covered by this policy, removed from service due to a 
covered warranty condition during the first 2/32" of usable tread or twelve 
months from date of purchase, whichever comes first, will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 
(Without proof of purchase the date of manufacture will be used to determine 
eligibility.) 

ALL OTHER HIGHWAY AUTO OR LIGHT TRUCK TIRES 
Any new Goodyear highway auto or light truck tire, other than radial auto 
or radial light truck tires, removed from service due to a covered warranty 
condition during the first 1/32" of usable tread will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 

TEMPORARY SPARE TIRES 
Any Goodyear temporary spare tire removed from service due to a covered 
warranty condition during the first 50% of usable treadwear (1/32") will be 
replaced with a comparable new Goodyear temporary spare tire at no charge, 
including mounting. 

PRORATED ADJUSTMENT 
Tires not eligible for free replacement that are removed from service due to a 
covered warranty condition will be replaced with a comparable new Goodyear 
tire on a prorated basis for up to six (6) years from the date of original new tire 
purchase or when the treadwear indicators become visible (worn to 2/32"), 
whichever occurs first. (Without proof of purchase the date of manufacture will 
be used to determine eligibility.)

HOW WILL PRORATED CHARGES BE CALCULATED? 
Replacement price will be calculated by multiplying the tire’s advertised retail 
selling price at the time of adjustment by the percentage of usable original 
tread that has been worn off. You pay for mounting and balancing, and an 
amount equal to the current Federal Excise Tax (F.E.T. – U.S. only) and any 
other applicable taxes and government-mandated charges. 
EXAMPLE: If your disabled tire had an original 8/32" of usable treadwear and is 
worn to 4/32" usable tread remaining, you have used 50% and therefore must 
pay 50% of the advertised retail selling price of the comparable tire. 
In addition, you must pay an amount equal to the full current Federal Excise 
Tax (U.S. only) or any other applicable taxes and government-mandated 
charges for the comparable new replacement tire at the time of adjustment. 
If the price of the new comparable tire is $130.00, the cost to you would be 
$65.00 plus F.E.T. (U.S. only) plus any other applicable taxes and  
government-mandated charges.

WHAT IS A COMPARABLE TIRE? 
A “comparable” new Goodyear tire will be the same brand tire and may be 

either the same line of tire or, in the event that the tire is not available, the 
same brand tire with the same basic construction and similar performance 
attributes with a different sidewall or tread configuration. If a higher priced 
tire is accepted as replacement, the difference in price will be at an additional 
charge to you. Any replacement tire provided pursuant to this warranty will be 
covered by the warranty in effect at the time of replacement. 

ADDITIONAL PROVISIONS 
A tire has delivered its full original tread life and the coverage of this limited 
warranty ends when the treadwear indicators become visible (worn to 2/32") or 
six (6) years from the date of new tire purchase, whichever occurs first. (Without 
proof of purchase the date of manufacture will be used to determine eligibility.) 

LIMITATIONS 
This limited warranty is applicable only in the United States and Canada. 

GOODYEAR TREAD LIFE LIMITED WARRANTY 
In addition to the provisions of the limited warranty for covered warranty 
conditions, any new Goodyear replacement tire listed below is warranted 
against treadwear wear-out based on the following table for up to six (6)  
years or the mileage indicated, whichever occurs first: 
  U.S. CANADA
 TIRE MILES KILOMETRES

If the tread wears evenly down to the treadwear indicators (worn to 2/32") 
before delivering the warranted mileage, the tire will be replaced on a 
prorated basis, provided the original invoice is presented showing the vehicle 
mileage when the tires were originally installed. 
EXAMPLE: If your tire has a tread life limited warranty of 80,000 miles 
(130,000 kilometres) and delivers 56,000 miles (91,000 kilometres) 
prior to wear-out (down to 2/32"), the tire will be replaced for 70% of the 
advertised selling price of the comparable tire at the time of adjustment. If 
the price of the new comparable tire is $130, the cost to you would be $91, 
plus any additional charges such as mounting, balancing and any other 
applicable taxes and government-mandated charges. 
The Tread Life Limited Warranty applies only if you are the original  
purchaser and the tires have been used only on the vehicle on which they 
were originally installed, according to Goodyear’s or the vehicle  
manufacturer’s recommendations. 
However, the Tread Life Limited Warranty does not apply to: 
•  Tires used in commercial applications including, but not limited to, police, 

taxi service, national account, government and contract sales. 
•  Tires supplied as original equipment. 
•  Tires that are installed on any vehicle other than the vehicle on which they 

were originally installed. 
•  Tires that after leaving the producing factory have had the tread pattern 

altered in any manner such as, but not limited to, siping, carving, shaving 
or having any material applied to the tread surface.

You must retain your original tire purchase invoice (see B. under Owner’s 
Obligations) for tread life limited warranty consideration. 

OWNER’S OBLIGATIONS: 
A.  You must rotate your tires in accordance with the prescribed  

rotation patterns as recommended by either the vehicle manufacturer  
or Goodyear. 

B.  When making a claim under the Tread Life Limited Warranty, you 
must present your original tire purchase invoice which shows the tire 
description, mileage and date the tire(s) were installed. 

C.  You must present the tire to be adjusted to a Goodyear Retailer. Tires 
replaced as an adjustment become the property of The Goodyear Tire & 
Rubber Company or Goodyear Canada Inc. 

D.  You must pay any other applicable taxes and government-mandated 
charges for any additional service you order at the time of adjustment 
relating to any unique applications requiring mounting, demounting  
or balancing. 

E.  No claim will be recognized unless submitted on a Goodyear claim form 
(supplied by a Goodyear Retailer) completely filled out and where you, 
the owner, or your authorized agent presented the tire for adjustment.

WHAT IS NOT COVERED BY THIS WARRANTY? 
This limited warranty does not cover the following: 
•  Tires submitted for ride disturbance complaints that are worn beyond the 

first two thirty-seconds of an inch (2/32") tread depth or tires submitted 
for ride disturbance due to damaged wheels or any vehicle condition.

•  Goodyear does not warrant or give credit in any adjustment transaction 
for any kind of material added to a tire (e.g., tire fillers, sealants, balancing 
substances)after the tire leaves a factory producing Goodyear tires, nor will 
it adjust any tire that has failed as a result of adding such material. 

•  Irregular wear or damage due to mechanical condition of the vehicle, 
improper inflation, overloading, high speed spin-up, misapplication, misuse, 
negligence, racing, use of tire chains, improper mounting or demounting, 
improper repair, wreck, collision or fire. 

•  Road hazards (includes, but is not limited to, punctures, cuts, snags, 
impact breaks, etc.). 

•  Any tire that, after leaving a factory producing Goodyear tires, has been 
intentionally altered to change its appearance (e.g., white inlay on a  
black tire or regrooved). 

•  Tires with weather-cracking that were purchased more than four (4)  
years prior to presentation for adjustment or, if purchase date cannot  
be verified, manufactured more than four years prior to presentation  
for adjustment. 

•  Temporary spare tires used on vehicles used in racing and on passenger 
cars in special applications such as police pursuit service. 

•  Goodyear Unisteel Commercial Radial Light Truck Tires. 
•  Tires removed from service due to improper repairs.
•  Cosmetic weather checking.
•  Low tire pressure-monitoring system – refer to vehicle  

manufacturer’s warranty.
•  Ultra high-performance summer tires are not recommended for winter 

use, and tread or shoulder cracking on those tires resulting from winter 
use will not be covered under our warranty.

WHAT ARE YOUR LEGAL RIGHTS? 
No Representative or Dealer has authority to make any representation, 
promise or agreement on behalf of Goodyear, except as stated herein. 
Any tire, no matter how well constructed, may fail in service or otherwise 
become unserviceable due to conditions beyond the control of the 
manufacturer. Under no circumstances is this warranty a representation 
that a tire failure cannot occur. 
DISCLAIMER: THIS WARRANTY IS IN LIEU OF, AND GOODYEAR HEREBY 
DISCLAIMS, ANY AND ALL OTHER WARRANTIES AND REPRESENTATIONS, 
EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION ANY WARRANTY OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, AND NO OTHER 
WARRANTY OR REPRESENTATION OF ANY KIND IS MADE BY GOODYEAR OR 
SHALL BE IMPLIED BY LAW. 
LIMITATION OF DAMAGES: IN NO EVENT AND UNDER NO CIRCUMSTANCE 
SHALL GOODYEAR BE LIABLE TO THE BUYER FOR ANY INDIRECT, SPECIAL, 
INCIDENTAL, CONSEQUENTIAL, LOST PROFIT, LOSS OF BUSINESS, LOSS OF 
GOODWILL OR REPUTATION, PUNITIVE OR OTHER DAMAGE, COST (INCLUDING 
FOR REPLACEMENT TRANSPORTATION), EXPENSE OR LOSS OF ANY KIND. 
SOME STATES AND PROVINCES DO NOT ALLOW THE EXCLUSION OR LIMITATION 
OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR 
EXCLUSION MAY NOT APPLY TO YOU.
This warranty gives you specific legal rights and you may also have other 
rights that vary from state to state or province to province. 

HOW DO YOU OBTAIN AN ADJUSTMENT? 
A.  You must present the tire to be adjusted to an authorized Goodyear service 

facility. Tires replaced on an adjustment basis become the property of 
The Goodyear Tire & Rubber Company or Goodyear Canada Inc. 

B.  You must pay for taxes and any additional services you order at the 
time of adjustment plus any additional service that may be unique to 
your application, e.g., Tire Pressure-Monitoring System. 

C.  You must submit your claim on an approved claim form supplied by 
an authorized Goodyear service facility. The form must be filled out 
completely and signed, where you the owner or your authorized agent 
presented the tire for adjustment. 

You must go to an authorized Goodyear outlet for replacement tires and all 
warranty service.

 SAFETY WARNINGS 
Property damage, serious injury or death may result from: 
•  TIRE FAILURE DUE TO UNDERINFLATION/OVERLOADING/MISAPPLICATION. 

Follow the vehicle owner’s manual or tire placard in vehicle. 
•  TIRE FAILURE DUE TO IMPACT DAMAGE/IMPROPER MAINTENANCE. Tires 

should be inspected regularly by a qualified technician for signs of 
damage, such as punctures or impacts. 

•  TIRE FAILURE DUE TO IMPROPER REPAIRS. See U.S. Tire Manufacturers 
Association (USTMA) established repair procedures at www.ustires.org 
and/or go to www.goodyear.com for information on proper repair procedures. 

•  EXPLOSION OF TIRE/RIM ASSEMBLY DUE TO IMPROPER MOUNTING. Only 
specially trained persons should mount tires. 

•  FAILURE TO MOUNT RADIAL TIRES ON APPROVED RIMS. 
•  FAILURE TO DEFLATE SINGLE OR DUAL ASSEMBLIES COMPLETELY  

BEFORE DEMOUNTING. 
•  TIRE SPINNING. On slippery surfaces such as snow, mud, ice, etc., do not  

spin tires in excess of 35 mph (55 kph), as indicated on the speedometer.
•  EXCESSIVE WHEEL SPINNING. This can also result in tire disintegration 

or axle failure.

 WARNING Vehicle handling, traction, ride comfort and other 
performance parameters may be significantly affected by a change in 
tire size or type. Before replacing tires, always consult and follow the 
vehicle owner’s manual because some vehicle manufacturers prohibit 
changing tire size. When selecting tires that are different from the original 
equipment size make certain: (1) The tires have adequate load-carrying 
capacity based on the vehicle placard, (2) The tires have sufficient 
inflation pressure to carry the load and (3) There is proper clearance 
with no interference points between the tire and vehicle. The consumer 
must be aware to always drive safely and obey all traffic laws. Avoid 
sudden, sharp turns or aggressive lane changes. Failure to follow any of 
these warnings may result in loss of control of the vehicle, leading to an 
accident and serious injury or death.

TIRE CARE AND MAINTENANCE GUIDE 
The easiest way to help ensure satisfactory mileage and performance 
from your Goodyear tires is to give them a simple but frequent (at least 
monthly) inspection for proper inflation, even treadwear and the presence 
of any damage.

DO MAINTAIN PROPER INFLATION PRESSURE IN YOUR TIRES 
Proper inflation pressure is necessary for optimum tire performance, 
safety and fuel economy. Check inflation pressures at least once a month 
and before long trips. Use an accurate tire pressure gauge. Always check 
pressures when the tires are cold (when the vehicle has been driven less 
than one mile). If you must check inflation when the tires are hot, add 
4 psi (27 kPa) to the recommended cold inflation pressure. It is difficult  
to tell just by looking at radial tires whether they are underinflated.* 
Furthermore, when operating a vehicle equipped with radial tires, it is 
difficult to notice when a tire has gone flat or nearly flat since the “feel”  
of the vehicle does not change significantly. 
* Evidence of air loss or repeated underinflation always requires expert 

inspection to determine the source of leakage and tire removal to 
determine repairability. To avoid injury, NEVER attempt to reinflate a 
tire that has been run severely underinflated.

Progressive air loss may result from punctures, cuts, curbing, impacts 
or partial bead unseating. Some fitment causes for air loss are (1) 
incomplete bead seating, (2) bead tearing caused by a machine tool due 
to insufficient lubrication or improper adjustment. Leaking valve core or 
rubber valve components should be replaced when problems are detected 
and whenever tires are replaced. 
Always maintain inflation pressure at the level recommended by 
the vehicle manufacturer as shown on the vehicle placard, vehicle 
certification label or in the vehicle owner’s manual.
Underinflation is the leading cause of tire failure and may result in severe 
cracking, component separation or “blowout.” It reduces tire load capacity, 
allows excessive sidewall flexing and increases rolling resistance, 
resulting in heat and mechanical damage. Maintaining proper inflation 
pressure is the single most important thing you can do to promote tire 
durability and maximize tread life. Overinflation increases stiffness, which 
may deteriorate ride and generate unwanted vibration. Overinflation also 
increases the chances of impact damage. 

DON’T OVERLOAD YOUR VEHICLE 
Check your vehicle owner’s manual to determine the load limits. 
Overloading your vehicle places stress on your tires and other critical 

 Assurance® All-Season 65,000 105,000
 Assurance® TripleTred® All-Season 80,000 130,000 
 (T- and H-speed rated only) 
 Assurance® TripleTred® All-Season 70,000 110,000 
 (V-speed rated only) 
 Assurance® TripleTred® 80,000 130,000
 Assurance® ComforTred® Touring 80,000 130,000 
 (T- and H-speed rated only)
 Assurance® ComforTred® Touring 70,000 110,000 
 (V-speed rated only)
 Assurance® ComforTred® 80,000 130,000
 Assurance® Fuel Max® 65,000 105,000
 Assurance®CS Fuel Max® 65,000 105,000
 Assurance®CS TripleTred® All-Season 65,000 105,000
 Assurance® MaxLife® 85,000 140,000
 Assurance® WeatherReadyTM 60,000 95,000
 Eagle® F1 Asymmetric All-Season* 45,000 75,000
 Eagle GT® (V-speed rated only) 50,000 80,000
 Eagle® Sport All-Season** 50,000 80,000
 Fierce Instinct® VR 50,000 80,000 
 Fierce Instinct® ZR 30,000 50,000
 Fortera® TripleTred™ 60,000 95,000
 Fortera® HL 60,000 95,000
 Integrity® 50,000 80,000
 Wrangler® All-Terrain Adventure with Kevlar® 60,000 95,000
 Wrangler ArmorTrac® (LT Sizes) 45,000 75,000
 Wrangler ArmorTrac® (P-Metric) 50,000 80,000
 Wrangler DuraTrac® (Excludes LT sizes) 50,000 80,000
 Wrangler Fortitude HT® (Excludes LT sizes) 65,000 105,000
 Wrangler Fortitude HT® (LT sizes) 50,000 80,000
 Wrangler® SilentArmor® 50,000 80,000
 Wrangler SR-A® (Excludes LT sizes) 50,000 80,000
 Wrangler TrailRunner AT® 55,000 85,000

vehicle components. Overloading a vehicle can cause poor handling or 
increased fuel consumption and may cause tire failure. Overloading your 
tires can result in severe cracking, component separation or “blowout.” 
Never fit your vehicle with new tires that have less load capacity than 
shown on the vehicle tire placard and remember that optimum rim width 
is important for proper tire load distribution and function. The maximum 
load capacity stamped on the sidewalls of P-Metric & European Metric 
tires is reduced by 10% when used on a light truck, utility vehicle or 
trailer. Never fit P-Metric or European Metric tires to light trucks that 
specify LT-type replacement tires. 

DON’T SPIN YOUR TIRES EXCESSIVELY 
Avoid excessive tire spinning when your vehicle is stuck in snow, ice, 
mud or sand. The centrifugal forces generated by a free-spinning  
tire/wheel assembly may cause sudden tire explosion, resulting in 
vehicle damage and/or serious personal injury to you or a bystander. 
Never exceed 35 mph/55 kph, as indicated on your speedometer. Use 
a gentle backward and forward rocking motion to free your vehicle for 
continued driving. Never stand near or behind a tire spinning at high 
speeds, for example, while attempting to push a vehicle that is stuck or 
when an on-the-car spin balance machine is in use.

DO CHECK YOUR TIRES FOR WEAR 
Always remove tires from service when they reach two thirty-seconds 
of an inch (2/32") remaining tread depth. All new tires have treadwear 
indicators which appear as smooth banks in the tread grooves when 
they wear to the two thirty-seconds of an inch (2/32") level. Many wet 
weather accidents result from skidding on bald or nearly bald tires. 
Excessively worn tires are also more susceptible to penetrations. 

DO CHECK YOUR TIRES FOR DAMAGE 
Frequent (at least monthly) inspection of your tires for signs of damage 
and their general condition is important for safety. If you have any 
questions, have your tire Dealer inspect them. Impacts, penetrations, 
cracks, knots, bulges or air loss always require tire removal and expert 
inspection. Never perform a temporary repair or use an inner tube as a 
substitute for a proper repair. Only qualified persons should repair tires. 

PROPER TIRE REPAIR 
NOTE: Goodyear does not warrant any inspection or repair process.  
The repair is entirely the responsibility of the repairer and should be 
made in accordance with established U.S. Tire Manufacturers Association 
(USTMA) procedures. 

Tire Pressure-Monitoring System Alert 
Refer to your vehicle Owner’s Manual for more information on what to do 
if the tire pressure warning system activates.

THE CONVENIENCE (TEMPORARY) SPARE 
The Convenience (Temporary) Spare is designed, built and tested to 
the high engineering standards set by North America’s leading car 
manufacturers and to Goodyear's own high standards of quality control. 
It is designed to take up a minimum of storage space and, at the same 
time, fulfill the function of a spare tire when needed. The spare is kept in 
its storage space, fully inflated at 60 psi. To be sure it is always ready for 
use, the air pressure should be checked on a regular basis.
The Convenience (Temporary) Spare can be used in combination with the 
original tires on your vehicle. You can expect a tire tread life of up to 3,000 
miles (4,800 kilometres), depending on road conditions and your driving 
habits. To conserve tire tread life, return the spare to the storage area as 
soon as it is convenient to have the standard tire repaired or replaced.
The Convenience (Temporary) Spare weighs less than a standard tire 
so it’s easier to handle. It also helps reduce the total car weight, which 
contributes to fuel economy.
The wheels used with the Convenience (Temporary) Spare are 
specifically designed for use with high pressure spares and should 
never be used with any other type tire. 

  * For vehicles with different front and rear tire sizes, the rear tires will have a 22,500 mile/ 
37,500 kilometre tread life warranty.

** For vehicles with different front and rear tire sizes, the rear tires will have a 25,000 mile/ 
40,000 kilometre tread life warranty.

DuPont™ and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

HOW WILL TREAD LIFE LIMITED WARRANTY CHARGES BE CALCULATED? 
Driving habits, road conditions, driving conditions and vehicle maintenance  
are all factors that contribute to tire wear. If your tires do not reach the  
miles/kilometres listed in the Tread Life table and meet with all the terms of  
the Tread Life Limited Warranty, the tires will be replaced as follows: 



HIGHWAY AUTO AND LIGHT TRUCK TIRE WARRANTY AND 
ADJUSTMENT POLICY 
(EXCLUDES GOODYEAR® UNISTEEL® RADIAL LIGHT TRUCK TIRES) 
WHO IS ELIGIBLE? 
You are eligible for the benefits of this Limited Warranty if you meet all the 
following criteria: 
•  You are the owner or authorized agent of the owner of new Goodyear  

highway auto or light truck tires 
•  Your tires bear Department of Transportation prescribed tire  

identification numbers 
•  Your tires have been used only on the vehicle on which they were  

originally installed according to the vehicle manufacturer’s or  
Goodyear’s recommendations 

•  Your tires were purchased on or after April 1, 2018
Light truck tires are defined as all tires identified with the “LT” designation in 
the sidewall stamping. 

WHAT IS COVERED AND FOR HOW LONG? 
FREE TIRE REPLACEMENT 
Any new Goodyear highway radial auto, radial light truck tire or Special 
Trailer (ST) tire, covered by this policy, removed from service due to a 
covered warranty condition during the first 2/32" of usable tread or twelve 
months from date of purchase, whichever comes first, will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 
(Without proof of purchase the date of manufacture will be used to determine 
eligibility.) 

ALL OTHER HIGHWAY AUTO OR LIGHT TRUCK TIRES 
Any new Goodyear highway auto or light truck tire, other than radial auto 
or radial light truck tires, removed from service due to a covered warranty 
condition during the first 1/32" of usable tread will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 

TEMPORARY SPARE TIRES 
Any Goodyear temporary spare tire removed from service due to a covered 
warranty condition during the first 50% of usable treadwear (1/32") will be 
replaced with a comparable new Goodyear temporary spare tire at no charge, 
including mounting. 

PRORATED ADJUSTMENT 
Tires not eligible for free replacement that are removed from service due to a 
covered warranty condition will be replaced with a comparable new Goodyear 
tire on a prorated basis for up to six (6) years from the date of original new tire 
purchase or when the treadwear indicators become visible (worn to 2/32"), 
whichever occurs first. (Without proof of purchase the date of manufacture will 
be used to determine eligibility.)

HOW WILL PRORATED CHARGES BE CALCULATED? 
Replacement price will be calculated by multiplying the tire’s advertised retail 
selling price at the time of adjustment by the percentage of usable original 
tread that has been worn off. You pay for mounting and balancing, and an 
amount equal to the current Federal Excise Tax (F.E.T. – U.S. only) and any 
other applicable taxes and government-mandated charges. 
EXAMPLE: If your disabled tire had an original 8/32" of usable treadwear and is 
worn to 4/32" usable tread remaining, you have used 50% and therefore must 
pay 50% of the advertised retail selling price of the comparable tire. 
In addition, you must pay an amount equal to the full current Federal Excise 
Tax (U.S. only) or any other applicable taxes and government-mandated 
charges for the comparable new replacement tire at the time of adjustment. 
If the price of the new comparable tire is $130.00, the cost to you would be 
$65.00 plus F.E.T. (U.S. only) plus any other applicable taxes and  
government-mandated charges.

WHAT IS A COMPARABLE TIRE? 
A “comparable” new Goodyear tire will be the same brand tire and may be 

either the same line of tire or, in the event that the tire is not available, the 
same brand tire with the same basic construction and similar performance 
attributes with a different sidewall or tread configuration. If a higher priced 
tire is accepted as replacement, the difference in price will be at an additional 
charge to you. Any replacement tire provided pursuant to this warranty will be 
covered by the warranty in effect at the time of replacement. 

ADDITIONAL PROVISIONS 
A tire has delivered its full original tread life and the coverage of this limited 
warranty ends when the treadwear indicators become visible (worn to 2/32") or 
six (6) years from the date of new tire purchase, whichever occurs first. (Without 
proof of purchase the date of manufacture will be used to determine eligibility.) 

LIMITATIONS 
This limited warranty is applicable only in the United States and Canada. 

GOODYEAR TREAD LIFE LIMITED WARRANTY 
In addition to the provisions of the limited warranty for covered warranty 
conditions, any new Goodyear replacement tire listed below is warranted 
against treadwear wear-out based on the following table for up to six (6)  
years or the mileage indicated, whichever occurs first: 
  U.S. CANADA
 TIRE MILES KILOMETRES

If the tread wears evenly down to the treadwear indicators (worn to 2/32") 
before delivering the warranted mileage, the tire will be replaced on a 
prorated basis, provided the original invoice is presented showing the vehicle 
mileage when the tires were originally installed. 
EXAMPLE: If your tire has a tread life limited warranty of 80,000 miles 
(130,000 kilometres) and delivers 56,000 miles (91,000 kilometres) 
prior to wear-out (down to 2/32"), the tire will be replaced for 70% of the 
advertised selling price of the comparable tire at the time of adjustment. If 
the price of the new comparable tire is $130, the cost to you would be $91, 
plus any additional charges such as mounting, balancing and any other 
applicable taxes and government-mandated charges. 
The Tread Life Limited Warranty applies only if you are the original  
purchaser and the tires have been used only on the vehicle on which they 
were originally installed, according to Goodyear’s or the vehicle  
manufacturer’s recommendations. 
However, the Tread Life Limited Warranty does not apply to: 
•  Tires used in commercial applications including, but not limited to, police, 

taxi service, national account, government and contract sales. 
•  Tires supplied as original equipment. 
•  Tires that are installed on any vehicle other than the vehicle on which they 

were originally installed. 
•  Tires that after leaving the producing factory have had the tread pattern 

altered in any manner such as, but not limited to, siping, carving, shaving 
or having any material applied to the tread surface.

You must retain your original tire purchase invoice (see B. under Owner’s 
Obligations) for tread life limited warranty consideration. 

OWNER’S OBLIGATIONS: 
A.  You must rotate your tires in accordance with the prescribed  

rotation patterns as recommended by either the vehicle manufacturer  
or Goodyear. 

B.  When making a claim under the Tread Life Limited Warranty, you 
must present your original tire purchase invoice which shows the tire 
description, mileage and date the tire(s) were installed. 

C.  You must present the tire to be adjusted to a Goodyear Retailer. Tires 
replaced as an adjustment become the property of The Goodyear Tire & 
Rubber Company or Goodyear Canada Inc. 

D.  You must pay any other applicable taxes and government-mandated 
charges for any additional service you order at the time of adjustment 
relating to any unique applications requiring mounting, demounting  
or balancing. 

E.  No claim will be recognized unless submitted on a Goodyear claim form 
(supplied by a Goodyear Retailer) completely filled out and where you, 
the owner, or your authorized agent presented the tire for adjustment.

WHAT IS NOT COVERED BY THIS WARRANTY? 
This limited warranty does not cover the following: 
•  Tires submitted for ride disturbance complaints that are worn beyond the 

first two thirty-seconds of an inch (2/32") tread depth or tires submitted 
for ride disturbance due to damaged wheels or any vehicle condition.

•  Goodyear does not warrant or give credit in any adjustment transaction 
for any kind of material added to a tire (e.g., tire fillers, sealants, balancing 
substances)after the tire leaves a factory producing Goodyear tires, nor will 
it adjust any tire that has failed as a result of adding such material. 

•  Irregular wear or damage due to mechanical condition of the vehicle, 
improper inflation, overloading, high speed spin-up, misapplication, misuse, 
negligence, racing, use of tire chains, improper mounting or demounting, 
improper repair, wreck, collision or fire. 

•  Road hazards (includes, but is not limited to, punctures, cuts, snags, 
impact breaks, etc.). 

•  Any tire that, after leaving a factory producing Goodyear tires, has been 
intentionally altered to change its appearance (e.g., white inlay on a  
black tire or regrooved). 

•  Tires with weather-cracking that were purchased more than four (4)  
years prior to presentation for adjustment or, if purchase date cannot  
be verified, manufactured more than four years prior to presentation  
for adjustment. 

•  Temporary spare tires used on vehicles used in racing and on passenger 
cars in special applications such as police pursuit service. 

•  Goodyear Unisteel Commercial Radial Light Truck Tires. 
•  Tires removed from service due to improper repairs.
•  Cosmetic weather checking.
•  Low tire pressure-monitoring system – refer to vehicle  

manufacturer’s warranty.
•  Ultra high-performance summer tires are not recommended for winter 

use, and tread or shoulder cracking on those tires resulting from winter 
use will not be covered under our warranty.

WHAT ARE YOUR LEGAL RIGHTS? 
No Representative or Dealer has authority to make any representation, 
promise or agreement on behalf of Goodyear, except as stated herein. 
Any tire, no matter how well constructed, may fail in service or otherwise 
become unserviceable due to conditions beyond the control of the 
manufacturer. Under no circumstances is this warranty a representation 
that a tire failure cannot occur. 
DISCLAIMER: THIS WARRANTY IS IN LIEU OF, AND GOODYEAR HEREBY 
DISCLAIMS, ANY AND ALL OTHER WARRANTIES AND REPRESENTATIONS, 
EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION ANY WARRANTY OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, AND NO OTHER 
WARRANTY OR REPRESENTATION OF ANY KIND IS MADE BY GOODYEAR OR 
SHALL BE IMPLIED BY LAW. 
LIMITATION OF DAMAGES: IN NO EVENT AND UNDER NO CIRCUMSTANCE 
SHALL GOODYEAR BE LIABLE TO THE BUYER FOR ANY INDIRECT, SPECIAL, 
INCIDENTAL, CONSEQUENTIAL, LOST PROFIT, LOSS OF BUSINESS, LOSS OF 
GOODWILL OR REPUTATION, PUNITIVE OR OTHER DAMAGE, COST (INCLUDING 
FOR REPLACEMENT TRANSPORTATION), EXPENSE OR LOSS OF ANY KIND. 
SOME STATES AND PROVINCES DO NOT ALLOW THE EXCLUSION OR LIMITATION 
OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR 
EXCLUSION MAY NOT APPLY TO YOU.
This warranty gives you specific legal rights and you may also have other 
rights that vary from state to state or province to province. 

HOW DO YOU OBTAIN AN ADJUSTMENT? 
A.  You must present the tire to be adjusted to an authorized Goodyear service 

facility. Tires replaced on an adjustment basis become the property of 
The Goodyear Tire & Rubber Company or Goodyear Canada Inc. 

B.  You must pay for taxes and any additional services you order at the 
time of adjustment plus any additional service that may be unique to 
your application, e.g., Tire Pressure-Monitoring System. 

C.  You must submit your claim on an approved claim form supplied by 
an authorized Goodyear service facility. The form must be filled out 
completely and signed, where you the owner or your authorized agent 
presented the tire for adjustment. 

You must go to an authorized Goodyear outlet for replacement tires and all 
warranty service.

 SAFETY WARNINGS 
Property damage, serious injury or death may result from: 
•  TIRE FAILURE DUE TO UNDERINFLATION/OVERLOADING/MISAPPLICATION. 

Follow the vehicle owner’s manual or tire placard in vehicle. 
•  TIRE FAILURE DUE TO IMPACT DAMAGE/IMPROPER MAINTENANCE. Tires 

should be inspected regularly by a qualified technician for signs of 
damage, such as punctures or impacts. 

•  TIRE FAILURE DUE TO IMPROPER REPAIRS. See U.S. Tire Manufacturers 
Association (USTMA) established repair procedures at www.ustires.org 
and/or go to www.goodyear.com for information on proper repair procedures. 

•  EXPLOSION OF TIRE/RIM ASSEMBLY DUE TO IMPROPER MOUNTING. Only 
specially trained persons should mount tires. 

•  FAILURE TO MOUNT RADIAL TIRES ON APPROVED RIMS. 
•  FAILURE TO DEFLATE SINGLE OR DUAL ASSEMBLIES COMPLETELY  

BEFORE DEMOUNTING. 
•  TIRE SPINNING. On slippery surfaces such as snow, mud, ice, etc., do not  

spin tires in excess of 35 mph (55 kph), as indicated on the speedometer.
•  EXCESSIVE WHEEL SPINNING. This can also result in tire disintegration 

or axle failure.

 WARNING Vehicle handling, traction, ride comfort and other 
performance parameters may be significantly affected by a change in 
tire size or type. Before replacing tires, always consult and follow the 
vehicle owner’s manual because some vehicle manufacturers prohibit 
changing tire size. When selecting tires that are different from the original 
equipment size make certain: (1) The tires have adequate load-carrying 
capacity based on the vehicle placard, (2) The tires have sufficient 
inflation pressure to carry the load and (3) There is proper clearance 
with no interference points between the tire and vehicle. The consumer 
must be aware to always drive safely and obey all traffic laws. Avoid 
sudden, sharp turns or aggressive lane changes. Failure to follow any of 
these warnings may result in loss of control of the vehicle, leading to an 
accident and serious injury or death.

TIRE CARE AND MAINTENANCE GUIDE 
The easiest way to help ensure satisfactory mileage and performance 
from your Goodyear tires is to give them a simple but frequent (at least 
monthly) inspection for proper inflation, even treadwear and the presence 
of any damage.

DO MAINTAIN PROPER INFLATION PRESSURE IN YOUR TIRES 
Proper inflation pressure is necessary for optimum tire performance, 
safety and fuel economy. Check inflation pressures at least once a month 
and before long trips. Use an accurate tire pressure gauge. Always check 
pressures when the tires are cold (when the vehicle has been driven less 
than one mile). If you must check inflation when the tires are hot, add 
4 psi (27 kPa) to the recommended cold inflation pressure. It is difficult  
to tell just by looking at radial tires whether they are underinflated.* 
Furthermore, when operating a vehicle equipped with radial tires, it is 
difficult to notice when a tire has gone flat or nearly flat since the “feel”  
of the vehicle does not change significantly. 
* Evidence of air loss or repeated underinflation always requires expert 

inspection to determine the source of leakage and tire removal to 
determine repairability. To avoid injury, NEVER attempt to reinflate a 
tire that has been run severely underinflated.

Progressive air loss may result from punctures, cuts, curbing, impacts 
or partial bead unseating. Some fitment causes for air loss are (1) 
incomplete bead seating, (2) bead tearing caused by a machine tool due 
to insufficient lubrication or improper adjustment. Leaking valve core or 
rubber valve components should be replaced when problems are detected 
and whenever tires are replaced. 
Always maintain inflation pressure at the level recommended by 
the vehicle manufacturer as shown on the vehicle placard, vehicle 
certification label or in the vehicle owner’s manual.
Underinflation is the leading cause of tire failure and may result in severe 
cracking, component separation or “blowout.” It reduces tire load capacity, 
allows excessive sidewall flexing and increases rolling resistance, 
resulting in heat and mechanical damage. Maintaining proper inflation 
pressure is the single most important thing you can do to promote tire 
durability and maximize tread life. Overinflation increases stiffness, which 
may deteriorate ride and generate unwanted vibration. Overinflation also 
increases the chances of impact damage. 

DON’T OVERLOAD YOUR VEHICLE 
Check your vehicle owner’s manual to determine the load limits. 
Overloading your vehicle places stress on your tires and other critical 

 Assurance® All-Season 65,000 105,000
 Assurance® TripleTred® All-Season 80,000 130,000 
 (T- and H-speed rated only) 
 Assurance® TripleTred® All-Season 70,000 110,000 
 (V-speed rated only) 
 Assurance® TripleTred® 80,000 130,000
 Assurance® ComforTred® Touring 80,000 130,000 
 (T- and H-speed rated only)
 Assurance® ComforTred® Touring 70,000 110,000 
 (V-speed rated only)
 Assurance® ComforTred® 80,000 130,000
 Assurance® Fuel Max® 65,000 105,000
 Assurance®CS Fuel Max® 65,000 105,000
 Assurance®CS TripleTred® All-Season 65,000 105,000
 Assurance® MaxLife® 85,000 140,000
 Assurance® WeatherReadyTM 60,000 95,000
 Eagle® F1 Asymmetric All-Season* 45,000 75,000
 Eagle GT® (V-speed rated only) 50,000 80,000
 Eagle® Sport All-Season** 50,000 80,000
 Fierce Instinct® VR 50,000 80,000 
 Fierce Instinct® ZR 30,000 50,000
 Fortera® TripleTred™ 60,000 95,000
 Fortera® HL 60,000 95,000
 Integrity® 50,000 80,000
 Wrangler® All-Terrain Adventure with Kevlar® 60,000 95,000
 Wrangler ArmorTrac® (LT Sizes) 45,000 75,000
 Wrangler ArmorTrac® (P-Metric) 50,000 80,000
 Wrangler DuraTrac® (Excludes LT sizes) 50,000 80,000
 Wrangler Fortitude HT® (Excludes LT sizes) 65,000 105,000
 Wrangler Fortitude HT® (LT sizes) 50,000 80,000
 Wrangler® SilentArmor® 50,000 80,000
 Wrangler SR-A® (Excludes LT sizes) 50,000 80,000
 Wrangler TrailRunner AT® 55,000 85,000

vehicle components. Overloading a vehicle can cause poor handling or 
increased fuel consumption and may cause tire failure. Overloading your 
tires can result in severe cracking, component separation or “blowout.” 
Never fit your vehicle with new tires that have less load capacity than 
shown on the vehicle tire placard and remember that optimum rim width 
is important for proper tire load distribution and function. The maximum 
load capacity stamped on the sidewalls of P-Metric & European Metric 
tires is reduced by 10% when used on a light truck, utility vehicle or 
trailer. Never fit P-Metric or European Metric tires to light trucks that 
specify LT-type replacement tires. 

DON’T SPIN YOUR TIRES EXCESSIVELY 
Avoid excessive tire spinning when your vehicle is stuck in snow, ice, 
mud or sand. The centrifugal forces generated by a free-spinning  
tire/wheel assembly may cause sudden tire explosion, resulting in 
vehicle damage and/or serious personal injury to you or a bystander. 
Never exceed 35 mph/55 kph, as indicated on your speedometer. Use 
a gentle backward and forward rocking motion to free your vehicle for 
continued driving. Never stand near or behind a tire spinning at high 
speeds, for example, while attempting to push a vehicle that is stuck or 
when an on-the-car spin balance machine is in use.

DO CHECK YOUR TIRES FOR WEAR 
Always remove tires from service when they reach two thirty-seconds 
of an inch (2/32") remaining tread depth. All new tires have treadwear 
indicators which appear as smooth banks in the tread grooves when 
they wear to the two thirty-seconds of an inch (2/32") level. Many wet 
weather accidents result from skidding on bald or nearly bald tires. 
Excessively worn tires are also more susceptible to penetrations. 

DO CHECK YOUR TIRES FOR DAMAGE 
Frequent (at least monthly) inspection of your tires for signs of damage 
and their general condition is important for safety. If you have any 
questions, have your tire Dealer inspect them. Impacts, penetrations, 
cracks, knots, bulges or air loss always require tire removal and expert 
inspection. Never perform a temporary repair or use an inner tube as a 
substitute for a proper repair. Only qualified persons should repair tires. 

PROPER TIRE REPAIR 
NOTE: Goodyear does not warrant any inspection or repair process.  
The repair is entirely the responsibility of the repairer and should be 
made in accordance with established U.S. Tire Manufacturers Association 
(USTMA) procedures. 

Tire Pressure-Monitoring System Alert 
Refer to your vehicle Owner’s Manual for more information on what to do 
if the tire pressure warning system activates.

THE CONVENIENCE (TEMPORARY) SPARE 
The Convenience (Temporary) Spare is designed, built and tested to 
the high engineering standards set by North America’s leading car 
manufacturers and to Goodyear's own high standards of quality control. 
It is designed to take up a minimum of storage space and, at the same 
time, fulfill the function of a spare tire when needed. The spare is kept in 
its storage space, fully inflated at 60 psi. To be sure it is always ready for 
use, the air pressure should be checked on a regular basis.
The Convenience (Temporary) Spare can be used in combination with the 
original tires on your vehicle. You can expect a tire tread life of up to 3,000 
miles (4,800 kilometres), depending on road conditions and your driving 
habits. To conserve tire tread life, return the spare to the storage area as 
soon as it is convenient to have the standard tire repaired or replaced.
The Convenience (Temporary) Spare weighs less than a standard tire 
so it’s easier to handle. It also helps reduce the total car weight, which 
contributes to fuel economy.
The wheels used with the Convenience (Temporary) Spare are 
specifically designed for use with high pressure spares and should 
never be used with any other type tire. 

  * For vehicles with different front and rear tire sizes, the rear tires will have a 22,500 mile/ 
37,500 kilometre tread life warranty.

** For vehicles with different front and rear tire sizes, the rear tires will have a 25,000 mile/ 
40,000 kilometre tread life warranty.

DuPont™ and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

HOW WILL TREAD LIFE LIMITED WARRANTY CHARGES BE CALCULATED? 
Driving habits, road conditions, driving conditions and vehicle maintenance  
are all factors that contribute to tire wear. If your tires do not reach the  
miles/kilometres listed in the Tread Life table and meet with all the terms of  
the Tread Life Limited Warranty, the tires will be replaced as follows: 



HIGHWAY AUTO AND LIGHT TRUCK TIRE WARRANTY AND 
ADJUSTMENT POLICY 
(EXCLUDES GOODYEAR® UNISTEEL® RADIAL LIGHT TRUCK TIRES) 
WHO IS ELIGIBLE? 
You are eligible for the benefits of this Limited Warranty if you meet all the 
following criteria: 
•  You are the owner or authorized agent of the owner of new Goodyear  

highway auto or light truck tires 
•  Your tires bear Department of Transportation prescribed tire  

identification numbers 
•  Your tires have been used only on the vehicle on which they were  

originally installed according to the vehicle manufacturer’s or  
Goodyear’s recommendations 

•  Your tires were purchased on or after April 1, 2018
Light truck tires are defined as all tires identified with the “LT” designation in 
the sidewall stamping. 

WHAT IS COVERED AND FOR HOW LONG? 
FREE TIRE REPLACEMENT 
Any new Goodyear highway radial auto, radial light truck tire or Special 
Trailer (ST) tire, covered by this policy, removed from service due to a 
covered warranty condition during the first 2/32" of usable tread or twelve 
months from date of purchase, whichever comes first, will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 
(Without proof of purchase the date of manufacture will be used to determine 
eligibility.) 

ALL OTHER HIGHWAY AUTO OR LIGHT TRUCK TIRES 
Any new Goodyear highway auto or light truck tire, other than radial auto 
or radial light truck tires, removed from service due to a covered warranty 
condition during the first 1/32" of usable tread will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 

TEMPORARY SPARE TIRES 
Any Goodyear temporary spare tire removed from service due to a covered 
warranty condition during the first 50% of usable treadwear (1/32") will be 
replaced with a comparable new Goodyear temporary spare tire at no charge, 
including mounting. 

PRORATED ADJUSTMENT 
Tires not eligible for free replacement that are removed from service due to a 
covered warranty condition will be replaced with a comparable new Goodyear 
tire on a prorated basis for up to six (6) years from the date of original new tire 
purchase or when the treadwear indicators become visible (worn to 2/32"), 
whichever occurs first. (Without proof of purchase the date of manufacture will 
be used to determine eligibility.)

HOW WILL PRORATED CHARGES BE CALCULATED? 
Replacement price will be calculated by multiplying the tire’s advertised retail 
selling price at the time of adjustment by the percentage of usable original 
tread that has been worn off. You pay for mounting and balancing, and an 
amount equal to the current Federal Excise Tax (F.E.T. – U.S. only) and any 
other applicable taxes and government-mandated charges. 
EXAMPLE: If your disabled tire had an original 8/32" of usable treadwear and is 
worn to 4/32" usable tread remaining, you have used 50% and therefore must 
pay 50% of the advertised retail selling price of the comparable tire. 
In addition, you must pay an amount equal to the full current Federal Excise 
Tax (U.S. only) or any other applicable taxes and government-mandated 
charges for the comparable new replacement tire at the time of adjustment. 
If the price of the new comparable tire is $130.00, the cost to you would be 
$65.00 plus F.E.T. (U.S. only) plus any other applicable taxes and  
government-mandated charges.

WHAT IS A COMPARABLE TIRE? 
A “comparable” new Goodyear tire will be the same brand tire and may be 

either the same line of tire or, in the event that the tire is not available, the 
same brand tire with the same basic construction and similar performance 
attributes with a different sidewall or tread configuration. If a higher priced 
tire is accepted as replacement, the difference in price will be at an additional 
charge to you. Any replacement tire provided pursuant to this warranty will be 
covered by the warranty in effect at the time of replacement. 

ADDITIONAL PROVISIONS 
A tire has delivered its full original tread life and the coverage of this limited 
warranty ends when the treadwear indicators become visible (worn to 2/32") or 
six (6) years from the date of new tire purchase, whichever occurs first. (Without 
proof of purchase the date of manufacture will be used to determine eligibility.) 

LIMITATIONS 
This limited warranty is applicable only in the United States and Canada. 

GOODYEAR TREAD LIFE LIMITED WARRANTY 
In addition to the provisions of the limited warranty for covered warranty 
conditions, any new Goodyear replacement tire listed below is warranted 
against treadwear wear-out based on the following table for up to six (6)  
years or the mileage indicated, whichever occurs first: 
  U.S. CANADA
 TIRE MILES KILOMETRES

If the tread wears evenly down to the treadwear indicators (worn to 2/32") 
before delivering the warranted mileage, the tire will be replaced on a 
prorated basis, provided the original invoice is presented showing the vehicle 
mileage when the tires were originally installed. 
EXAMPLE: If your tire has a tread life limited warranty of 80,000 miles 
(130,000 kilometres) and delivers 56,000 miles (91,000 kilometres) 
prior to wear-out (down to 2/32"), the tire will be replaced for 70% of the 
advertised selling price of the comparable tire at the time of adjustment. If 
the price of the new comparable tire is $130, the cost to you would be $91, 
plus any additional charges such as mounting, balancing and any other 
applicable taxes and government-mandated charges. 
The Tread Life Limited Warranty applies only if you are the original  
purchaser and the tires have been used only on the vehicle on which they 
were originally installed, according to Goodyear’s or the vehicle  
manufacturer’s recommendations. 
However, the Tread Life Limited Warranty does not apply to: 
•  Tires used in commercial applications including, but not limited to, police, 

taxi service, national account, government and contract sales. 
•  Tires supplied as original equipment. 
•  Tires that are installed on any vehicle other than the vehicle on which they 

were originally installed. 
•  Tires that after leaving the producing factory have had the tread pattern 

altered in any manner such as, but not limited to, siping, carving, shaving 
or having any material applied to the tread surface.

You must retain your original tire purchase invoice (see B. under Owner’s 
Obligations) for tread life limited warranty consideration. 

OWNER’S OBLIGATIONS: 
A.  You must rotate your tires in accordance with the prescribed  

rotation patterns as recommended by either the vehicle manufacturer  
or Goodyear. 

B.  When making a claim under the Tread Life Limited Warranty, you 
must present your original tire purchase invoice which shows the tire 
description, mileage and date the tire(s) were installed. 

C.  You must present the tire to be adjusted to a Goodyear Retailer. Tires 
replaced as an adjustment become the property of The Goodyear Tire & 
Rubber Company or Goodyear Canada Inc. 

D.  You must pay any other applicable taxes and government-mandated 
charges for any additional service you order at the time of adjustment 
relating to any unique applications requiring mounting, demounting  
or balancing. 

E.  No claim will be recognized unless submitted on a Goodyear claim form 
(supplied by a Goodyear Retailer) completely filled out and where you, 
the owner, or your authorized agent presented the tire for adjustment.

WHAT IS NOT COVERED BY THIS WARRANTY? 
This limited warranty does not cover the following: 
•  Tires submitted for ride disturbance complaints that are worn beyond the 

first two thirty-seconds of an inch (2/32") tread depth or tires submitted 
for ride disturbance due to damaged wheels or any vehicle condition.

•  Goodyear does not warrant or give credit in any adjustment transaction 
for any kind of material added to a tire (e.g., tire fillers, sealants, balancing 
substances)after the tire leaves a factory producing Goodyear tires, nor will 
it adjust any tire that has failed as a result of adding such material. 

•  Irregular wear or damage due to mechanical condition of the vehicle, 
improper inflation, overloading, high speed spin-up, misapplication, misuse, 
negligence, racing, use of tire chains, improper mounting or demounting, 
improper repair, wreck, collision or fire. 

•  Road hazards (includes, but is not limited to, punctures, cuts, snags, 
impact breaks, etc.). 

•  Any tire that, after leaving a factory producing Goodyear tires, has been 
intentionally altered to change its appearance (e.g., white inlay on a  
black tire or regrooved). 

•  Tires with weather-cracking that were purchased more than four (4)  
years prior to presentation for adjustment or, if purchase date cannot  
be verified, manufactured more than four years prior to presentation  
for adjustment. 

•  Temporary spare tires used on vehicles used in racing and on passenger 
cars in special applications such as police pursuit service. 

•  Goodyear Unisteel Commercial Radial Light Truck Tires. 
•  Tires removed from service due to improper repairs.
•  Cosmetic weather checking.
•  Low tire pressure-monitoring system – refer to vehicle  

manufacturer’s warranty.
•  Ultra high-performance summer tires are not recommended for winter 

use, and tread or shoulder cracking on those tires resulting from winter 
use will not be covered under our warranty.

WHAT ARE YOUR LEGAL RIGHTS? 
No Representative or Dealer has authority to make any representation, 
promise or agreement on behalf of Goodyear, except as stated herein. 
Any tire, no matter how well constructed, may fail in service or otherwise 
become unserviceable due to conditions beyond the control of the 
manufacturer. Under no circumstances is this warranty a representation 
that a tire failure cannot occur. 
DISCLAIMER: THIS WARRANTY IS IN LIEU OF, AND GOODYEAR HEREBY 
DISCLAIMS, ANY AND ALL OTHER WARRANTIES AND REPRESENTATIONS, 
EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION ANY WARRANTY OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, AND NO OTHER 
WARRANTY OR REPRESENTATION OF ANY KIND IS MADE BY GOODYEAR OR 
SHALL BE IMPLIED BY LAW. 
LIMITATION OF DAMAGES: IN NO EVENT AND UNDER NO CIRCUMSTANCE 
SHALL GOODYEAR BE LIABLE TO THE BUYER FOR ANY INDIRECT, SPECIAL, 
INCIDENTAL, CONSEQUENTIAL, LOST PROFIT, LOSS OF BUSINESS, LOSS OF 
GOODWILL OR REPUTATION, PUNITIVE OR OTHER DAMAGE, COST (INCLUDING 
FOR REPLACEMENT TRANSPORTATION), EXPENSE OR LOSS OF ANY KIND. 
SOME STATES AND PROVINCES DO NOT ALLOW THE EXCLUSION OR LIMITATION 
OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR 
EXCLUSION MAY NOT APPLY TO YOU.
This warranty gives you specific legal rights and you may also have other 
rights that vary from state to state or province to province. 

HOW DO YOU OBTAIN AN ADJUSTMENT? 
A.  You must present the tire to be adjusted to an authorized Goodyear service 

facility. Tires replaced on an adjustment basis become the property of 
The Goodyear Tire & Rubber Company or Goodyear Canada Inc. 

B.  You must pay for taxes and any additional services you order at the 
time of adjustment plus any additional service that may be unique to 
your application, e.g., Tire Pressure-Monitoring System. 

C.  You must submit your claim on an approved claim form supplied by 
an authorized Goodyear service facility. The form must be filled out 
completely and signed, where you the owner or your authorized agent 
presented the tire for adjustment. 

You must go to an authorized Goodyear outlet for replacement tires and all 
warranty service.

 SAFETY WARNINGS 
Property damage, serious injury or death may result from: 
•  TIRE FAILURE DUE TO UNDERINFLATION/OVERLOADING/MISAPPLICATION. 

Follow the vehicle owner’s manual or tire placard in vehicle. 
•  TIRE FAILURE DUE TO IMPACT DAMAGE/IMPROPER MAINTENANCE. Tires 

should be inspected regularly by a qualified technician for signs of 
damage, such as punctures or impacts. 

•  TIRE FAILURE DUE TO IMPROPER REPAIRS. See U.S. Tire Manufacturers 
Association (USTMA) established repair procedures at www.ustires.org 
and/or go to www.goodyear.com for information on proper repair procedures. 

•  EXPLOSION OF TIRE/RIM ASSEMBLY DUE TO IMPROPER MOUNTING. Only 
specially trained persons should mount tires. 

•  FAILURE TO MOUNT RADIAL TIRES ON APPROVED RIMS. 
•  FAILURE TO DEFLATE SINGLE OR DUAL ASSEMBLIES COMPLETELY  

BEFORE DEMOUNTING. 
•  TIRE SPINNING. On slippery surfaces such as snow, mud, ice, etc., do not  

spin tires in excess of 35 mph (55 kph), as indicated on the speedometer.
•  EXCESSIVE WHEEL SPINNING. This can also result in tire disintegration 

or axle failure.

 WARNING Vehicle handling, traction, ride comfort and other 
performance parameters may be significantly affected by a change in 
tire size or type. Before replacing tires, always consult and follow the 
vehicle owner’s manual because some vehicle manufacturers prohibit 
changing tire size. When selecting tires that are different from the original 
equipment size make certain: (1) The tires have adequate load-carrying 
capacity based on the vehicle placard, (2) The tires have sufficient 
inflation pressure to carry the load and (3) There is proper clearance 
with no interference points between the tire and vehicle. The consumer 
must be aware to always drive safely and obey all traffic laws. Avoid 
sudden, sharp turns or aggressive lane changes. Failure to follow any of 
these warnings may result in loss of control of the vehicle, leading to an 
accident and serious injury or death.

TIRE CARE AND MAINTENANCE GUIDE 
The easiest way to help ensure satisfactory mileage and performance 
from your Goodyear tires is to give them a simple but frequent (at least 
monthly) inspection for proper inflation, even treadwear and the presence 
of any damage.

DO MAINTAIN PROPER INFLATION PRESSURE IN YOUR TIRES 
Proper inflation pressure is necessary for optimum tire performance, 
safety and fuel economy. Check inflation pressures at least once a month 
and before long trips. Use an accurate tire pressure gauge. Always check 
pressures when the tires are cold (when the vehicle has been driven less 
than one mile). If you must check inflation when the tires are hot, add 
4 psi (27 kPa) to the recommended cold inflation pressure. It is difficult  
to tell just by looking at radial tires whether they are underinflated.* 
Furthermore, when operating a vehicle equipped with radial tires, it is 
difficult to notice when a tire has gone flat or nearly flat since the “feel”  
of the vehicle does not change significantly. 
* Evidence of air loss or repeated underinflation always requires expert 

inspection to determine the source of leakage and tire removal to 
determine repairability. To avoid injury, NEVER attempt to reinflate a 
tire that has been run severely underinflated.

Progressive air loss may result from punctures, cuts, curbing, impacts 
or partial bead unseating. Some fitment causes for air loss are (1) 
incomplete bead seating, (2) bead tearing caused by a machine tool due 
to insufficient lubrication or improper adjustment. Leaking valve core or 
rubber valve components should be replaced when problems are detected 
and whenever tires are replaced. 
Always maintain inflation pressure at the level recommended by 
the vehicle manufacturer as shown on the vehicle placard, vehicle 
certification label or in the vehicle owner’s manual.
Underinflation is the leading cause of tire failure and may result in severe 
cracking, component separation or “blowout.” It reduces tire load capacity, 
allows excessive sidewall flexing and increases rolling resistance, 
resulting in heat and mechanical damage. Maintaining proper inflation 
pressure is the single most important thing you can do to promote tire 
durability and maximize tread life. Overinflation increases stiffness, which 
may deteriorate ride and generate unwanted vibration. Overinflation also 
increases the chances of impact damage. 

DON’T OVERLOAD YOUR VEHICLE 
Check your vehicle owner’s manual to determine the load limits. 
Overloading your vehicle places stress on your tires and other critical 

 Assurance® All-Season 65,000 105,000
 Assurance® TripleTred® All-Season 80,000 130,000 
 (T- and H-speed rated only) 
 Assurance® TripleTred® All-Season 70,000 110,000 
 (V-speed rated only) 
 Assurance® TripleTred® 80,000 130,000
 Assurance® ComforTred® Touring 80,000 130,000 
 (T- and H-speed rated only)
 Assurance® ComforTred® Touring 70,000 110,000 
 (V-speed rated only)
 Assurance® ComforTred® 80,000 130,000
 Assurance® Fuel Max® 65,000 105,000
 Assurance®CS Fuel Max® 65,000 105,000
 Assurance®CS TripleTred® All-Season 65,000 105,000
 Assurance® MaxLife® 85,000 140,000
 Assurance® WeatherReadyTM 60,000 95,000
 Eagle® F1 Asymmetric All-Season* 45,000 75,000
 Eagle GT® (V-speed rated only) 50,000 80,000
 Eagle® Sport All-Season** 50,000 80,000
 Fierce Instinct® VR 50,000 80,000 
 Fierce Instinct® ZR 30,000 50,000
 Fortera® TripleTred™ 60,000 95,000
 Fortera® HL 60,000 95,000
 Integrity® 50,000 80,000
 Wrangler® All-Terrain Adventure with Kevlar® 60,000 95,000
 Wrangler ArmorTrac® (LT Sizes) 45,000 75,000
 Wrangler ArmorTrac® (P-Metric) 50,000 80,000
 Wrangler DuraTrac® (Excludes LT sizes) 50,000 80,000
 Wrangler Fortitude HT® (Excludes LT sizes) 65,000 105,000
 Wrangler Fortitude HT® (LT sizes) 50,000 80,000
 Wrangler® SilentArmor® 50,000 80,000
 Wrangler SR-A® (Excludes LT sizes) 50,000 80,000
 Wrangler TrailRunner AT® 55,000 85,000

vehicle components. Overloading a vehicle can cause poor handling or 
increased fuel consumption and may cause tire failure. Overloading your 
tires can result in severe cracking, component separation or “blowout.” 
Never fit your vehicle with new tires that have less load capacity than 
shown on the vehicle tire placard and remember that optimum rim width 
is important for proper tire load distribution and function. The maximum 
load capacity stamped on the sidewalls of P-Metric & European Metric 
tires is reduced by 10% when used on a light truck, utility vehicle or 
trailer. Never fit P-Metric or European Metric tires to light trucks that 
specify LT-type replacement tires. 

DON’T SPIN YOUR TIRES EXCESSIVELY 
Avoid excessive tire spinning when your vehicle is stuck in snow, ice, 
mud or sand. The centrifugal forces generated by a free-spinning  
tire/wheel assembly may cause sudden tire explosion, resulting in 
vehicle damage and/or serious personal injury to you or a bystander. 
Never exceed 35 mph/55 kph, as indicated on your speedometer. Use 
a gentle backward and forward rocking motion to free your vehicle for 
continued driving. Never stand near or behind a tire spinning at high 
speeds, for example, while attempting to push a vehicle that is stuck or 
when an on-the-car spin balance machine is in use.

DO CHECK YOUR TIRES FOR WEAR 
Always remove tires from service when they reach two thirty-seconds 
of an inch (2/32") remaining tread depth. All new tires have treadwear 
indicators which appear as smooth banks in the tread grooves when 
they wear to the two thirty-seconds of an inch (2/32") level. Many wet 
weather accidents result from skidding on bald or nearly bald tires. 
Excessively worn tires are also more susceptible to penetrations. 

DO CHECK YOUR TIRES FOR DAMAGE 
Frequent (at least monthly) inspection of your tires for signs of damage 
and their general condition is important for safety. If you have any 
questions, have your tire Dealer inspect them. Impacts, penetrations, 
cracks, knots, bulges or air loss always require tire removal and expert 
inspection. Never perform a temporary repair or use an inner tube as a 
substitute for a proper repair. Only qualified persons should repair tires. 

PROPER TIRE REPAIR 
NOTE: Goodyear does not warrant any inspection or repair process.  
The repair is entirely the responsibility of the repairer and should be 
made in accordance with established U.S. Tire Manufacturers Association 
(USTMA) procedures. 

Tire Pressure-Monitoring System Alert 
Refer to your vehicle Owner’s Manual for more information on what to do 
if the tire pressure warning system activates.

THE CONVENIENCE (TEMPORARY) SPARE 
The Convenience (Temporary) Spare is designed, built and tested to 
the high engineering standards set by North America’s leading car 
manufacturers and to Goodyear's own high standards of quality control. 
It is designed to take up a minimum of storage space and, at the same 
time, fulfill the function of a spare tire when needed. The spare is kept in 
its storage space, fully inflated at 60 psi. To be sure it is always ready for 
use, the air pressure should be checked on a regular basis.
The Convenience (Temporary) Spare can be used in combination with the 
original tires on your vehicle. You can expect a tire tread life of up to 3,000 
miles (4,800 kilometres), depending on road conditions and your driving 
habits. To conserve tire tread life, return the spare to the storage area as 
soon as it is convenient to have the standard tire repaired or replaced.
The Convenience (Temporary) Spare weighs less than a standard tire 
so it’s easier to handle. It also helps reduce the total car weight, which 
contributes to fuel economy.
The wheels used with the Convenience (Temporary) Spare are 
specifically designed for use with high pressure spares and should 
never be used with any other type tire. 

  * For vehicles with different front and rear tire sizes, the rear tires will have a 22,500 mile/ 
37,500 kilometre tread life warranty.

** For vehicles with different front and rear tire sizes, the rear tires will have a 25,000 mile/ 
40,000 kilometre tread life warranty.

DuPont™ and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

HOW WILL TREAD LIFE LIMITED WARRANTY CHARGES BE CALCULATED? 
Driving habits, road conditions, driving conditions and vehicle maintenance  
are all factors that contribute to tire wear. If your tires do not reach the  
miles/kilometres listed in the Tread Life table and meet with all the terms of  
the Tread Life Limited Warranty, the tires will be replaced as follows: 



HIGHWAY AUTO AND LIGHT TRUCK TIRE WARRANTY AND 
ADJUSTMENT POLICY 
(EXCLUDES GOODYEAR® UNISTEEL® RADIAL LIGHT TRUCK TIRES) 
WHO IS ELIGIBLE? 
You are eligible for the benefits of this Limited Warranty if you meet all the 
following criteria: 
•  You are the owner or authorized agent of the owner of new Goodyear  

highway auto or light truck tires 
•  Your tires bear Department of Transportation prescribed tire  

identification numbers 
•  Your tires have been used only on the vehicle on which they were  

originally installed according to the vehicle manufacturer’s or  
Goodyear’s recommendations 

•  Your tires were purchased on or after April 1, 2018
Light truck tires are defined as all tires identified with the “LT” designation in 
the sidewall stamping. 

WHAT IS COVERED AND FOR HOW LONG? 
FREE TIRE REPLACEMENT 
Any new Goodyear highway radial auto, radial light truck tire or Special 
Trailer (ST) tire, covered by this policy, removed from service due to a 
covered warranty condition during the first 2/32" of usable tread or twelve 
months from date of purchase, whichever comes first, will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 
(Without proof of purchase the date of manufacture will be used to determine 
eligibility.) 

ALL OTHER HIGHWAY AUTO OR LIGHT TRUCK TIRES 
Any new Goodyear highway auto or light truck tire, other than radial auto 
or radial light truck tires, removed from service due to a covered warranty 
condition during the first 1/32" of usable tread will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 

TEMPORARY SPARE TIRES 
Any Goodyear temporary spare tire removed from service due to a covered 
warranty condition during the first 50% of usable treadwear (1/32") will be 
replaced with a comparable new Goodyear temporary spare tire at no charge, 
including mounting. 

PRORATED ADJUSTMENT 
Tires not eligible for free replacement that are removed from service due to a 
covered warranty condition will be replaced with a comparable new Goodyear 
tire on a prorated basis for up to six (6) years from the date of original new tire 
purchase or when the treadwear indicators become visible (worn to 2/32"), 
whichever occurs first. (Without proof of purchase the date of manufacture will 
be used to determine eligibility.)

HOW WILL PRORATED CHARGES BE CALCULATED? 
Replacement price will be calculated by multiplying the tire’s advertised retail 
selling price at the time of adjustment by the percentage of usable original 
tread that has been worn off. You pay for mounting and balancing, and an 
amount equal to the current Federal Excise Tax (F.E.T. – U.S. only) and any 
other applicable taxes and government-mandated charges. 
EXAMPLE: If your disabled tire had an original 8/32" of usable treadwear and is 
worn to 4/32" usable tread remaining, you have used 50% and therefore must 
pay 50% of the advertised retail selling price of the comparable tire. 
In addition, you must pay an amount equal to the full current Federal Excise 
Tax (U.S. only) or any other applicable taxes and government-mandated 
charges for the comparable new replacement tire at the time of adjustment. 
If the price of the new comparable tire is $130.00, the cost to you would be 
$65.00 plus F.E.T. (U.S. only) plus any other applicable taxes and  
government-mandated charges.

WHAT IS A COMPARABLE TIRE? 
A “comparable” new Goodyear tire will be the same brand tire and may be 

either the same line of tire or, in the event that the tire is not available, the 
same brand tire with the same basic construction and similar performance 
attributes with a different sidewall or tread configuration. If a higher priced 
tire is accepted as replacement, the difference in price will be at an additional 
charge to you. Any replacement tire provided pursuant to this warranty will be 
covered by the warranty in effect at the time of replacement. 

ADDITIONAL PROVISIONS 
A tire has delivered its full original tread life and the coverage of this limited 
warranty ends when the treadwear indicators become visible (worn to 2/32") or 
six (6) years from the date of new tire purchase, whichever occurs first. (Without 
proof of purchase the date of manufacture will be used to determine eligibility.) 

LIMITATIONS 
This limited warranty is applicable only in the United States and Canada. 

GOODYEAR TREAD LIFE LIMITED WARRANTY 
In addition to the provisions of the limited warranty for covered warranty 
conditions, any new Goodyear replacement tire listed below is warranted 
against treadwear wear-out based on the following table for up to six (6)  
years or the mileage indicated, whichever occurs first: 
  U.S. CANADA
 TIRE MILES KILOMETRES

If the tread wears evenly down to the treadwear indicators (worn to 2/32") 
before delivering the warranted mileage, the tire will be replaced on a 
prorated basis, provided the original invoice is presented showing the vehicle 
mileage when the tires were originally installed. 
EXAMPLE: If your tire has a tread life limited warranty of 80,000 miles 
(130,000 kilometres) and delivers 56,000 miles (91,000 kilometres) 
prior to wear-out (down to 2/32"), the tire will be replaced for 70% of the 
advertised selling price of the comparable tire at the time of adjustment. If 
the price of the new comparable tire is $130, the cost to you would be $91, 
plus any additional charges such as mounting, balancing and any other 
applicable taxes and government-mandated charges. 
The Tread Life Limited Warranty applies only if you are the original  
purchaser and the tires have been used only on the vehicle on which they 
were originally installed, according to Goodyear’s or the vehicle  
manufacturer’s recommendations. 
However, the Tread Life Limited Warranty does not apply to: 
•  Tires used in commercial applications including, but not limited to, police, 

taxi service, national account, government and contract sales. 
•  Tires supplied as original equipment. 
•  Tires that are installed on any vehicle other than the vehicle on which they 

were originally installed. 
•  Tires that after leaving the producing factory have had the tread pattern 

altered in any manner such as, but not limited to, siping, carving, shaving 
or having any material applied to the tread surface.

You must retain your original tire purchase invoice (see B. under Owner’s 
Obligations) for tread life limited warranty consideration. 

OWNER’S OBLIGATIONS: 
A.  You must rotate your tires in accordance with the prescribed  

rotation patterns as recommended by either the vehicle manufacturer  
or Goodyear. 

B.  When making a claim under the Tread Life Limited Warranty, you 
must present your original tire purchase invoice which shows the tire 
description, mileage and date the tire(s) were installed. 

C.  You must present the tire to be adjusted to a Goodyear Retailer. Tires 
replaced as an adjustment become the property of The Goodyear Tire & 
Rubber Company or Goodyear Canada Inc. 

D.  You must pay any other applicable taxes and government-mandated 
charges for any additional service you order at the time of adjustment 
relating to any unique applications requiring mounting, demounting  
or balancing. 

E.  No claim will be recognized unless submitted on a Goodyear claim form 
(supplied by a Goodyear Retailer) completely filled out and where you, 
the owner, or your authorized agent presented the tire for adjustment.

WHAT IS NOT COVERED BY THIS WARRANTY? 
This limited warranty does not cover the following: 
•  Tires submitted for ride disturbance complaints that are worn beyond the 

first two thirty-seconds of an inch (2/32") tread depth or tires submitted 
for ride disturbance due to damaged wheels or any vehicle condition.

•  Goodyear does not warrant or give credit in any adjustment transaction 
for any kind of material added to a tire (e.g., tire fillers, sealants, balancing 
substances)after the tire leaves a factory producing Goodyear tires, nor will 
it adjust any tire that has failed as a result of adding such material. 

•  Irregular wear or damage due to mechanical condition of the vehicle, 
improper inflation, overloading, high speed spin-up, misapplication, misuse, 
negligence, racing, use of tire chains, improper mounting or demounting, 
improper repair, wreck, collision or fire. 

•  Road hazards (includes, but is not limited to, punctures, cuts, snags, 
impact breaks, etc.). 

•  Any tire that, after leaving a factory producing Goodyear tires, has been 
intentionally altered to change its appearance (e.g., white inlay on a  
black tire or regrooved). 

•  Tires with weather-cracking that were purchased more than four (4)  
years prior to presentation for adjustment or, if purchase date cannot  
be verified, manufactured more than four years prior to presentation  
for adjustment. 

•  Temporary spare tires used on vehicles used in racing and on passenger 
cars in special applications such as police pursuit service. 

•  Goodyear Unisteel Commercial Radial Light Truck Tires. 
•  Tires removed from service due to improper repairs.
•  Cosmetic weather checking.
•  Low tire pressure-monitoring system – refer to vehicle  

manufacturer’s warranty.
•  Ultra high-performance summer tires are not recommended for winter 

use, and tread or shoulder cracking on those tires resulting from winter 
use will not be covered under our warranty.

WHAT ARE YOUR LEGAL RIGHTS? 
No Representative or Dealer has authority to make any representation, 
promise or agreement on behalf of Goodyear, except as stated herein. 
Any tire, no matter how well constructed, may fail in service or otherwise 
become unserviceable due to conditions beyond the control of the 
manufacturer. Under no circumstances is this warranty a representation 
that a tire failure cannot occur. 
DISCLAIMER: THIS WARRANTY IS IN LIEU OF, AND GOODYEAR HEREBY 
DISCLAIMS, ANY AND ALL OTHER WARRANTIES AND REPRESENTATIONS, 
EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION ANY WARRANTY OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, AND NO OTHER 
WARRANTY OR REPRESENTATION OF ANY KIND IS MADE BY GOODYEAR OR 
SHALL BE IMPLIED BY LAW. 
LIMITATION OF DAMAGES: IN NO EVENT AND UNDER NO CIRCUMSTANCE 
SHALL GOODYEAR BE LIABLE TO THE BUYER FOR ANY INDIRECT, SPECIAL, 
INCIDENTAL, CONSEQUENTIAL, LOST PROFIT, LOSS OF BUSINESS, LOSS OF 
GOODWILL OR REPUTATION, PUNITIVE OR OTHER DAMAGE, COST (INCLUDING 
FOR REPLACEMENT TRANSPORTATION), EXPENSE OR LOSS OF ANY KIND. 
SOME STATES AND PROVINCES DO NOT ALLOW THE EXCLUSION OR LIMITATION 
OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR 
EXCLUSION MAY NOT APPLY TO YOU.
This warranty gives you specific legal rights and you may also have other 
rights that vary from state to state or province to province. 

HOW DO YOU OBTAIN AN ADJUSTMENT? 
A.  You must present the tire to be adjusted to an authorized Goodyear service 

facility. Tires replaced on an adjustment basis become the property of 
The Goodyear Tire & Rubber Company or Goodyear Canada Inc. 

B.  You must pay for taxes and any additional services you order at the 
time of adjustment plus any additional service that may be unique to 
your application, e.g., Tire Pressure-Monitoring System. 

C.  You must submit your claim on an approved claim form supplied by 
an authorized Goodyear service facility. The form must be filled out 
completely and signed, where you the owner or your authorized agent 
presented the tire for adjustment. 

You must go to an authorized Goodyear outlet for replacement tires and all 
warranty service.

 SAFETY WARNINGS 
Property damage, serious injury or death may result from: 
•  TIRE FAILURE DUE TO UNDERINFLATION/OVERLOADING/MISAPPLICATION. 

Follow the vehicle owner’s manual or tire placard in vehicle. 
•  TIRE FAILURE DUE TO IMPACT DAMAGE/IMPROPER MAINTENANCE. Tires 

should be inspected regularly by a qualified technician for signs of 
damage, such as punctures or impacts. 

•  TIRE FAILURE DUE TO IMPROPER REPAIRS. See U.S. Tire Manufacturers 
Association (USTMA) established repair procedures at www.ustires.org 
and/or go to www.goodyear.com for information on proper repair procedures. 

•  EXPLOSION OF TIRE/RIM ASSEMBLY DUE TO IMPROPER MOUNTING. Only 
specially trained persons should mount tires. 

•  FAILURE TO MOUNT RADIAL TIRES ON APPROVED RIMS. 
•  FAILURE TO DEFLATE SINGLE OR DUAL ASSEMBLIES COMPLETELY  

BEFORE DEMOUNTING. 
•  TIRE SPINNING. On slippery surfaces such as snow, mud, ice, etc., do not  

spin tires in excess of 35 mph (55 kph), as indicated on the speedometer.
•  EXCESSIVE WHEEL SPINNING. This can also result in tire disintegration 

or axle failure.

 WARNING Vehicle handling, traction, ride comfort and other 
performance parameters may be significantly affected by a change in 
tire size or type. Before replacing tires, always consult and follow the 
vehicle owner’s manual because some vehicle manufacturers prohibit 
changing tire size. When selecting tires that are different from the original 
equipment size make certain: (1) The tires have adequate load-carrying 
capacity based on the vehicle placard, (2) The tires have sufficient 
inflation pressure to carry the load and (3) There is proper clearance 
with no interference points between the tire and vehicle. The consumer 
must be aware to always drive safely and obey all traffic laws. Avoid 
sudden, sharp turns or aggressive lane changes. Failure to follow any of 
these warnings may result in loss of control of the vehicle, leading to an 
accident and serious injury or death.

TIRE CARE AND MAINTENANCE GUIDE 
The easiest way to help ensure satisfactory mileage and performance 
from your Goodyear tires is to give them a simple but frequent (at least 
monthly) inspection for proper inflation, even treadwear and the presence 
of any damage.

DO MAINTAIN PROPER INFLATION PRESSURE IN YOUR TIRES 
Proper inflation pressure is necessary for optimum tire performance, 
safety and fuel economy. Check inflation pressures at least once a month 
and before long trips. Use an accurate tire pressure gauge. Always check 
pressures when the tires are cold (when the vehicle has been driven less 
than one mile). If you must check inflation when the tires are hot, add 
4 psi (27 kPa) to the recommended cold inflation pressure. It is difficult  
to tell just by looking at radial tires whether they are underinflated.* 
Furthermore, when operating a vehicle equipped with radial tires, it is 
difficult to notice when a tire has gone flat or nearly flat since the “feel”  
of the vehicle does not change significantly. 
* Evidence of air loss or repeated underinflation always requires expert 

inspection to determine the source of leakage and tire removal to 
determine repairability. To avoid injury, NEVER attempt to reinflate a 
tire that has been run severely underinflated.

Progressive air loss may result from punctures, cuts, curbing, impacts 
or partial bead unseating. Some fitment causes for air loss are (1) 
incomplete bead seating, (2) bead tearing caused by a machine tool due 
to insufficient lubrication or improper adjustment. Leaking valve core or 
rubber valve components should be replaced when problems are detected 
and whenever tires are replaced. 
Always maintain inflation pressure at the level recommended by 
the vehicle manufacturer as shown on the vehicle placard, vehicle 
certification label or in the vehicle owner’s manual.
Underinflation is the leading cause of tire failure and may result in severe 
cracking, component separation or “blowout.” It reduces tire load capacity, 
allows excessive sidewall flexing and increases rolling resistance, 
resulting in heat and mechanical damage. Maintaining proper inflation 
pressure is the single most important thing you can do to promote tire 
durability and maximize tread life. Overinflation increases stiffness, which 
may deteriorate ride and generate unwanted vibration. Overinflation also 
increases the chances of impact damage. 

DON’T OVERLOAD YOUR VEHICLE 
Check your vehicle owner’s manual to determine the load limits. 
Overloading your vehicle places stress on your tires and other critical 

 Assurance® All-Season 65,000 105,000
 Assurance® TripleTred® All-Season 80,000 130,000 
 (T- and H-speed rated only) 
 Assurance® TripleTred® All-Season 70,000 110,000 
 (V-speed rated only) 
 Assurance® TripleTred® 80,000 130,000
 Assurance® ComforTred® Touring 80,000 130,000 
 (T- and H-speed rated only)
 Assurance® ComforTred® Touring 70,000 110,000 
 (V-speed rated only)
 Assurance® ComforTred® 80,000 130,000
 Assurance® Fuel Max® 65,000 105,000
 Assurance®CS Fuel Max® 65,000 105,000
 Assurance®CS TripleTred® All-Season 65,000 105,000
 Assurance® MaxLife® 85,000 140,000
 Assurance® WeatherReadyTM 60,000 95,000
 Eagle® F1 Asymmetric All-Season* 45,000 75,000
 Eagle GT® (V-speed rated only) 50,000 80,000
 Eagle® Sport All-Season** 50,000 80,000
 Fierce Instinct® VR 50,000 80,000 
 Fierce Instinct® ZR 30,000 50,000
 Fortera® TripleTred™ 60,000 95,000
 Fortera® HL 60,000 95,000
 Integrity® 50,000 80,000
 Wrangler® All-Terrain Adventure with Kevlar® 60,000 95,000
 Wrangler ArmorTrac® (LT Sizes) 45,000 75,000
 Wrangler ArmorTrac® (P-Metric) 50,000 80,000
 Wrangler DuraTrac® (Excludes LT sizes) 50,000 80,000
 Wrangler Fortitude HT® (Excludes LT sizes) 65,000 105,000
 Wrangler Fortitude HT® (LT sizes) 50,000 80,000
 Wrangler® SilentArmor® 50,000 80,000
 Wrangler SR-A® (Excludes LT sizes) 50,000 80,000
 Wrangler TrailRunner AT® 55,000 85,000

vehicle components. Overloading a vehicle can cause poor handling or 
increased fuel consumption and may cause tire failure. Overloading your 
tires can result in severe cracking, component separation or “blowout.” 
Never fit your vehicle with new tires that have less load capacity than 
shown on the vehicle tire placard and remember that optimum rim width 
is important for proper tire load distribution and function. The maximum 
load capacity stamped on the sidewalls of P-Metric & European Metric 
tires is reduced by 10% when used on a light truck, utility vehicle or 
trailer. Never fit P-Metric or European Metric tires to light trucks that 
specify LT-type replacement tires. 

DON’T SPIN YOUR TIRES EXCESSIVELY 
Avoid excessive tire spinning when your vehicle is stuck in snow, ice, 
mud or sand. The centrifugal forces generated by a free-spinning  
tire/wheel assembly may cause sudden tire explosion, resulting in 
vehicle damage and/or serious personal injury to you or a bystander. 
Never exceed 35 mph/55 kph, as indicated on your speedometer. Use 
a gentle backward and forward rocking motion to free your vehicle for 
continued driving. Never stand near or behind a tire spinning at high 
speeds, for example, while attempting to push a vehicle that is stuck or 
when an on-the-car spin balance machine is in use.

DO CHECK YOUR TIRES FOR WEAR 
Always remove tires from service when they reach two thirty-seconds 
of an inch (2/32") remaining tread depth. All new tires have treadwear 
indicators which appear as smooth banks in the tread grooves when 
they wear to the two thirty-seconds of an inch (2/32") level. Many wet 
weather accidents result from skidding on bald or nearly bald tires. 
Excessively worn tires are also more susceptible to penetrations. 

DO CHECK YOUR TIRES FOR DAMAGE 
Frequent (at least monthly) inspection of your tires for signs of damage 
and their general condition is important for safety. If you have any 
questions, have your tire Dealer inspect them. Impacts, penetrations, 
cracks, knots, bulges or air loss always require tire removal and expert 
inspection. Never perform a temporary repair or use an inner tube as a 
substitute for a proper repair. Only qualified persons should repair tires. 

PROPER TIRE REPAIR 
NOTE: Goodyear does not warrant any inspection or repair process.  
The repair is entirely the responsibility of the repairer and should be 
made in accordance with established U.S. Tire Manufacturers Association 
(USTMA) procedures. 

Tire Pressure-Monitoring System Alert 
Refer to your vehicle Owner’s Manual for more information on what to do 
if the tire pressure warning system activates.

THE CONVENIENCE (TEMPORARY) SPARE 
The Convenience (Temporary) Spare is designed, built and tested to 
the high engineering standards set by North America’s leading car 
manufacturers and to Goodyear's own high standards of quality control. 
It is designed to take up a minimum of storage space and, at the same 
time, fulfill the function of a spare tire when needed. The spare is kept in 
its storage space, fully inflated at 60 psi. To be sure it is always ready for 
use, the air pressure should be checked on a regular basis.
The Convenience (Temporary) Spare can be used in combination with the 
original tires on your vehicle. You can expect a tire tread life of up to 3,000 
miles (4,800 kilometres), depending on road conditions and your driving 
habits. To conserve tire tread life, return the spare to the storage area as 
soon as it is convenient to have the standard tire repaired or replaced.
The Convenience (Temporary) Spare weighs less than a standard tire 
so it’s easier to handle. It also helps reduce the total car weight, which 
contributes to fuel economy.
The wheels used with the Convenience (Temporary) Spare are 
specifically designed for use with high pressure spares and should 
never be used with any other type tire. 

  * For vehicles with different front and rear tire sizes, the rear tires will have a 22,500 mile/ 
37,500 kilometre tread life warranty.

** For vehicles with different front and rear tire sizes, the rear tires will have a 25,000 mile/ 
40,000 kilometre tread life warranty.

DuPont™ and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

HOW WILL TREAD LIFE LIMITED WARRANTY CHARGES BE CALCULATED? 
Driving habits, road conditions, driving conditions and vehicle maintenance  
are all factors that contribute to tire wear. If your tires do not reach the  
miles/kilometres listed in the Tread Life table and meet with all the terms of  
the Tread Life Limited Warranty, the tires will be replaced as follows: 



HIGHWAY AUTO AND LIGHT TRUCK TIRE WARRANTY AND 
ADJUSTMENT POLICY 
(EXCLUDES GOODYEAR® UNISTEEL® RADIAL LIGHT TRUCK TIRES) 
WHO IS ELIGIBLE? 
You are eligible for the benefits of this Limited Warranty if you meet all the 
following criteria: 
•  You are the owner or authorized agent of the owner of new Goodyear  

highway auto or light truck tires 
•  Your tires bear Department of Transportation prescribed tire  

identification numbers 
•  Your tires have been used only on the vehicle on which they were  

originally installed according to the vehicle manufacturer’s or  
Goodyear’s recommendations 

•  Your tires were purchased on or after April 1, 2018
Light truck tires are defined as all tires identified with the “LT” designation in 
the sidewall stamping. 

WHAT IS COVERED AND FOR HOW LONG? 
FREE TIRE REPLACEMENT 
Any new Goodyear highway radial auto, radial light truck tire or Special 
Trailer (ST) tire, covered by this policy, removed from service due to a 
covered warranty condition during the first 2/32" of usable tread or twelve 
months from date of purchase, whichever comes first, will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 
(Without proof of purchase the date of manufacture will be used to determine 
eligibility.) 

ALL OTHER HIGHWAY AUTO OR LIGHT TRUCK TIRES 
Any new Goodyear highway auto or light truck tire, other than radial auto 
or radial light truck tires, removed from service due to a covered warranty 
condition during the first 1/32" of usable tread will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 

TEMPORARY SPARE TIRES 
Any Goodyear temporary spare tire removed from service due to a covered 
warranty condition during the first 50% of usable treadwear (1/32") will be 
replaced with a comparable new Goodyear temporary spare tire at no charge, 
including mounting. 

PRORATED ADJUSTMENT 
Tires not eligible for free replacement that are removed from service due to a 
covered warranty condition will be replaced with a comparable new Goodyear 
tire on a prorated basis for up to six (6) years from the date of original new tire 
purchase or when the treadwear indicators become visible (worn to 2/32"), 
whichever occurs first. (Without proof of purchase the date of manufacture will 
be used to determine eligibility.)

HOW WILL PRORATED CHARGES BE CALCULATED? 
Replacement price will be calculated by multiplying the tire’s advertised retail 
selling price at the time of adjustment by the percentage of usable original 
tread that has been worn off. You pay for mounting and balancing, and an 
amount equal to the current Federal Excise Tax (F.E.T. – U.S. only) and any 
other applicable taxes and government-mandated charges. 
EXAMPLE: If your disabled tire had an original 8/32" of usable treadwear and is 
worn to 4/32" usable tread remaining, you have used 50% and therefore must 
pay 50% of the advertised retail selling price of the comparable tire. 
In addition, you must pay an amount equal to the full current Federal Excise 
Tax (U.S. only) or any other applicable taxes and government-mandated 
charges for the comparable new replacement tire at the time of adjustment. 
If the price of the new comparable tire is $130.00, the cost to you would be 
$65.00 plus F.E.T. (U.S. only) plus any other applicable taxes and  
government-mandated charges.

WHAT IS A COMPARABLE TIRE? 
A “comparable” new Goodyear tire will be the same brand tire and may be 

either the same line of tire or, in the event that the tire is not available, the 
same brand tire with the same basic construction and similar performance 
attributes with a different sidewall or tread configuration. If a higher priced 
tire is accepted as replacement, the difference in price will be at an additional 
charge to you. Any replacement tire provided pursuant to this warranty will be 
covered by the warranty in effect at the time of replacement. 

ADDITIONAL PROVISIONS 
A tire has delivered its full original tread life and the coverage of this limited 
warranty ends when the treadwear indicators become visible (worn to 2/32") or 
six (6) years from the date of new tire purchase, whichever occurs first. (Without 
proof of purchase the date of manufacture will be used to determine eligibility.) 

LIMITATIONS 
This limited warranty is applicable only in the United States and Canada. 

GOODYEAR TREAD LIFE LIMITED WARRANTY 
In addition to the provisions of the limited warranty for covered warranty 
conditions, any new Goodyear replacement tire listed below is warranted 
against treadwear wear-out based on the following table for up to six (6)  
years or the mileage indicated, whichever occurs first: 
  U.S. CANADA
 TIRE MILES KILOMETRES

If the tread wears evenly down to the treadwear indicators (worn to 2/32") 
before delivering the warranted mileage, the tire will be replaced on a 
prorated basis, provided the original invoice is presented showing the vehicle 
mileage when the tires were originally installed. 
EXAMPLE: If your tire has a tread life limited warranty of 80,000 miles 
(130,000 kilometres) and delivers 56,000 miles (91,000 kilometres) 
prior to wear-out (down to 2/32"), the tire will be replaced for 70% of the 
advertised selling price of the comparable tire at the time of adjustment. If 
the price of the new comparable tire is $130, the cost to you would be $91, 
plus any additional charges such as mounting, balancing and any other 
applicable taxes and government-mandated charges. 
The Tread Life Limited Warranty applies only if you are the original  
purchaser and the tires have been used only on the vehicle on which they 
were originally installed, according to Goodyear’s or the vehicle  
manufacturer’s recommendations. 
However, the Tread Life Limited Warranty does not apply to: 
•  Tires used in commercial applications including, but not limited to, police, 

taxi service, national account, government and contract sales. 
•  Tires supplied as original equipment. 
•  Tires that are installed on any vehicle other than the vehicle on which they 

were originally installed. 
•  Tires that after leaving the producing factory have had the tread pattern 

altered in any manner such as, but not limited to, siping, carving, shaving 
or having any material applied to the tread surface.

You must retain your original tire purchase invoice (see B. under Owner’s 
Obligations) for tread life limited warranty consideration. 

OWNER’S OBLIGATIONS: 
A.  You must rotate your tires in accordance with the prescribed  

rotation patterns as recommended by either the vehicle manufacturer  
or Goodyear. 

B.  When making a claim under the Tread Life Limited Warranty, you 
must present your original tire purchase invoice which shows the tire 
description, mileage and date the tire(s) were installed. 

C.  You must present the tire to be adjusted to a Goodyear Retailer. Tires 
replaced as an adjustment become the property of The Goodyear Tire & 
Rubber Company or Goodyear Canada Inc. 

D.  You must pay any other applicable taxes and government-mandated 
charges for any additional service you order at the time of adjustment 
relating to any unique applications requiring mounting, demounting  
or balancing. 

E.  No claim will be recognized unless submitted on a Goodyear claim form 
(supplied by a Goodyear Retailer) completely filled out and where you, 
the owner, or your authorized agent presented the tire for adjustment.

WHAT IS NOT COVERED BY THIS WARRANTY? 
This limited warranty does not cover the following: 
•  Tires submitted for ride disturbance complaints that are worn beyond the 

first two thirty-seconds of an inch (2/32") tread depth or tires submitted 
for ride disturbance due to damaged wheels or any vehicle condition.

•  Goodyear does not warrant or give credit in any adjustment transaction 
for any kind of material added to a tire (e.g., tire fillers, sealants, balancing 
substances)after the tire leaves a factory producing Goodyear tires, nor will 
it adjust any tire that has failed as a result of adding such material. 

•  Irregular wear or damage due to mechanical condition of the vehicle, 
improper inflation, overloading, high speed spin-up, misapplication, misuse, 
negligence, racing, use of tire chains, improper mounting or demounting, 
improper repair, wreck, collision or fire. 

•  Road hazards (includes, but is not limited to, punctures, cuts, snags, 
impact breaks, etc.). 

•  Any tire that, after leaving a factory producing Goodyear tires, has been 
intentionally altered to change its appearance (e.g., white inlay on a  
black tire or regrooved). 

•  Tires with weather-cracking that were purchased more than four (4)  
years prior to presentation for adjustment or, if purchase date cannot  
be verified, manufactured more than four years prior to presentation  
for adjustment. 

•  Temporary spare tires used on vehicles used in racing and on passenger 
cars in special applications such as police pursuit service. 

•  Goodyear Unisteel Commercial Radial Light Truck Tires. 
•  Tires removed from service due to improper repairs.
•  Cosmetic weather checking.
•  Low tire pressure-monitoring system – refer to vehicle  

manufacturer’s warranty.
•  Ultra high-performance summer tires are not recommended for winter 

use, and tread or shoulder cracking on those tires resulting from winter 
use will not be covered under our warranty.

WHAT ARE YOUR LEGAL RIGHTS? 
No Representative or Dealer has authority to make any representation, 
promise or agreement on behalf of Goodyear, except as stated herein. 
Any tire, no matter how well constructed, may fail in service or otherwise 
become unserviceable due to conditions beyond the control of the 
manufacturer. Under no circumstances is this warranty a representation 
that a tire failure cannot occur. 
DISCLAIMER: THIS WARRANTY IS IN LIEU OF, AND GOODYEAR HEREBY 
DISCLAIMS, ANY AND ALL OTHER WARRANTIES AND REPRESENTATIONS, 
EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION ANY WARRANTY OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, AND NO OTHER 
WARRANTY OR REPRESENTATION OF ANY KIND IS MADE BY GOODYEAR OR 
SHALL BE IMPLIED BY LAW. 
LIMITATION OF DAMAGES: IN NO EVENT AND UNDER NO CIRCUMSTANCE 
SHALL GOODYEAR BE LIABLE TO THE BUYER FOR ANY INDIRECT, SPECIAL, 
INCIDENTAL, CONSEQUENTIAL, LOST PROFIT, LOSS OF BUSINESS, LOSS OF 
GOODWILL OR REPUTATION, PUNITIVE OR OTHER DAMAGE, COST (INCLUDING 
FOR REPLACEMENT TRANSPORTATION), EXPENSE OR LOSS OF ANY KIND. 
SOME STATES AND PROVINCES DO NOT ALLOW THE EXCLUSION OR LIMITATION 
OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR 
EXCLUSION MAY NOT APPLY TO YOU.
This warranty gives you specific legal rights and you may also have other 
rights that vary from state to state or province to province. 

HOW DO YOU OBTAIN AN ADJUSTMENT? 
A.  You must present the tire to be adjusted to an authorized Goodyear service 

facility. Tires replaced on an adjustment basis become the property of 
The Goodyear Tire & Rubber Company or Goodyear Canada Inc. 

B.  You must pay for taxes and any additional services you order at the 
time of adjustment plus any additional service that may be unique to 
your application, e.g., Tire Pressure-Monitoring System. 

C.  You must submit your claim on an approved claim form supplied by 
an authorized Goodyear service facility. The form must be filled out 
completely and signed, where you the owner or your authorized agent 
presented the tire for adjustment. 

You must go to an authorized Goodyear outlet for replacement tires and all 
warranty service.

 SAFETY WARNINGS 
Property damage, serious injury or death may result from: 
•  TIRE FAILURE DUE TO UNDERINFLATION/OVERLOADING/MISAPPLICATION. 

Follow the vehicle owner’s manual or tire placard in vehicle. 
•  TIRE FAILURE DUE TO IMPACT DAMAGE/IMPROPER MAINTENANCE. Tires 

should be inspected regularly by a qualified technician for signs of 
damage, such as punctures or impacts. 

•  TIRE FAILURE DUE TO IMPROPER REPAIRS. See U.S. Tire Manufacturers 
Association (USTMA) established repair procedures at www.ustires.org 
and/or go to www.goodyear.com for information on proper repair procedures. 

•  EXPLOSION OF TIRE/RIM ASSEMBLY DUE TO IMPROPER MOUNTING. Only 
specially trained persons should mount tires. 

•  FAILURE TO MOUNT RADIAL TIRES ON APPROVED RIMS. 
•  FAILURE TO DEFLATE SINGLE OR DUAL ASSEMBLIES COMPLETELY  

BEFORE DEMOUNTING. 
•  TIRE SPINNING. On slippery surfaces such as snow, mud, ice, etc., do not  

spin tires in excess of 35 mph (55 kph), as indicated on the speedometer.
•  EXCESSIVE WHEEL SPINNING. This can also result in tire disintegration 

or axle failure.

 WARNING Vehicle handling, traction, ride comfort and other 
performance parameters may be significantly affected by a change in 
tire size or type. Before replacing tires, always consult and follow the 
vehicle owner’s manual because some vehicle manufacturers prohibit 
changing tire size. When selecting tires that are different from the original 
equipment size make certain: (1) The tires have adequate load-carrying 
capacity based on the vehicle placard, (2) The tires have sufficient 
inflation pressure to carry the load and (3) There is proper clearance 
with no interference points between the tire and vehicle. The consumer 
must be aware to always drive safely and obey all traffic laws. Avoid 
sudden, sharp turns or aggressive lane changes. Failure to follow any of 
these warnings may result in loss of control of the vehicle, leading to an 
accident and serious injury or death.

TIRE CARE AND MAINTENANCE GUIDE 
The easiest way to help ensure satisfactory mileage and performance 
from your Goodyear tires is to give them a simple but frequent (at least 
monthly) inspection for proper inflation, even treadwear and the presence 
of any damage.

DO MAINTAIN PROPER INFLATION PRESSURE IN YOUR TIRES 
Proper inflation pressure is necessary for optimum tire performance, 
safety and fuel economy. Check inflation pressures at least once a month 
and before long trips. Use an accurate tire pressure gauge. Always check 
pressures when the tires are cold (when the vehicle has been driven less 
than one mile). If you must check inflation when the tires are hot, add 
4 psi (27 kPa) to the recommended cold inflation pressure. It is difficult  
to tell just by looking at radial tires whether they are underinflated.* 
Furthermore, when operating a vehicle equipped with radial tires, it is 
difficult to notice when a tire has gone flat or nearly flat since the “feel”  
of the vehicle does not change significantly. 
* Evidence of air loss or repeated underinflation always requires expert 

inspection to determine the source of leakage and tire removal to 
determine repairability. To avoid injury, NEVER attempt to reinflate a 
tire that has been run severely underinflated.

Progressive air loss may result from punctures, cuts, curbing, impacts 
or partial bead unseating. Some fitment causes for air loss are (1) 
incomplete bead seating, (2) bead tearing caused by a machine tool due 
to insufficient lubrication or improper adjustment. Leaking valve core or 
rubber valve components should be replaced when problems are detected 
and whenever tires are replaced. 
Always maintain inflation pressure at the level recommended by 
the vehicle manufacturer as shown on the vehicle placard, vehicle 
certification label or in the vehicle owner’s manual.
Underinflation is the leading cause of tire failure and may result in severe 
cracking, component separation or “blowout.” It reduces tire load capacity, 
allows excessive sidewall flexing and increases rolling resistance, 
resulting in heat and mechanical damage. Maintaining proper inflation 
pressure is the single most important thing you can do to promote tire 
durability and maximize tread life. Overinflation increases stiffness, which 
may deteriorate ride and generate unwanted vibration. Overinflation also 
increases the chances of impact damage. 

DON’T OVERLOAD YOUR VEHICLE 
Check your vehicle owner’s manual to determine the load limits. 
Overloading your vehicle places stress on your tires and other critical 

 Assurance® All-Season 65,000 105,000
 Assurance® TripleTred® All-Season 80,000 130,000 
 (T- and H-speed rated only) 
 Assurance® TripleTred® All-Season 70,000 110,000 
 (V-speed rated only) 
 Assurance® TripleTred® 80,000 130,000
 Assurance® ComforTred® Touring 80,000 130,000 
 (T- and H-speed rated only)
 Assurance® ComforTred® Touring 70,000 110,000 
 (V-speed rated only)
 Assurance® ComforTred® 80,000 130,000
 Assurance® Fuel Max® 65,000 105,000
 Assurance®CS Fuel Max® 65,000 105,000
 Assurance®CS TripleTred® All-Season 65,000 105,000
 Assurance® MaxLife® 85,000 140,000
 Assurance® WeatherReadyTM 60,000 95,000
 Eagle® F1 Asymmetric All-Season* 45,000 75,000
 Eagle GT® (V-speed rated only) 50,000 80,000
 Eagle® Sport All-Season** 50,000 80,000
 Fierce Instinct® VR 50,000 80,000 
 Fierce Instinct® ZR 30,000 50,000
 Fortera® TripleTred™ 60,000 95,000
 Fortera® HL 60,000 95,000
 Integrity® 50,000 80,000
 Wrangler® All-Terrain Adventure with Kevlar® 60,000 95,000
 Wrangler ArmorTrac® (LT Sizes) 45,000 75,000
 Wrangler ArmorTrac® (P-Metric) 50,000 80,000
 Wrangler DuraTrac® (Excludes LT sizes) 50,000 80,000
 Wrangler Fortitude HT® (Excludes LT sizes) 65,000 105,000
 Wrangler Fortitude HT® (LT sizes) 50,000 80,000
 Wrangler® SilentArmor® 50,000 80,000
 Wrangler SR-A® (Excludes LT sizes) 50,000 80,000
 Wrangler TrailRunner AT® 55,000 85,000

vehicle components. Overloading a vehicle can cause poor handling or 
increased fuel consumption and may cause tire failure. Overloading your 
tires can result in severe cracking, component separation or “blowout.” 
Never fit your vehicle with new tires that have less load capacity than 
shown on the vehicle tire placard and remember that optimum rim width 
is important for proper tire load distribution and function. The maximum 
load capacity stamped on the sidewalls of P-Metric & European Metric 
tires is reduced by 10% when used on a light truck, utility vehicle or 
trailer. Never fit P-Metric or European Metric tires to light trucks that 
specify LT-type replacement tires. 

DON’T SPIN YOUR TIRES EXCESSIVELY 
Avoid excessive tire spinning when your vehicle is stuck in snow, ice, 
mud or sand. The centrifugal forces generated by a free-spinning  
tire/wheel assembly may cause sudden tire explosion, resulting in 
vehicle damage and/or serious personal injury to you or a bystander. 
Never exceed 35 mph/55 kph, as indicated on your speedometer. Use 
a gentle backward and forward rocking motion to free your vehicle for 
continued driving. Never stand near or behind a tire spinning at high 
speeds, for example, while attempting to push a vehicle that is stuck or 
when an on-the-car spin balance machine is in use.

DO CHECK YOUR TIRES FOR WEAR 
Always remove tires from service when they reach two thirty-seconds 
of an inch (2/32") remaining tread depth. All new tires have treadwear 
indicators which appear as smooth banks in the tread grooves when 
they wear to the two thirty-seconds of an inch (2/32") level. Many wet 
weather accidents result from skidding on bald or nearly bald tires. 
Excessively worn tires are also more susceptible to penetrations. 

DO CHECK YOUR TIRES FOR DAMAGE 
Frequent (at least monthly) inspection of your tires for signs of damage 
and their general condition is important for safety. If you have any 
questions, have your tire Dealer inspect them. Impacts, penetrations, 
cracks, knots, bulges or air loss always require tire removal and expert 
inspection. Never perform a temporary repair or use an inner tube as a 
substitute for a proper repair. Only qualified persons should repair tires. 

PROPER TIRE REPAIR 
NOTE: Goodyear does not warrant any inspection or repair process.  
The repair is entirely the responsibility of the repairer and should be 
made in accordance with established U.S. Tire Manufacturers Association 
(USTMA) procedures. 

Tire Pressure-Monitoring System Alert 
Refer to your vehicle Owner’s Manual for more information on what to do 
if the tire pressure warning system activates.

THE CONVENIENCE (TEMPORARY) SPARE 
The Convenience (Temporary) Spare is designed, built and tested to 
the high engineering standards set by North America’s leading car 
manufacturers and to Goodyear's own high standards of quality control. 
It is designed to take up a minimum of storage space and, at the same 
time, fulfill the function of a spare tire when needed. The spare is kept in 
its storage space, fully inflated at 60 psi. To be sure it is always ready for 
use, the air pressure should be checked on a regular basis.
The Convenience (Temporary) Spare can be used in combination with the 
original tires on your vehicle. You can expect a tire tread life of up to 3,000 
miles (4,800 kilometres), depending on road conditions and your driving 
habits. To conserve tire tread life, return the spare to the storage area as 
soon as it is convenient to have the standard tire repaired or replaced.
The Convenience (Temporary) Spare weighs less than a standard tire 
so it’s easier to handle. It also helps reduce the total car weight, which 
contributes to fuel economy.
The wheels used with the Convenience (Temporary) Spare are 
specifically designed for use with high pressure spares and should 
never be used with any other type tire. 

  * For vehicles with different front and rear tire sizes, the rear tires will have a 22,500 mile/ 
37,500 kilometre tread life warranty.

** For vehicles with different front and rear tire sizes, the rear tires will have a 25,000 mile/ 
40,000 kilometre tread life warranty.

DuPont™ and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

HOW WILL TREAD LIFE LIMITED WARRANTY CHARGES BE CALCULATED? 
Driving habits, road conditions, driving conditions and vehicle maintenance  
are all factors that contribute to tire wear. If your tires do not reach the  
miles/kilometres listed in the Tread Life table and meet with all the terms of  
the Tread Life Limited Warranty, the tires will be replaced as follows: 



HIGHWAY AUTO AND LIGHT TRUCK TIRE WARRANTY AND 
ADJUSTMENT POLICY 
(EXCLUDES GOODYEAR® UNISTEEL® RADIAL LIGHT TRUCK TIRES) 
WHO IS ELIGIBLE? 
You are eligible for the benefits of this Limited Warranty if you meet all the 
following criteria: 
•  You are the owner or authorized agent of the owner of new Goodyear  

highway auto or light truck tires 
•  Your tires bear Department of Transportation prescribed tire  

identification numbers 
•  Your tires have been used only on the vehicle on which they were  

originally installed according to the vehicle manufacturer’s or  
Goodyear’s recommendations 

•  Your tires were purchased on or after April 1, 2018
Light truck tires are defined as all tires identified with the “LT” designation in 
the sidewall stamping. 

WHAT IS COVERED AND FOR HOW LONG? 
FREE TIRE REPLACEMENT 
Any new Goodyear highway radial auto, radial light truck tire or Special 
Trailer (ST) tire, covered by this policy, removed from service due to a 
covered warranty condition during the first 2/32" of usable tread or twelve 
months from date of purchase, whichever comes first, will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 
(Without proof of purchase the date of manufacture will be used to determine 
eligibility.) 

ALL OTHER HIGHWAY AUTO OR LIGHT TRUCK TIRES 
Any new Goodyear highway auto or light truck tire, other than radial auto 
or radial light truck tires, removed from service due to a covered warranty 
condition during the first 1/32" of usable tread will be replaced with a 
comparable new Goodyear tire at no charge, including mounting and balancing. 

TEMPORARY SPARE TIRES 
Any Goodyear temporary spare tire removed from service due to a covered 
warranty condition during the first 50% of usable treadwear (1/32") will be 
replaced with a comparable new Goodyear temporary spare tire at no charge, 
including mounting. 

PRORATED ADJUSTMENT 
Tires not eligible for free replacement that are removed from service due to a 
covered warranty condition will be replaced with a comparable new Goodyear 
tire on a prorated basis for up to six (6) years from the date of original new tire 
purchase or when the treadwear indicators become visible (worn to 2/32"), 
whichever occurs first. (Without proof of purchase the date of manufacture will 
be used to determine eligibility.)

HOW WILL PRORATED CHARGES BE CALCULATED? 
Replacement price will be calculated by multiplying the tire’s advertised retail 
selling price at the time of adjustment by the percentage of usable original 
tread that has been worn off. You pay for mounting and balancing, and an 
amount equal to the current Federal Excise Tax (F.E.T. – U.S. only) and any 
other applicable taxes and government-mandated charges. 
EXAMPLE: If your disabled tire had an original 8/32" of usable treadwear and is 
worn to 4/32" usable tread remaining, you have used 50% and therefore must 
pay 50% of the advertised retail selling price of the comparable tire. 
In addition, you must pay an amount equal to the full current Federal Excise 
Tax (U.S. only) or any other applicable taxes and government-mandated 
charges for the comparable new replacement tire at the time of adjustment. 
If the price of the new comparable tire is $130.00, the cost to you would be 
$65.00 plus F.E.T. (U.S. only) plus any other applicable taxes and  
government-mandated charges.

WHAT IS A COMPARABLE TIRE? 
A “comparable” new Goodyear tire will be the same brand tire and may be 

either the same line of tire or, in the event that the tire is not available, the 
same brand tire with the same basic construction and similar performance 
attributes with a different sidewall or tread configuration. If a higher priced 
tire is accepted as replacement, the difference in price will be at an additional 
charge to you. Any replacement tire provided pursuant to this warranty will be 
covered by the warranty in effect at the time of replacement. 

ADDITIONAL PROVISIONS 
A tire has delivered its full original tread life and the coverage of this limited 
warranty ends when the treadwear indicators become visible (worn to 2/32") or 
six (6) years from the date of new tire purchase, whichever occurs first. (Without 
proof of purchase the date of manufacture will be used to determine eligibility.) 

LIMITATIONS 
This limited warranty is applicable only in the United States and Canada. 

GOODYEAR TREAD LIFE LIMITED WARRANTY 
In addition to the provisions of the limited warranty for covered warranty 
conditions, any new Goodyear replacement tire listed below is warranted 
against treadwear wear-out based on the following table for up to six (6)  
years or the mileage indicated, whichever occurs first: 
  U.S. CANADA
 TIRE MILES KILOMETRES

If the tread wears evenly down to the treadwear indicators (worn to 2/32") 
before delivering the warranted mileage, the tire will be replaced on a 
prorated basis, provided the original invoice is presented showing the vehicle 
mileage when the tires were originally installed. 
EXAMPLE: If your tire has a tread life limited warranty of 80,000 miles 
(130,000 kilometres) and delivers 56,000 miles (91,000 kilometres) 
prior to wear-out (down to 2/32"), the tire will be replaced for 70% of the 
advertised selling price of the comparable tire at the time of adjustment. If 
the price of the new comparable tire is $130, the cost to you would be $91, 
plus any additional charges such as mounting, balancing and any other 
applicable taxes and government-mandated charges. 
The Tread Life Limited Warranty applies only if you are the original  
purchaser and the tires have been used only on the vehicle on which they 
were originally installed, according to Goodyear’s or the vehicle  
manufacturer’s recommendations. 
However, the Tread Life Limited Warranty does not apply to: 
•  Tires used in commercial applications including, but not limited to, police, 

taxi service, national account, government and contract sales. 
•  Tires supplied as original equipment. 
•  Tires that are installed on any vehicle other than the vehicle on which they 

were originally installed. 
•  Tires that after leaving the producing factory have had the tread pattern 

altered in any manner such as, but not limited to, siping, carving, shaving 
or having any material applied to the tread surface.

You must retain your original tire purchase invoice (see B. under Owner’s 
Obligations) for tread life limited warranty consideration. 

OWNER’S OBLIGATIONS: 
A.  You must rotate your tires in accordance with the prescribed  

rotation patterns as recommended by either the vehicle manufacturer  
or Goodyear. 

B.  When making a claim under the Tread Life Limited Warranty, you 
must present your original tire purchase invoice which shows the tire 
description, mileage and date the tire(s) were installed. 

C.  You must present the tire to be adjusted to a Goodyear Retailer. Tires 
replaced as an adjustment become the property of The Goodyear Tire & 
Rubber Company or Goodyear Canada Inc. 

D.  You must pay any other applicable taxes and government-mandated 
charges for any additional service you order at the time of adjustment 
relating to any unique applications requiring mounting, demounting  
or balancing. 

E.  No claim will be recognized unless submitted on a Goodyear claim form 
(supplied by a Goodyear Retailer) completely filled out and where you, 
the owner, or your authorized agent presented the tire for adjustment.

WHAT IS NOT COVERED BY THIS WARRANTY? 
This limited warranty does not cover the following: 
•  Tires submitted for ride disturbance complaints that are worn beyond the 

first two thirty-seconds of an inch (2/32") tread depth or tires submitted 
for ride disturbance due to damaged wheels or any vehicle condition.

•  Goodyear does not warrant or give credit in any adjustment transaction 
for any kind of material added to a tire (e.g., tire fillers, sealants, balancing 
substances)after the tire leaves a factory producing Goodyear tires, nor will 
it adjust any tire that has failed as a result of adding such material. 

•  Irregular wear or damage due to mechanical condition of the vehicle, 
improper inflation, overloading, high speed spin-up, misapplication, misuse, 
negligence, racing, use of tire chains, improper mounting or demounting, 
improper repair, wreck, collision or fire. 

•  Road hazards (includes, but is not limited to, punctures, cuts, snags, 
impact breaks, etc.). 

•  Any tire that, after leaving a factory producing Goodyear tires, has been 
intentionally altered to change its appearance (e.g., white inlay on a  
black tire or regrooved). 

•  Tires with weather-cracking that were purchased more than four (4)  
years prior to presentation for adjustment or, if purchase date cannot  
be verified, manufactured more than four years prior to presentation  
for adjustment. 

•  Temporary spare tires used on vehicles used in racing and on passenger 
cars in special applications such as police pursuit service. 

•  Goodyear Unisteel Commercial Radial Light Truck Tires. 
•  Tires removed from service due to improper repairs.
•  Cosmetic weather checking.
•  Low tire pressure-monitoring system – refer to vehicle  

manufacturer’s warranty.
•  Ultra high-performance summer tires are not recommended for winter 

use, and tread or shoulder cracking on those tires resulting from winter 
use will not be covered under our warranty.

WHAT ARE YOUR LEGAL RIGHTS? 
No Representative or Dealer has authority to make any representation, 
promise or agreement on behalf of Goodyear, except as stated herein. 
Any tire, no matter how well constructed, may fail in service or otherwise 
become unserviceable due to conditions beyond the control of the 
manufacturer. Under no circumstances is this warranty a representation 
that a tire failure cannot occur. 
DISCLAIMER: THIS WARRANTY IS IN LIEU OF, AND GOODYEAR HEREBY 
DISCLAIMS, ANY AND ALL OTHER WARRANTIES AND REPRESENTATIONS, 
EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION ANY WARRANTY OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, AND NO OTHER 
WARRANTY OR REPRESENTATION OF ANY KIND IS MADE BY GOODYEAR OR 
SHALL BE IMPLIED BY LAW. 
LIMITATION OF DAMAGES: IN NO EVENT AND UNDER NO CIRCUMSTANCE 
SHALL GOODYEAR BE LIABLE TO THE BUYER FOR ANY INDIRECT, SPECIAL, 
INCIDENTAL, CONSEQUENTIAL, LOST PROFIT, LOSS OF BUSINESS, LOSS OF 
GOODWILL OR REPUTATION, PUNITIVE OR OTHER DAMAGE, COST (INCLUDING 
FOR REPLACEMENT TRANSPORTATION), EXPENSE OR LOSS OF ANY KIND. 
SOME STATES AND PROVINCES DO NOT ALLOW THE EXCLUSION OR LIMITATION 
OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR 
EXCLUSION MAY NOT APPLY TO YOU.
This warranty gives you specific legal rights and you may also have other 
rights that vary from state to state or province to province. 

HOW DO YOU OBTAIN AN ADJUSTMENT? 
A.  You must present the tire to be adjusted to an authorized Goodyear service 

facility. Tires replaced on an adjustment basis become the property of 
The Goodyear Tire & Rubber Company or Goodyear Canada Inc. 

B.  You must pay for taxes and any additional services you order at the 
time of adjustment plus any additional service that may be unique to 
your application, e.g., Tire Pressure-Monitoring System. 

C.  You must submit your claim on an approved claim form supplied by 
an authorized Goodyear service facility. The form must be filled out 
completely and signed, where you the owner or your authorized agent 
presented the tire for adjustment. 

You must go to an authorized Goodyear outlet for replacement tires and all 
warranty service.

 SAFETY WARNINGS 
Property damage, serious injury or death may result from: 
•  TIRE FAILURE DUE TO UNDERINFLATION/OVERLOADING/MISAPPLICATION. 

Follow the vehicle owner’s manual or tire placard in vehicle. 
•  TIRE FAILURE DUE TO IMPACT DAMAGE/IMPROPER MAINTENANCE. Tires 

should be inspected regularly by a qualified technician for signs of 
damage, such as punctures or impacts. 

•  TIRE FAILURE DUE TO IMPROPER REPAIRS. See U.S. Tire Manufacturers 
Association (USTMA) established repair procedures at www.ustires.org 
and/or go to www.goodyear.com for information on proper repair procedures. 

•  EXPLOSION OF TIRE/RIM ASSEMBLY DUE TO IMPROPER MOUNTING. Only 
specially trained persons should mount tires. 

•  FAILURE TO MOUNT RADIAL TIRES ON APPROVED RIMS. 
•  FAILURE TO DEFLATE SINGLE OR DUAL ASSEMBLIES COMPLETELY  

BEFORE DEMOUNTING. 
•  TIRE SPINNING. On slippery surfaces such as snow, mud, ice, etc., do not  

spin tires in excess of 35 mph (55 kph), as indicated on the speedometer.
•  EXCESSIVE WHEEL SPINNING. This can also result in tire disintegration 

or axle failure.

 WARNING Vehicle handling, traction, ride comfort and other 
performance parameters may be significantly affected by a change in 
tire size or type. Before replacing tires, always consult and follow the 
vehicle owner’s manual because some vehicle manufacturers prohibit 
changing tire size. When selecting tires that are different from the original 
equipment size make certain: (1) The tires have adequate load-carrying 
capacity based on the vehicle placard, (2) The tires have sufficient 
inflation pressure to carry the load and (3) There is proper clearance 
with no interference points between the tire and vehicle. The consumer 
must be aware to always drive safely and obey all traffic laws. Avoid 
sudden, sharp turns or aggressive lane changes. Failure to follow any of 
these warnings may result in loss of control of the vehicle, leading to an 
accident and serious injury or death.

TIRE CARE AND MAINTENANCE GUIDE 
The easiest way to help ensure satisfactory mileage and performance 
from your Goodyear tires is to give them a simple but frequent (at least 
monthly) inspection for proper inflation, even treadwear and the presence 
of any damage.

DO MAINTAIN PROPER INFLATION PRESSURE IN YOUR TIRES 
Proper inflation pressure is necessary for optimum tire performance, 
safety and fuel economy. Check inflation pressures at least once a month 
and before long trips. Use an accurate tire pressure gauge. Always check 
pressures when the tires are cold (when the vehicle has been driven less 
than one mile). If you must check inflation when the tires are hot, add 
4 psi (27 kPa) to the recommended cold inflation pressure. It is difficult  
to tell just by looking at radial tires whether they are underinflated.* 
Furthermore, when operating a vehicle equipped with radial tires, it is 
difficult to notice when a tire has gone flat or nearly flat since the “feel”  
of the vehicle does not change significantly. 
* Evidence of air loss or repeated underinflation always requires expert 

inspection to determine the source of leakage and tire removal to 
determine repairability. To avoid injury, NEVER attempt to reinflate a 
tire that has been run severely underinflated.

Progressive air loss may result from punctures, cuts, curbing, impacts 
or partial bead unseating. Some fitment causes for air loss are (1) 
incomplete bead seating, (2) bead tearing caused by a machine tool due 
to insufficient lubrication or improper adjustment. Leaking valve core or 
rubber valve components should be replaced when problems are detected 
and whenever tires are replaced. 
Always maintain inflation pressure at the level recommended by 
the vehicle manufacturer as shown on the vehicle placard, vehicle 
certification label or in the vehicle owner’s manual.
Underinflation is the leading cause of tire failure and may result in severe 
cracking, component separation or “blowout.” It reduces tire load capacity, 
allows excessive sidewall flexing and increases rolling resistance, 
resulting in heat and mechanical damage. Maintaining proper inflation 
pressure is the single most important thing you can do to promote tire 
durability and maximize tread life. Overinflation increases stiffness, which 
may deteriorate ride and generate unwanted vibration. Overinflation also 
increases the chances of impact damage. 

DON’T OVERLOAD YOUR VEHICLE 
Check your vehicle owner’s manual to determine the load limits. 
Overloading your vehicle places stress on your tires and other critical 

 Assurance® All-Season 65,000 105,000
 Assurance® TripleTred® All-Season 80,000 130,000 
 (T- and H-speed rated only) 
 Assurance® TripleTred® All-Season 70,000 110,000 
 (V-speed rated only) 
 Assurance® TripleTred® 80,000 130,000
 Assurance® ComforTred® Touring 80,000 130,000 
 (T- and H-speed rated only)
 Assurance® ComforTred® Touring 70,000 110,000 
 (V-speed rated only)
 Assurance® ComforTred® 80,000 130,000
 Assurance® Fuel Max® 65,000 105,000
 Assurance®CS Fuel Max® 65,000 105,000
 Assurance®CS TripleTred® All-Season 65,000 105,000
 Assurance® MaxLife® 85,000 140,000
 Assurance® WeatherReadyTM 60,000 95,000
 Eagle® F1 Asymmetric All-Season* 45,000 75,000
 Eagle GT® (V-speed rated only) 50,000 80,000
 Eagle® Sport All-Season** 50,000 80,000
 Fierce Instinct® VR 50,000 80,000 
 Fierce Instinct® ZR 30,000 50,000
 Fortera® TripleTred™ 60,000 95,000
 Fortera® HL 60,000 95,000
 Integrity® 50,000 80,000
 Wrangler® All-Terrain Adventure with Kevlar® 60,000 95,000
 Wrangler ArmorTrac® (LT Sizes) 45,000 75,000
 Wrangler ArmorTrac® (P-Metric) 50,000 80,000
 Wrangler DuraTrac® (Excludes LT sizes) 50,000 80,000
 Wrangler Fortitude HT® (Excludes LT sizes) 65,000 105,000
 Wrangler Fortitude HT® (LT sizes) 50,000 80,000
 Wrangler® SilentArmor® 50,000 80,000
 Wrangler SR-A® (Excludes LT sizes) 50,000 80,000
 Wrangler TrailRunner AT® 55,000 85,000

vehicle components. Overloading a vehicle can cause poor handling or 
increased fuel consumption and may cause tire failure. Overloading your 
tires can result in severe cracking, component separation or “blowout.” 
Never fit your vehicle with new tires that have less load capacity than 
shown on the vehicle tire placard and remember that optimum rim width 
is important for proper tire load distribution and function. The maximum 
load capacity stamped on the sidewalls of P-Metric & European Metric 
tires is reduced by 10% when used on a light truck, utility vehicle or 
trailer. Never fit P-Metric or European Metric tires to light trucks that 
specify LT-type replacement tires. 

DON’T SPIN YOUR TIRES EXCESSIVELY 
Avoid excessive tire spinning when your vehicle is stuck in snow, ice, 
mud or sand. The centrifugal forces generated by a free-spinning  
tire/wheel assembly may cause sudden tire explosion, resulting in 
vehicle damage and/or serious personal injury to you or a bystander. 
Never exceed 35 mph/55 kph, as indicated on your speedometer. Use 
a gentle backward and forward rocking motion to free your vehicle for 
continued driving. Never stand near or behind a tire spinning at high 
speeds, for example, while attempting to push a vehicle that is stuck or 
when an on-the-car spin balance machine is in use.

DO CHECK YOUR TIRES FOR WEAR 
Always remove tires from service when they reach two thirty-seconds 
of an inch (2/32") remaining tread depth. All new tires have treadwear 
indicators which appear as smooth banks in the tread grooves when 
they wear to the two thirty-seconds of an inch (2/32") level. Many wet 
weather accidents result from skidding on bald or nearly bald tires. 
Excessively worn tires are also more susceptible to penetrations. 

DO CHECK YOUR TIRES FOR DAMAGE 
Frequent (at least monthly) inspection of your tires for signs of damage 
and their general condition is important for safety. If you have any 
questions, have your tire Dealer inspect them. Impacts, penetrations, 
cracks, knots, bulges or air loss always require tire removal and expert 
inspection. Never perform a temporary repair or use an inner tube as a 
substitute for a proper repair. Only qualified persons should repair tires. 

PROPER TIRE REPAIR 
NOTE: Goodyear does not warrant any inspection or repair process.  
The repair is entirely the responsibility of the repairer and should be 
made in accordance with established U.S. Tire Manufacturers Association 
(USTMA) procedures. 

Tire Pressure-Monitoring System Alert 
Refer to your vehicle Owner’s Manual for more information on what to do 
if the tire pressure warning system activates.

THE CONVENIENCE (TEMPORARY) SPARE 
The Convenience (Temporary) Spare is designed, built and tested to 
the high engineering standards set by North America’s leading car 
manufacturers and to Goodyear's own high standards of quality control. 
It is designed to take up a minimum of storage space and, at the same 
time, fulfill the function of a spare tire when needed. The spare is kept in 
its storage space, fully inflated at 60 psi. To be sure it is always ready for 
use, the air pressure should be checked on a regular basis.
The Convenience (Temporary) Spare can be used in combination with the 
original tires on your vehicle. You can expect a tire tread life of up to 3,000 
miles (4,800 kilometres), depending on road conditions and your driving 
habits. To conserve tire tread life, return the spare to the storage area as 
soon as it is convenient to have the standard tire repaired or replaced.
The Convenience (Temporary) Spare weighs less than a standard tire 
so it’s easier to handle. It also helps reduce the total car weight, which 
contributes to fuel economy.
The wheels used with the Convenience (Temporary) Spare are 
specifically designed for use with high pressure spares and should 
never be used with any other type tire. 

  * For vehicles with different front and rear tire sizes, the rear tires will have a 22,500 mile/ 
37,500 kilometre tread life warranty.

** For vehicles with different front and rear tire sizes, the rear tires will have a 25,000 mile/ 
40,000 kilometre tread life warranty.

DuPont™ and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

HOW WILL TREAD LIFE LIMITED WARRANTY CHARGES BE CALCULATED? 
Driving habits, road conditions, driving conditions and vehicle maintenance  
are all factors that contribute to tire wear. If your tires do not reach the  
miles/kilometres listed in the Tread Life table and meet with all the terms of  
the Tread Life Limited Warranty, the tires will be replaced as follows: 
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GUIDE
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Light Truck Tires 
Temporary Spare

Special Trailer (ST) Tires
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DON’T ATTEMPT TO MOUNT YOUR OWN TIRES 
Serious injury or death may result from explosion of tire/rim assembly 
due to improper mounting procedures. Follow tire manufacturer’s 
instructions and match tire diameter to rim diameter. Mount light truck 
radials on rims approved for radial service. Do not apply bead sealer. This 
can inhibit bead seating. Lubricate beads and tire rim (including tube or 
flap) contact surfaces. Lock assembly on mounting machine or place in 
safety cage. STAND BACK and never exceed 40 psi to seat beads. Never 
use a volatile substance or a rubber “donut” (also known as a bead 
expander or “O-Ring”) to aid bead seating. Only specially trained persons 
should mount tires. 

DON’T MIX TIRES OF DIFFERENT SIZES AND TYPES  
ON THE SAME AXLE 
For optimum handling and control, Goodyear recommends fitment of 
four (4) tires of the same type and size unless otherwise specified by 
the vehicle manufacturer.

 WARNING
Before you replace your tires, always consult the vehicle owner’s 
manual and follow the vehicle manufacturer’s replacement tire 
recommendations. Vehicle handling may be significantly affected by 
a change in tire size or type. When selecting tires that are different 
from the Original Equipment size, see a professional installer in order to 
make certain that proper clearance, load-carrying capacity and inflation 
pressure are selected. Never exceed the maximum load capacity and 
inflation pressure listed on the sidewall of the tire. Always drive safely 
and obey all traffic laws. Avoid sudden, sharp turns or aggressive lane 
changes. Failure to follow this warning may result in loss of control of 
the vehicle, leading to an accident and serious injury or death.
When replacing tires, you must maintain the outside diameter and 
load-carrying capacity of the Original Equipment tire. Inflation pressure 
may need to be adjusted to avoid overloading the tire. Consult the Tire & 
Rim Association Load and Inflation Tables, ETRTO or JATMA standards for 
correct load and inflation information. 

NEVER FIT TIRES TO A VEHICLE THAT HAVE LESS LOAD-
CARRYING CAPACITY THAN REQUIRED BY THE ORIGINAL 
EQUIPMENT MANUFACTURER
Examples: Many vehicles, such as large passenger vans, require Load 
Range E tires as designated by the vehicle manufacturer. Fitment of a 
tire, such as a Load Range D, with less carrying capacity is not allowed.
NOTE: Goodyear-manufactured and/or marketed European-Metric and 
P-Metric passenger tires are interchangeable as long as they have  
the same section width, same aspect ratio and same rim diameter.  
Caution: Never substitute a “Standard Load” (SL) tire for an "Extra 
Load" (XL) or "Reinforced" tire. If the vehicle was originally equipped 
with “Extra Load” (XL) or "Reinforced" tires, replace those tires with 
similar-sized "Extra Load" (XL) or "Reinforced" tires.

FOLLOW THESE ADDITIONAL GUIDELINES 
When installing only two tires, fit the tires with the deepest tread depth 
on the rear axle. If radials and non-radials must be fitted to the same 
vehicle, fit radials on rear axle. Never mix radials and non-radials on the 
same axle. When fitting winter tires or all-season tires to performance 
vehicles, always fit in sets of four. It is not recommended to fit tires with 
different speed ratings. If tires with different speed ratings are installed 
on a vehicle, they should be installed with like pairs on the same axle. The 
speed capability of the vehicle will become limited to that of the lowest 
speed rated tires. Use of lift kits with some vehicle/tire combinations can 
cause instability. When changing tire sizes, always consult Dealer for 
optimum rim width and carefully check vehicle/tire clearances. 

RETREADED TIRES 
Retreaded passenger and light truck tires are not warranted by Goodyear 
for any reason. Speed ratings and U.S. Department of Transportation test 
compliance certifications are voided for retreaded tires. 

DO MAINTAIN VEHICLE SUSPENSION, WHEEL ALIGNMENT AND 
BALANCE AND ROTATE YOUR TIRES 
Lack of rotation, worn suspension parts, underinflation/overinflation, 
wheel imbalance and misalignment can cause vibration or irregular 
tire wear. Rotate your tires according to your vehicle manufacturer’s 
recommendations or at maximum intervals of 6,000 miles/10,000 km. 
FOR ADDITIONAL INFORMATION, SEE THE “BE TIRE SMART/ 
PLAY YOUR PART” BROCHURE PUBLISHED BY U.S. TIRE MANUFACTURERS 
ASSOCIATION (USTMA). A COPY OF THIS BROCHURE CAN BE DOWNLOADED 
FROM THE USTMA WEBSITE: 
https://www.ustires.org/publications

HOW TO READ A TIRE D.O.T. SERIAL NUMBER 
D.O.T. stands for Department of Transportation and the number is on the 
lower sidewall of each tire to show that the tire meets or exceeds the 
Department of Transportation safety standards. 

Understanding Tire D.O.T. Numbers
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TIRE SERVICE LIFE 
Tires are designed and built to provide many thousands of miles of 
excellent service. For maximum benefit, tires must be maintained properly 
to avoid tire damage that may result in removal from service before the 
tread is worn down to minimum depth. 
It is not practical to accurately predict the service life of any specific 
tire in chronological time since service conditions vary widely. The 
serviceability of a tire over time is a function of the storage and service 
conditions (inflation pressure, load, speed, road hazard injury, etc.) 
to which a tire is subjected. Consumers should not rely solely on the 
appearance of the tire but should be aware of any change in dynamic 
performance such as increased air loss, noise or vibration, which could be 
a sign to remove the tire. Therefore, it is essential to have tires, including 
spares, inspected regularly (at least monthly) for proper inflation 
pressure, damage and treadwear.
Check your vehicle's owner's manual (or your vehicle) to determine if 
it is equipped with run-flat (extended mobility) tires. If your vehicle is 
equipped with run-flat tires, the following applies:

RUN-FLAT TECHNOLOGY EXTENDED MOBILITY TECHNOLOGY 
(EMT™), RUNONFLAT® (ROF) 
IMPORTANT SAFETY INFORMATION 
OPERATIONAL MONITORING 
In order for Goodyear Run-Flat (Extended Mobility Technology [EMT], 
RunOnFlat [ROF]) tires to obtain the performance criteria stated within 
this Limited Warranty, Goodyear tires must use specific parts, such as a 
low tire pressure-monitoring system authorized by the Original Equipment 
vehicle manufacturer.
Vehicles that are equipped Original Equipment with Goodyear Run-Flat 
tires must be fitted with wheels, tires and tire pressure-monitoring 
systems as specified by your vehicle manufacturer. For proper wheel, tire 
and TPMS fitment, please refer to your vehicle’s Owner’s Manual.

RUN-FLAT TIRE FEATURE
The Goodyear Run-Flat tire is a high-performance tire with a remarkable 
feature: It can operate for limited distances (driven 50 miles [80 km] 
maximum at speeds up to 50 mph [80 kph]) with very low or even no 
inflation pressure. This is an important benefit, especially if inflation  
loss occurs at a location where immediately stopping your vehicle could  
be hazardous. 
Because these tires ride well even without air pressure, your vehicle  
must be equipped with a system to alert you when a tire has low or no  
air pressure.

TIRE PRESSURE-MONITORING SYSTEM ALERT 
Refer to your vehicle Owner’s Manual for more information on what to do if 
the tire pressure warning system activates. 

 WARNING
If the tire pressure-monitoring system signals an alert, follow these safety 
precautions to prevent a loss of vehicle control that could result in serious 
personal injury or death: 
•  Slow your speed. Do not exceed 50 mph (80 kph). 
•  Avoid hard cornering, hard braking and severe handling maneuvers. 
•  Avoid potholes and other road hazards. 
Remember that when your tires have lost air pressure, your vehicle’s 
handling capability is reduced, particularly during severe maneuvers. 

TO PROLONG TIRE LIFE DURING A SYSTEM ALERT 
The Goodyear Run-Flat tires can be driven up to 50 miles (80 km) at 
sustained speeds of up to 50 mph (80 kph) at low or zero air pressure. 
However, the tire may have to be replaced if driven to these limits. To help 
prolong the life of a tire operating under low-inflation conditions, drive at a 
speed as far below 50 mph (80 kph) as possible. Also, drive the shortest 
distance possible before obtaining tire service. Taking these precautions 
will increase the chance that your tire will be repairable. 

SERVICE AFTER A SYSTEM ALERT 
To obtain service after operating under low-inflation conditions, contact 
your Goodyear Run-Flat service facility. Trained service personnel will 
inspect your tires to determine if they are in need of repair or replacement. 
To locate the nearest authorized Goodyear Run-Flat service facility, call 
1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Because of the unique characteristics of Run-Flat tires, the wheels on  
which they are mounted and your vehicle’s tire pressure-monitoring 
system, all tire service work other than routine inflation maintenance and 
external inspections must be performed by service personnel at a Goodyear 
Run-Flat service facility.
Do not attempt to mount or demount Run-Flat tires yourself; serious 
injury or death could result. Only specially trained persons should mount, 
demount and repair Run-Flat tires, and more than 40 psi (270 kPa) may be 
required to seat beads. A safety cage and clip-on extension air hose must 
be used if more than 40 psi (270kPa) is needed to seat beads.

TIRE REPAIR 
Like any other Goodyear speed-rated, high-performance tire, the Goodyear 
Run-Flat tire may be repaired to correct a puncture in the tread, but  
PROPER MATERIALS AND PROCEDURES MUST BE USED. Contact a Goodyear or 
Run-Flat service facility for information on proper repairs. For the location of 
the nearest facility, call 1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Goodyear Run-Flat tires are designed for use only on certain original 
equipment wheels supplied with a properly operating low tire pressure-
monitoring system. If applied to a vehicle without a properly operating low 
tire pressure-monitoring system, the tires may fail when operated in an 
underinflated condition, resulting in loss of vehicle control and possible 
serious injury or death. Application of these tires to a vehicle not equipped 
with specified operational low tire pressure-monitoring system constitutes 
improper and unsafe use of this product.

FOR SERVICE ASSISTANCE OR INFORMATION, FIRST CONTACT THE 
NEAREST GOODYEAR RETAILER. 
1)  For assistance in locating the nearest Goodyear Retailer, call 

1-800-GOODYEAR or look in the Yellow Pages under Tire Dealers – New. 

2)  Go to www.goodyear.com for the U.S. or www.goodyear.ca for Canada. 
 
If additional assistance is required: 
Call the Customer Assistance Center 
at 1-800-321-2136 for U.S. or 1-800-387-3288 for Canada

 email: goodyear_cr@goodyear.com or write:

 Customer Assistance Center 
 Dept 728 
 200 Innovation Way 
 Akron, OH 44316-0001
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DON’T ATTEMPT TO MOUNT YOUR OWN TIRES 
Serious injury or death may result from explosion of tire/rim assembly 
due to improper mounting procedures. Follow tire manufacturer’s 
instructions and match tire diameter to rim diameter. Mount light truck 
radials on rims approved for radial service. Do not apply bead sealer. This 
can inhibit bead seating. Lubricate beads and tire rim (including tube or 
flap) contact surfaces. Lock assembly on mounting machine or place in 
safety cage. STAND BACK and never exceed 40 psi to seat beads. Never 
use a volatile substance or a rubber “donut” (also known as a bead 
expander or “O-Ring”) to aid bead seating. Only specially trained persons 
should mount tires. 

DON’T MIX TIRES OF DIFFERENT SIZES AND TYPES  
ON THE SAME AXLE 
For optimum handling and control, Goodyear recommends fitment of 
four (4) tires of the same type and size unless otherwise specified by 
the vehicle manufacturer.

 WARNING
Before you replace your tires, always consult the vehicle owner’s 
manual and follow the vehicle manufacturer’s replacement tire 
recommendations. Vehicle handling may be significantly affected by 
a change in tire size or type. When selecting tires that are different 
from the Original Equipment size, see a professional installer in order to 
make certain that proper clearance, load-carrying capacity and inflation 
pressure are selected. Never exceed the maximum load capacity and 
inflation pressure listed on the sidewall of the tire. Always drive safely 
and obey all traffic laws. Avoid sudden, sharp turns or aggressive lane 
changes. Failure to follow this warning may result in loss of control of 
the vehicle, leading to an accident and serious injury or death.
When replacing tires, you must maintain the outside diameter and 
load-carrying capacity of the Original Equipment tire. Inflation pressure 
may need to be adjusted to avoid overloading the tire. Consult the Tire & 
Rim Association Load and Inflation Tables, ETRTO or JATMA standards for 
correct load and inflation information. 

NEVER FIT TIRES TO A VEHICLE THAT HAVE LESS LOAD-
CARRYING CAPACITY THAN REQUIRED BY THE ORIGINAL 
EQUIPMENT MANUFACTURER
Examples: Many vehicles, such as large passenger vans, require Load 
Range E tires as designated by the vehicle manufacturer. Fitment of a 
tire, such as a Load Range D, with less carrying capacity is not allowed.
NOTE: Goodyear-manufactured and/or marketed European-Metric and 
P-Metric passenger tires are interchangeable as long as they have  
the same section width, same aspect ratio and same rim diameter.  
Caution: Never substitute a “Standard Load” (SL) tire for an "Extra 
Load" (XL) or "Reinforced" tire. If the vehicle was originally equipped 
with “Extra Load” (XL) or "Reinforced" tires, replace those tires with 
similar-sized "Extra Load" (XL) or "Reinforced" tires.

FOLLOW THESE ADDITIONAL GUIDELINES 
When installing only two tires, fit the tires with the deepest tread depth 
on the rear axle. If radials and non-radials must be fitted to the same 
vehicle, fit radials on rear axle. Never mix radials and non-radials on the 
same axle. When fitting winter tires or all-season tires to performance 
vehicles, always fit in sets of four. It is not recommended to fit tires with 
different speed ratings. If tires with different speed ratings are installed 
on a vehicle, they should be installed with like pairs on the same axle. The 
speed capability of the vehicle will become limited to that of the lowest 
speed rated tires. Use of lift kits with some vehicle/tire combinations can 
cause instability. When changing tire sizes, always consult Dealer for 
optimum rim width and carefully check vehicle/tire clearances. 

RETREADED TIRES 
Retreaded passenger and light truck tires are not warranted by Goodyear 
for any reason. Speed ratings and U.S. Department of Transportation test 
compliance certifications are voided for retreaded tires. 

DO MAINTAIN VEHICLE SUSPENSION, WHEEL ALIGNMENT AND 
BALANCE AND ROTATE YOUR TIRES 
Lack of rotation, worn suspension parts, underinflation/overinflation, 
wheel imbalance and misalignment can cause vibration or irregular 
tire wear. Rotate your tires according to your vehicle manufacturer’s 
recommendations or at maximum intervals of 6,000 miles/10,000 km. 
FOR ADDITIONAL INFORMATION, SEE THE “BE TIRE SMART/ 
PLAY YOUR PART” BROCHURE PUBLISHED BY U.S. TIRE MANUFACTURERS 
ASSOCIATION (USTMA). A COPY OF THIS BROCHURE CAN BE DOWNLOADED 
FROM THE USTMA WEBSITE: 
https://www.ustires.org/publications

HOW TO READ A TIRE D.O.T. SERIAL NUMBER 
D.O.T. stands for Department of Transportation and the number is on the 
lower sidewall of each tire to show that the tire meets or exceeds the 
Department of Transportation safety standards. 
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TIRE SERVICE LIFE 
Tires are designed and built to provide many thousands of miles of 
excellent service. For maximum benefit, tires must be maintained properly 
to avoid tire damage that may result in removal from service before the 
tread is worn down to minimum depth. 
It is not practical to accurately predict the service life of any specific 
tire in chronological time since service conditions vary widely. The 
serviceability of a tire over time is a function of the storage and service 
conditions (inflation pressure, load, speed, road hazard injury, etc.) 
to which a tire is subjected. Consumers should not rely solely on the 
appearance of the tire but should be aware of any change in dynamic 
performance such as increased air loss, noise or vibration, which could be 
a sign to remove the tire. Therefore, it is essential to have tires, including 
spares, inspected regularly (at least monthly) for proper inflation 
pressure, damage and treadwear.
Check your vehicle's owner's manual (or your vehicle) to determine if 
it is equipped with run-flat (extended mobility) tires. If your vehicle is 
equipped with run-flat tires, the following applies:

RUN-FLAT TECHNOLOGY EXTENDED MOBILITY TECHNOLOGY 
(EMT™), RUNONFLAT® (ROF) 
IMPORTANT SAFETY INFORMATION 
OPERATIONAL MONITORING 
In order for Goodyear Run-Flat (Extended Mobility Technology [EMT], 
RunOnFlat [ROF]) tires to obtain the performance criteria stated within 
this Limited Warranty, Goodyear tires must use specific parts, such as a 
low tire pressure-monitoring system authorized by the Original Equipment 
vehicle manufacturer.
Vehicles that are equipped Original Equipment with Goodyear Run-Flat 
tires must be fitted with wheels, tires and tire pressure-monitoring 
systems as specified by your vehicle manufacturer. For proper wheel, tire 
and TPMS fitment, please refer to your vehicle’s Owner’s Manual.

RUN-FLAT TIRE FEATURE
The Goodyear Run-Flat tire is a high-performance tire with a remarkable 
feature: It can operate for limited distances (driven 50 miles [80 km] 
maximum at speeds up to 50 mph [80 kph]) with very low or even no 
inflation pressure. This is an important benefit, especially if inflation  
loss occurs at a location where immediately stopping your vehicle could  
be hazardous. 
Because these tires ride well even without air pressure, your vehicle  
must be equipped with a system to alert you when a tire has low or no  
air pressure.

TIRE PRESSURE-MONITORING SYSTEM ALERT 
Refer to your vehicle Owner’s Manual for more information on what to do if 
the tire pressure warning system activates. 

 WARNING
If the tire pressure-monitoring system signals an alert, follow these safety 
precautions to prevent a loss of vehicle control that could result in serious 
personal injury or death: 
•  Slow your speed. Do not exceed 50 mph (80 kph). 
•  Avoid hard cornering, hard braking and severe handling maneuvers. 
•  Avoid potholes and other road hazards. 
Remember that when your tires have lost air pressure, your vehicle’s 
handling capability is reduced, particularly during severe maneuvers. 

TO PROLONG TIRE LIFE DURING A SYSTEM ALERT 
The Goodyear Run-Flat tires can be driven up to 50 miles (80 km) at 
sustained speeds of up to 50 mph (80 kph) at low or zero air pressure. 
However, the tire may have to be replaced if driven to these limits. To help 
prolong the life of a tire operating under low-inflation conditions, drive at a 
speed as far below 50 mph (80 kph) as possible. Also, drive the shortest 
distance possible before obtaining tire service. Taking these precautions 
will increase the chance that your tire will be repairable. 

SERVICE AFTER A SYSTEM ALERT 
To obtain service after operating under low-inflation conditions, contact 
your Goodyear Run-Flat service facility. Trained service personnel will 
inspect your tires to determine if they are in need of repair or replacement. 
To locate the nearest authorized Goodyear Run-Flat service facility, call 
1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Because of the unique characteristics of Run-Flat tires, the wheels on  
which they are mounted and your vehicle’s tire pressure-monitoring 
system, all tire service work other than routine inflation maintenance and 
external inspections must be performed by service personnel at a Goodyear 
Run-Flat service facility.
Do not attempt to mount or demount Run-Flat tires yourself; serious 
injury or death could result. Only specially trained persons should mount, 
demount and repair Run-Flat tires, and more than 40 psi (270 kPa) may be 
required to seat beads. A safety cage and clip-on extension air hose must 
be used if more than 40 psi (270kPa) is needed to seat beads.

TIRE REPAIR 
Like any other Goodyear speed-rated, high-performance tire, the Goodyear 
Run-Flat tire may be repaired to correct a puncture in the tread, but  
PROPER MATERIALS AND PROCEDURES MUST BE USED. Contact a Goodyear or 
Run-Flat service facility for information on proper repairs. For the location of 
the nearest facility, call 1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Goodyear Run-Flat tires are designed for use only on certain original 
equipment wheels supplied with a properly operating low tire pressure-
monitoring system. If applied to a vehicle without a properly operating low 
tire pressure-monitoring system, the tires may fail when operated in an 
underinflated condition, resulting in loss of vehicle control and possible 
serious injury or death. Application of these tires to a vehicle not equipped 
with specified operational low tire pressure-monitoring system constitutes 
improper and unsafe use of this product.

FOR SERVICE ASSISTANCE OR INFORMATION, FIRST CONTACT THE 
NEAREST GOODYEAR RETAILER. 
1)  For assistance in locating the nearest Goodyear Retailer, call 

1-800-GOODYEAR or look in the Yellow Pages under Tire Dealers – New. 

2)  Go to www.goodyear.com for the U.S. or www.goodyear.ca for Canada. 
 
If additional assistance is required: 
Call the Customer Assistance Center 
at 1-800-321-2136 for U.S. or 1-800-387-3288 for Canada

 email: goodyear_cr@goodyear.com or write:

 Customer Assistance Center 
 Dept 728 
 200 Innovation Way 
 Akron, OH 44316-0001
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DON’T ATTEMPT TO MOUNT YOUR OWN TIRES 
Serious injury or death may result from explosion of tire/rim assembly 
due to improper mounting procedures. Follow tire manufacturer’s 
instructions and match tire diameter to rim diameter. Mount light truck 
radials on rims approved for radial service. Do not apply bead sealer. This 
can inhibit bead seating. Lubricate beads and tire rim (including tube or 
flap) contact surfaces. Lock assembly on mounting machine or place in 
safety cage. STAND BACK and never exceed 40 psi to seat beads. Never 
use a volatile substance or a rubber “donut” (also known as a bead 
expander or “O-Ring”) to aid bead seating. Only specially trained persons 
should mount tires. 

DON’T MIX TIRES OF DIFFERENT SIZES AND TYPES  
ON THE SAME AXLE 
For optimum handling and control, Goodyear recommends fitment of 
four (4) tires of the same type and size unless otherwise specified by 
the vehicle manufacturer.

 WARNING
Before you replace your tires, always consult the vehicle owner’s 
manual and follow the vehicle manufacturer’s replacement tire 
recommendations. Vehicle handling may be significantly affected by 
a change in tire size or type. When selecting tires that are different 
from the Original Equipment size, see a professional installer in order to 
make certain that proper clearance, load-carrying capacity and inflation 
pressure are selected. Never exceed the maximum load capacity and 
inflation pressure listed on the sidewall of the tire. Always drive safely 
and obey all traffic laws. Avoid sudden, sharp turns or aggressive lane 
changes. Failure to follow this warning may result in loss of control of 
the vehicle, leading to an accident and serious injury or death.
When replacing tires, you must maintain the outside diameter and 
load-carrying capacity of the Original Equipment tire. Inflation pressure 
may need to be adjusted to avoid overloading the tire. Consult the Tire & 
Rim Association Load and Inflation Tables, ETRTO or JATMA standards for 
correct load and inflation information. 

NEVER FIT TIRES TO A VEHICLE THAT HAVE LESS LOAD-
CARRYING CAPACITY THAN REQUIRED BY THE ORIGINAL 
EQUIPMENT MANUFACTURER
Examples: Many vehicles, such as large passenger vans, require Load 
Range E tires as designated by the vehicle manufacturer. Fitment of a 
tire, such as a Load Range D, with less carrying capacity is not allowed.
NOTE: Goodyear-manufactured and/or marketed European-Metric and 
P-Metric passenger tires are interchangeable as long as they have  
the same section width, same aspect ratio and same rim diameter.  
Caution: Never substitute a “Standard Load” (SL) tire for an "Extra 
Load" (XL) or "Reinforced" tire. If the vehicle was originally equipped 
with “Extra Load” (XL) or "Reinforced" tires, replace those tires with 
similar-sized "Extra Load" (XL) or "Reinforced" tires.

FOLLOW THESE ADDITIONAL GUIDELINES 
When installing only two tires, fit the tires with the deepest tread depth 
on the rear axle. If radials and non-radials must be fitted to the same 
vehicle, fit radials on rear axle. Never mix radials and non-radials on the 
same axle. When fitting winter tires or all-season tires to performance 
vehicles, always fit in sets of four. It is not recommended to fit tires with 
different speed ratings. If tires with different speed ratings are installed 
on a vehicle, they should be installed with like pairs on the same axle. The 
speed capability of the vehicle will become limited to that of the lowest 
speed rated tires. Use of lift kits with some vehicle/tire combinations can 
cause instability. When changing tire sizes, always consult Dealer for 
optimum rim width and carefully check vehicle/tire clearances. 

RETREADED TIRES 
Retreaded passenger and light truck tires are not warranted by Goodyear 
for any reason. Speed ratings and U.S. Department of Transportation test 
compliance certifications are voided for retreaded tires. 

DO MAINTAIN VEHICLE SUSPENSION, WHEEL ALIGNMENT AND 
BALANCE AND ROTATE YOUR TIRES 
Lack of rotation, worn suspension parts, underinflation/overinflation, 
wheel imbalance and misalignment can cause vibration or irregular 
tire wear. Rotate your tires according to your vehicle manufacturer’s 
recommendations or at maximum intervals of 6,000 miles/10,000 km. 
FOR ADDITIONAL INFORMATION, SEE THE “BE TIRE SMART/ 
PLAY YOUR PART” BROCHURE PUBLISHED BY U.S. TIRE MANUFACTURERS 
ASSOCIATION (USTMA). A COPY OF THIS BROCHURE CAN BE DOWNLOADED 
FROM THE USTMA WEBSITE: 
https://www.ustires.org/publications

HOW TO READ A TIRE D.O.T. SERIAL NUMBER 
D.O.T. stands for Department of Transportation and the number is on the 
lower sidewall of each tire to show that the tire meets or exceeds the 
Department of Transportation safety standards. 
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TIRE SERVICE LIFE 
Tires are designed and built to provide many thousands of miles of 
excellent service. For maximum benefit, tires must be maintained properly 
to avoid tire damage that may result in removal from service before the 
tread is worn down to minimum depth. 
It is not practical to accurately predict the service life of any specific 
tire in chronological time since service conditions vary widely. The 
serviceability of a tire over time is a function of the storage and service 
conditions (inflation pressure, load, speed, road hazard injury, etc.) 
to which a tire is subjected. Consumers should not rely solely on the 
appearance of the tire but should be aware of any change in dynamic 
performance such as increased air loss, noise or vibration, which could be 
a sign to remove the tire. Therefore, it is essential to have tires, including 
spares, inspected regularly (at least monthly) for proper inflation 
pressure, damage and treadwear.
Check your vehicle's owner's manual (or your vehicle) to determine if 
it is equipped with run-flat (extended mobility) tires. If your vehicle is 
equipped with run-flat tires, the following applies:

RUN-FLAT TECHNOLOGY EXTENDED MOBILITY TECHNOLOGY 
(EMT™), RUNONFLAT® (ROF) 
IMPORTANT SAFETY INFORMATION 
OPERATIONAL MONITORING 
In order for Goodyear Run-Flat (Extended Mobility Technology [EMT], 
RunOnFlat [ROF]) tires to obtain the performance criteria stated within 
this Limited Warranty, Goodyear tires must use specific parts, such as a 
low tire pressure-monitoring system authorized by the Original Equipment 
vehicle manufacturer.
Vehicles that are equipped Original Equipment with Goodyear Run-Flat 
tires must be fitted with wheels, tires and tire pressure-monitoring 
systems as specified by your vehicle manufacturer. For proper wheel, tire 
and TPMS fitment, please refer to your vehicle’s Owner’s Manual.

RUN-FLAT TIRE FEATURE
The Goodyear Run-Flat tire is a high-performance tire with a remarkable 
feature: It can operate for limited distances (driven 50 miles [80 km] 
maximum at speeds up to 50 mph [80 kph]) with very low or even no 
inflation pressure. This is an important benefit, especially if inflation  
loss occurs at a location where immediately stopping your vehicle could  
be hazardous. 
Because these tires ride well even without air pressure, your vehicle  
must be equipped with a system to alert you when a tire has low or no  
air pressure.

TIRE PRESSURE-MONITORING SYSTEM ALERT 
Refer to your vehicle Owner’s Manual for more information on what to do if 
the tire pressure warning system activates. 

 WARNING
If the tire pressure-monitoring system signals an alert, follow these safety 
precautions to prevent a loss of vehicle control that could result in serious 
personal injury or death: 
•  Slow your speed. Do not exceed 50 mph (80 kph). 
•  Avoid hard cornering, hard braking and severe handling maneuvers. 
•  Avoid potholes and other road hazards. 
Remember that when your tires have lost air pressure, your vehicle’s 
handling capability is reduced, particularly during severe maneuvers. 

TO PROLONG TIRE LIFE DURING A SYSTEM ALERT 
The Goodyear Run-Flat tires can be driven up to 50 miles (80 km) at 
sustained speeds of up to 50 mph (80 kph) at low or zero air pressure. 
However, the tire may have to be replaced if driven to these limits. To help 
prolong the life of a tire operating under low-inflation conditions, drive at a 
speed as far below 50 mph (80 kph) as possible. Also, drive the shortest 
distance possible before obtaining tire service. Taking these precautions 
will increase the chance that your tire will be repairable. 

SERVICE AFTER A SYSTEM ALERT 
To obtain service after operating under low-inflation conditions, contact 
your Goodyear Run-Flat service facility. Trained service personnel will 
inspect your tires to determine if they are in need of repair or replacement. 
To locate the nearest authorized Goodyear Run-Flat service facility, call 
1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Because of the unique characteristics of Run-Flat tires, the wheels on  
which they are mounted and your vehicle’s tire pressure-monitoring 
system, all tire service work other than routine inflation maintenance and 
external inspections must be performed by service personnel at a Goodyear 
Run-Flat service facility.
Do not attempt to mount or demount Run-Flat tires yourself; serious 
injury or death could result. Only specially trained persons should mount, 
demount and repair Run-Flat tires, and more than 40 psi (270 kPa) may be 
required to seat beads. A safety cage and clip-on extension air hose must 
be used if more than 40 psi (270kPa) is needed to seat beads.

TIRE REPAIR 
Like any other Goodyear speed-rated, high-performance tire, the Goodyear 
Run-Flat tire may be repaired to correct a puncture in the tread, but  
PROPER MATERIALS AND PROCEDURES MUST BE USED. Contact a Goodyear or 
Run-Flat service facility for information on proper repairs. For the location of 
the nearest facility, call 1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Goodyear Run-Flat tires are designed for use only on certain original 
equipment wheels supplied with a properly operating low tire pressure-
monitoring system. If applied to a vehicle without a properly operating low 
tire pressure-monitoring system, the tires may fail when operated in an 
underinflated condition, resulting in loss of vehicle control and possible 
serious injury or death. Application of these tires to a vehicle not equipped 
with specified operational low tire pressure-monitoring system constitutes 
improper and unsafe use of this product.

FOR SERVICE ASSISTANCE OR INFORMATION, FIRST CONTACT THE 
NEAREST GOODYEAR RETAILER. 
1)  For assistance in locating the nearest Goodyear Retailer, call 

1-800-GOODYEAR or look in the Yellow Pages under Tire Dealers – New. 

2)  Go to www.goodyear.com for the U.S. or www.goodyear.ca for Canada. 
 
If additional assistance is required: 
Call the Customer Assistance Center 
at 1-800-321-2136 for U.S. or 1-800-387-3288 for Canada

 email: goodyear_cr@goodyear.com or write:

 Customer Assistance Center 
 Dept 728 
 200 Innovation Way 
 Akron, OH 44316-0001
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DON’T ATTEMPT TO MOUNT YOUR OWN TIRES 
Serious injury or death may result from explosion of tire/rim assembly 
due to improper mounting procedures. Follow tire manufacturer’s 
instructions and match tire diameter to rim diameter. Mount light truck 
radials on rims approved for radial service. Do not apply bead sealer. This 
can inhibit bead seating. Lubricate beads and tire rim (including tube or 
flap) contact surfaces. Lock assembly on mounting machine or place in 
safety cage. STAND BACK and never exceed 40 psi to seat beads. Never 
use a volatile substance or a rubber “donut” (also known as a bead 
expander or “O-Ring”) to aid bead seating. Only specially trained persons 
should mount tires. 

DON’T MIX TIRES OF DIFFERENT SIZES AND TYPES  
ON THE SAME AXLE 
For optimum handling and control, Goodyear recommends fitment of 
four (4) tires of the same type and size unless otherwise specified by 
the vehicle manufacturer.

 WARNING
Before you replace your tires, always consult the vehicle owner’s 
manual and follow the vehicle manufacturer’s replacement tire 
recommendations. Vehicle handling may be significantly affected by 
a change in tire size or type. When selecting tires that are different 
from the Original Equipment size, see a professional installer in order to 
make certain that proper clearance, load-carrying capacity and inflation 
pressure are selected. Never exceed the maximum load capacity and 
inflation pressure listed on the sidewall of the tire. Always drive safely 
and obey all traffic laws. Avoid sudden, sharp turns or aggressive lane 
changes. Failure to follow this warning may result in loss of control of 
the vehicle, leading to an accident and serious injury or death.
When replacing tires, you must maintain the outside diameter and 
load-carrying capacity of the Original Equipment tire. Inflation pressure 
may need to be adjusted to avoid overloading the tire. Consult the Tire & 
Rim Association Load and Inflation Tables, ETRTO or JATMA standards for 
correct load and inflation information. 

NEVER FIT TIRES TO A VEHICLE THAT HAVE LESS LOAD-
CARRYING CAPACITY THAN REQUIRED BY THE ORIGINAL 
EQUIPMENT MANUFACTURER
Examples: Many vehicles, such as large passenger vans, require Load 
Range E tires as designated by the vehicle manufacturer. Fitment of a 
tire, such as a Load Range D, with less carrying capacity is not allowed.
NOTE: Goodyear-manufactured and/or marketed European-Metric and 
P-Metric passenger tires are interchangeable as long as they have  
the same section width, same aspect ratio and same rim diameter.  
Caution: Never substitute a “Standard Load” (SL) tire for an "Extra 
Load" (XL) or "Reinforced" tire. If the vehicle was originally equipped 
with “Extra Load” (XL) or "Reinforced" tires, replace those tires with 
similar-sized "Extra Load" (XL) or "Reinforced" tires.

FOLLOW THESE ADDITIONAL GUIDELINES 
When installing only two tires, fit the tires with the deepest tread depth 
on the rear axle. If radials and non-radials must be fitted to the same 
vehicle, fit radials on rear axle. Never mix radials and non-radials on the 
same axle. When fitting winter tires or all-season tires to performance 
vehicles, always fit in sets of four. It is not recommended to fit tires with 
different speed ratings. If tires with different speed ratings are installed 
on a vehicle, they should be installed with like pairs on the same axle. The 
speed capability of the vehicle will become limited to that of the lowest 
speed rated tires. Use of lift kits with some vehicle/tire combinations can 
cause instability. When changing tire sizes, always consult Dealer for 
optimum rim width and carefully check vehicle/tire clearances. 

RETREADED TIRES 
Retreaded passenger and light truck tires are not warranted by Goodyear 
for any reason. Speed ratings and U.S. Department of Transportation test 
compliance certifications are voided for retreaded tires. 

DO MAINTAIN VEHICLE SUSPENSION, WHEEL ALIGNMENT AND 
BALANCE AND ROTATE YOUR TIRES 
Lack of rotation, worn suspension parts, underinflation/overinflation, 
wheel imbalance and misalignment can cause vibration or irregular 
tire wear. Rotate your tires according to your vehicle manufacturer’s 
recommendations or at maximum intervals of 6,000 miles/10,000 km. 
FOR ADDITIONAL INFORMATION, SEE THE “BE TIRE SMART/ 
PLAY YOUR PART” BROCHURE PUBLISHED BY U.S. TIRE MANUFACTURERS 
ASSOCIATION (USTMA). A COPY OF THIS BROCHURE CAN BE DOWNLOADED 
FROM THE USTMA WEBSITE: 
https://www.ustires.org/publications

HOW TO READ A TIRE D.O.T. SERIAL NUMBER 
D.O.T. stands for Department of Transportation and the number is on the 
lower sidewall of each tire to show that the tire meets or exceeds the 
Department of Transportation safety standards. 
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TIRE SERVICE LIFE 
Tires are designed and built to provide many thousands of miles of 
excellent service. For maximum benefit, tires must be maintained properly 
to avoid tire damage that may result in removal from service before the 
tread is worn down to minimum depth. 
It is not practical to accurately predict the service life of any specific 
tire in chronological time since service conditions vary widely. The 
serviceability of a tire over time is a function of the storage and service 
conditions (inflation pressure, load, speed, road hazard injury, etc.) 
to which a tire is subjected. Consumers should not rely solely on the 
appearance of the tire but should be aware of any change in dynamic 
performance such as increased air loss, noise or vibration, which could be 
a sign to remove the tire. Therefore, it is essential to have tires, including 
spares, inspected regularly (at least monthly) for proper inflation 
pressure, damage and treadwear.
Check your vehicle's owner's manual (or your vehicle) to determine if 
it is equipped with run-flat (extended mobility) tires. If your vehicle is 
equipped with run-flat tires, the following applies:

RUN-FLAT TECHNOLOGY EXTENDED MOBILITY TECHNOLOGY 
(EMT™), RUNONFLAT® (ROF) 
IMPORTANT SAFETY INFORMATION 
OPERATIONAL MONITORING 
In order for Goodyear Run-Flat (Extended Mobility Technology [EMT], 
RunOnFlat [ROF]) tires to obtain the performance criteria stated within 
this Limited Warranty, Goodyear tires must use specific parts, such as a 
low tire pressure-monitoring system authorized by the Original Equipment 
vehicle manufacturer.
Vehicles that are equipped Original Equipment with Goodyear Run-Flat 
tires must be fitted with wheels, tires and tire pressure-monitoring 
systems as specified by your vehicle manufacturer. For proper wheel, tire 
and TPMS fitment, please refer to your vehicle’s Owner’s Manual.

RUN-FLAT TIRE FEATURE
The Goodyear Run-Flat tire is a high-performance tire with a remarkable 
feature: It can operate for limited distances (driven 50 miles [80 km] 
maximum at speeds up to 50 mph [80 kph]) with very low or even no 
inflation pressure. This is an important benefit, especially if inflation  
loss occurs at a location where immediately stopping your vehicle could  
be hazardous. 
Because these tires ride well even without air pressure, your vehicle  
must be equipped with a system to alert you when a tire has low or no  
air pressure.

TIRE PRESSURE-MONITORING SYSTEM ALERT 
Refer to your vehicle Owner’s Manual for more information on what to do if 
the tire pressure warning system activates. 

 WARNING
If the tire pressure-monitoring system signals an alert, follow these safety 
precautions to prevent a loss of vehicle control that could result in serious 
personal injury or death: 
•  Slow your speed. Do not exceed 50 mph (80 kph). 
•  Avoid hard cornering, hard braking and severe handling maneuvers. 
•  Avoid potholes and other road hazards. 
Remember that when your tires have lost air pressure, your vehicle’s 
handling capability is reduced, particularly during severe maneuvers. 

TO PROLONG TIRE LIFE DURING A SYSTEM ALERT 
The Goodyear Run-Flat tires can be driven up to 50 miles (80 km) at 
sustained speeds of up to 50 mph (80 kph) at low or zero air pressure. 
However, the tire may have to be replaced if driven to these limits. To help 
prolong the life of a tire operating under low-inflation conditions, drive at a 
speed as far below 50 mph (80 kph) as possible. Also, drive the shortest 
distance possible before obtaining tire service. Taking these precautions 
will increase the chance that your tire will be repairable. 

SERVICE AFTER A SYSTEM ALERT 
To obtain service after operating under low-inflation conditions, contact 
your Goodyear Run-Flat service facility. Trained service personnel will 
inspect your tires to determine if they are in need of repair or replacement. 
To locate the nearest authorized Goodyear Run-Flat service facility, call 
1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Because of the unique characteristics of Run-Flat tires, the wheels on  
which they are mounted and your vehicle’s tire pressure-monitoring 
system, all tire service work other than routine inflation maintenance and 
external inspections must be performed by service personnel at a Goodyear 
Run-Flat service facility.
Do not attempt to mount or demount Run-Flat tires yourself; serious 
injury or death could result. Only specially trained persons should mount, 
demount and repair Run-Flat tires, and more than 40 psi (270 kPa) may be 
required to seat beads. A safety cage and clip-on extension air hose must 
be used if more than 40 psi (270kPa) is needed to seat beads.

TIRE REPAIR 
Like any other Goodyear speed-rated, high-performance tire, the Goodyear 
Run-Flat tire may be repaired to correct a puncture in the tread, but  
PROPER MATERIALS AND PROCEDURES MUST BE USED. Contact a Goodyear or 
Run-Flat service facility for information on proper repairs. For the location of 
the nearest facility, call 1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Goodyear Run-Flat tires are designed for use only on certain original 
equipment wheels supplied with a properly operating low tire pressure-
monitoring system. If applied to a vehicle without a properly operating low 
tire pressure-monitoring system, the tires may fail when operated in an 
underinflated condition, resulting in loss of vehicle control and possible 
serious injury or death. Application of these tires to a vehicle not equipped 
with specified operational low tire pressure-monitoring system constitutes 
improper and unsafe use of this product.

FOR SERVICE ASSISTANCE OR INFORMATION, FIRST CONTACT THE 
NEAREST GOODYEAR RETAILER. 
1)  For assistance in locating the nearest Goodyear Retailer, call 

1-800-GOODYEAR or look in the Yellow Pages under Tire Dealers – New. 

2)  Go to www.goodyear.com for the U.S. or www.goodyear.ca for Canada. 
 
If additional assistance is required: 
Call the Customer Assistance Center 
at 1-800-321-2136 for U.S. or 1-800-387-3288 for Canada

 email: goodyear_cr@goodyear.com or write:

 Customer Assistance Center 
 Dept 728 
 200 Innovation Way 
 Akron, OH 44316-0001
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DON’T ATTEMPT TO MOUNT YOUR OWN TIRES 
Serious injury or death may result from explosion of tire/rim assembly 
due to improper mounting procedures. Follow tire manufacturer’s 
instructions and match tire diameter to rim diameter. Mount light truck 
radials on rims approved for radial service. Do not apply bead sealer. This 
can inhibit bead seating. Lubricate beads and tire rim (including tube or 
flap) contact surfaces. Lock assembly on mounting machine or place in 
safety cage. STAND BACK and never exceed 40 psi to seat beads. Never 
use a volatile substance or a rubber “donut” (also known as a bead 
expander or “O-Ring”) to aid bead seating. Only specially trained persons 
should mount tires. 

DON’T MIX TIRES OF DIFFERENT SIZES AND TYPES  
ON THE SAME AXLE 
For optimum handling and control, Goodyear recommends fitment of 
four (4) tires of the same type and size unless otherwise specified by 
the vehicle manufacturer.

 WARNING
Before you replace your tires, always consult the vehicle owner’s 
manual and follow the vehicle manufacturer’s replacement tire 
recommendations. Vehicle handling may be significantly affected by 
a change in tire size or type. When selecting tires that are different 
from the Original Equipment size, see a professional installer in order to 
make certain that proper clearance, load-carrying capacity and inflation 
pressure are selected. Never exceed the maximum load capacity and 
inflation pressure listed on the sidewall of the tire. Always drive safely 
and obey all traffic laws. Avoid sudden, sharp turns or aggressive lane 
changes. Failure to follow this warning may result in loss of control of 
the vehicle, leading to an accident and serious injury or death.
When replacing tires, you must maintain the outside diameter and 
load-carrying capacity of the Original Equipment tire. Inflation pressure 
may need to be adjusted to avoid overloading the tire. Consult the Tire & 
Rim Association Load and Inflation Tables, ETRTO or JATMA standards for 
correct load and inflation information. 

NEVER FIT TIRES TO A VEHICLE THAT HAVE LESS LOAD-
CARRYING CAPACITY THAN REQUIRED BY THE ORIGINAL 
EQUIPMENT MANUFACTURER
Examples: Many vehicles, such as large passenger vans, require Load 
Range E tires as designated by the vehicle manufacturer. Fitment of a 
tire, such as a Load Range D, with less carrying capacity is not allowed.
NOTE: Goodyear-manufactured and/or marketed European-Metric and 
P-Metric passenger tires are interchangeable as long as they have  
the same section width, same aspect ratio and same rim diameter.  
Caution: Never substitute a “Standard Load” (SL) tire for an "Extra 
Load" (XL) or "Reinforced" tire. If the vehicle was originally equipped 
with “Extra Load” (XL) or "Reinforced" tires, replace those tires with 
similar-sized "Extra Load" (XL) or "Reinforced" tires.

FOLLOW THESE ADDITIONAL GUIDELINES 
When installing only two tires, fit the tires with the deepest tread depth 
on the rear axle. If radials and non-radials must be fitted to the same 
vehicle, fit radials on rear axle. Never mix radials and non-radials on the 
same axle. When fitting winter tires or all-season tires to performance 
vehicles, always fit in sets of four. It is not recommended to fit tires with 
different speed ratings. If tires with different speed ratings are installed 
on a vehicle, they should be installed with like pairs on the same axle. The 
speed capability of the vehicle will become limited to that of the lowest 
speed rated tires. Use of lift kits with some vehicle/tire combinations can 
cause instability. When changing tire sizes, always consult Dealer for 
optimum rim width and carefully check vehicle/tire clearances. 

RETREADED TIRES 
Retreaded passenger and light truck tires are not warranted by Goodyear 
for any reason. Speed ratings and U.S. Department of Transportation test 
compliance certifications are voided for retreaded tires. 

DO MAINTAIN VEHICLE SUSPENSION, WHEEL ALIGNMENT AND 
BALANCE AND ROTATE YOUR TIRES 
Lack of rotation, worn suspension parts, underinflation/overinflation, 
wheel imbalance and misalignment can cause vibration or irregular 
tire wear. Rotate your tires according to your vehicle manufacturer’s 
recommendations or at maximum intervals of 6,000 miles/10,000 km. 
FOR ADDITIONAL INFORMATION, SEE THE “BE TIRE SMART/ 
PLAY YOUR PART” BROCHURE PUBLISHED BY U.S. TIRE MANUFACTURERS 
ASSOCIATION (USTMA). A COPY OF THIS BROCHURE CAN BE DOWNLOADED 
FROM THE USTMA WEBSITE: 
https://www.ustires.org/publications

HOW TO READ A TIRE D.O.T. SERIAL NUMBER 
D.O.T. stands for Department of Transportation and the number is on the 
lower sidewall of each tire to show that the tire meets or exceeds the 
Department of Transportation safety standards. 
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TIRE SERVICE LIFE 
Tires are designed and built to provide many thousands of miles of 
excellent service. For maximum benefit, tires must be maintained properly 
to avoid tire damage that may result in removal from service before the 
tread is worn down to minimum depth. 
It is not practical to accurately predict the service life of any specific 
tire in chronological time since service conditions vary widely. The 
serviceability of a tire over time is a function of the storage and service 
conditions (inflation pressure, load, speed, road hazard injury, etc.) 
to which a tire is subjected. Consumers should not rely solely on the 
appearance of the tire but should be aware of any change in dynamic 
performance such as increased air loss, noise or vibration, which could be 
a sign to remove the tire. Therefore, it is essential to have tires, including 
spares, inspected regularly (at least monthly) for proper inflation 
pressure, damage and treadwear.
Check your vehicle's owner's manual (or your vehicle) to determine if 
it is equipped with run-flat (extended mobility) tires. If your vehicle is 
equipped with run-flat tires, the following applies:

RUN-FLAT TECHNOLOGY EXTENDED MOBILITY TECHNOLOGY 
(EMT™), RUNONFLAT® (ROF) 
IMPORTANT SAFETY INFORMATION 
OPERATIONAL MONITORING 
In order for Goodyear Run-Flat (Extended Mobility Technology [EMT], 
RunOnFlat [ROF]) tires to obtain the performance criteria stated within 
this Limited Warranty, Goodyear tires must use specific parts, such as a 
low tire pressure-monitoring system authorized by the Original Equipment 
vehicle manufacturer.
Vehicles that are equipped Original Equipment with Goodyear Run-Flat 
tires must be fitted with wheels, tires and tire pressure-monitoring 
systems as specified by your vehicle manufacturer. For proper wheel, tire 
and TPMS fitment, please refer to your vehicle’s Owner’s Manual.

RUN-FLAT TIRE FEATURE
The Goodyear Run-Flat tire is a high-performance tire with a remarkable 
feature: It can operate for limited distances (driven 50 miles [80 km] 
maximum at speeds up to 50 mph [80 kph]) with very low or even no 
inflation pressure. This is an important benefit, especially if inflation  
loss occurs at a location where immediately stopping your vehicle could  
be hazardous. 
Because these tires ride well even without air pressure, your vehicle  
must be equipped with a system to alert you when a tire has low or no  
air pressure.

TIRE PRESSURE-MONITORING SYSTEM ALERT 
Refer to your vehicle Owner’s Manual for more information on what to do if 
the tire pressure warning system activates. 

 WARNING
If the tire pressure-monitoring system signals an alert, follow these safety 
precautions to prevent a loss of vehicle control that could result in serious 
personal injury or death: 
•  Slow your speed. Do not exceed 50 mph (80 kph). 
•  Avoid hard cornering, hard braking and severe handling maneuvers. 
•  Avoid potholes and other road hazards. 
Remember that when your tires have lost air pressure, your vehicle’s 
handling capability is reduced, particularly during severe maneuvers. 

TO PROLONG TIRE LIFE DURING A SYSTEM ALERT 
The Goodyear Run-Flat tires can be driven up to 50 miles (80 km) at 
sustained speeds of up to 50 mph (80 kph) at low or zero air pressure. 
However, the tire may have to be replaced if driven to these limits. To help 
prolong the life of a tire operating under low-inflation conditions, drive at a 
speed as far below 50 mph (80 kph) as possible. Also, drive the shortest 
distance possible before obtaining tire service. Taking these precautions 
will increase the chance that your tire will be repairable. 

SERVICE AFTER A SYSTEM ALERT 
To obtain service after operating under low-inflation conditions, contact 
your Goodyear Run-Flat service facility. Trained service personnel will 
inspect your tires to determine if they are in need of repair or replacement. 
To locate the nearest authorized Goodyear Run-Flat service facility, call 
1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Because of the unique characteristics of Run-Flat tires, the wheels on  
which they are mounted and your vehicle’s tire pressure-monitoring 
system, all tire service work other than routine inflation maintenance and 
external inspections must be performed by service personnel at a Goodyear 
Run-Flat service facility.
Do not attempt to mount or demount Run-Flat tires yourself; serious 
injury or death could result. Only specially trained persons should mount, 
demount and repair Run-Flat tires, and more than 40 psi (270 kPa) may be 
required to seat beads. A safety cage and clip-on extension air hose must 
be used if more than 40 psi (270kPa) is needed to seat beads.

TIRE REPAIR 
Like any other Goodyear speed-rated, high-performance tire, the Goodyear 
Run-Flat tire may be repaired to correct a puncture in the tread, but  
PROPER MATERIALS AND PROCEDURES MUST BE USED. Contact a Goodyear or 
Run-Flat service facility for information on proper repairs. For the location of 
the nearest facility, call 1-800-GOODYEAR (1-800-466-3932). 

 WARNING
Goodyear Run-Flat tires are designed for use only on certain original 
equipment wheels supplied with a properly operating low tire pressure-
monitoring system. If applied to a vehicle without a properly operating low 
tire pressure-monitoring system, the tires may fail when operated in an 
underinflated condition, resulting in loss of vehicle control and possible 
serious injury or death. Application of these tires to a vehicle not equipped 
with specified operational low tire pressure-monitoring system constitutes 
improper and unsafe use of this product.

FOR SERVICE ASSISTANCE OR INFORMATION, FIRST CONTACT THE 
NEAREST GOODYEAR RETAILER. 
1)  For assistance in locating the nearest Goodyear Retailer, call 

1-800-GOODYEAR or look in the Yellow Pages under Tire Dealers – New. 

2)  Go to www.goodyear.com for the U.S. or www.goodyear.ca for Canada. 
 
If additional assistance is required: 
Call the Customer Assistance Center 
at 1-800-321-2136 for U.S. or 1-800-387-3288 for Canada

 email: goodyear_cr@goodyear.com or write:

 Customer Assistance Center 
 Dept 728 
 200 Innovation Way 
 Akron, OH 44316-0001

700862918548 Printed in U.S.A. 052180 – 04/18
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FORD CROWN VICTORIA 
POLICE INTERCEPTOR (CVPI)

2006 to current

P235/55R17 98W Eagle RS-A  732-002-500
P235/55R17 98V Eagle Ultra Grip GW-3  166-579-530

2003 to 2005

P225/60R16 97V Eagle RS-A Plus  732-354-148
P225/60R16 97V Eagle Ultra Grip GW-2  147-354-070

1998 to 2002

P225/60R16 97V Eagle RS-A  732-354-500
P225/60R16 97V Eagle Ultra Grip GW-2  147-354-070

FORD POLICE INTERCEPTOR 

VEHICLE FITMENTS
Goodyear® off ers tire sizes for these popular law enforcement vehicles. 
Contact your Goodyear Sales Representative for more information.

2011 to current

P225/60R18 99W Eagle RS-A  732-312-500
P225/60R18 99V Eagle Ultra Grip GW-3  166-585-530 

2006 to 2010

P225/60R18 99W Eagle RS-A  732-312-500
P225/60R18 99V Eagle Ultra Grip GW-3  166-585-530

DODGE CHARGER

FORD POLICE 
INTERCEPTOR UTILITY

2012 to current

245/55R18 103V Eagle RS-A  732-026-500
245/55R18 103V Eagle Ultra Grip GW-3  166-042-528

2012 to current

245/55R18 103V Eagle RS-A  732-026-500
245/55R18 103V Eagle Ultra Grip GW-3  166-042-528

(in FWD, AWD, and Twin-Turbo AWD)

CHEVROLET TAHOE POLICE 
PURSUIT VEHICLE (PPV)

2007 to current

P265/60R17 108V Eagle RS-A  732-301-500
265/60R17 108H Eagle Ultra Grip GW-3  166-043-528 

E 

CHEVROLET IMPALA 9C11

CHEVROLET CAPRICE 9C11

2011 forward

P235/50R18 99W XL Eagle RS-A  732-276-500
235/50R18 101V XL Eagle Ultra Grip GW-3  166-041-528

2012 to current

P235/55R17 98W Eagle RS-A  732-297-500
P235/55R17 98V Eagle Ultra Grip GW-3  166-579-530

2000 to 2011

P225/60R16 97V Eagle RS-A  732-354-500
P225/60R16 97V Eagle Ultra Grip GW-2  147-354-070
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EAGLE RS-A®

All-Season Performance Tire

Helps provide traction at highway 
speeds in all seasons. The 
performance tire of choice for 
many car manufacturers.

TIRE MODELS
These pages feature the Goodyear® tires that are most commonly 
selected for law enforcement vehicles. For further details or additional 
options, contact your Goodyear Sales Representative.

VSB = Vertical Serrated Band

POLICE VEHICLE APPLICATION(S): FORD CROWN VICTORIA, FORD INTERCEPTOR, 
FORD INTERCEPTOR UTILITY, DODGE CHARGER, DODGE MAGNUM, CHEVROLET CAPRICE, 
CHEVROLET IMPALA, CHEVROLET TAHOE

SIGNIFIC ANT FE ATURE S BENEFITS

Unique asymmetric tread design Helps provide enhanced 
traction, superb cornering 
and a quiet ride

Aggressive shoulder tread blocks 
and wide lateral grooves

Offer confident handling in wet, 
dry or snowy conditions

TIRE SIZE
SERVICE 
DESCR.

SIDEWALL 
DESCR.

PRODUCT 
CODE

APPRVD. 
RIM WIDTH 

(INS.)

MEAS.
RIM 

WIDTH 
(INS.)

SECTION 
WIDTH 
(INS.)

OVERALL 
DIAMETER 

(INS.)

MAX 
LOAD 
(LBS.)

TREAD 
DEPTH 

(32NDS)

P225/60R16 97V VSB 732354500 6.0-8.0 6.5 8.9 26.6 1,609 11

P235/55R17 98W VSB 732002500 6.5-8.5 7.5 9.6 27.1 1,653 11

P235/55R17 98W VSB 732297500 6.5-8.5 7.5 9.7 27.2 1,653 11

P265/60R17 108V VSB 732301500 7.0-9.5 8.0 10.7 29.5 2,205 11

P225/60R18 99W VSB 732312500 6.0-8.0 6.5 9.0 28.6 1,709 11

P235/50R18 99W VSB 732276500 6.5-8.5 7.5 9.7 27.3 1,709 11

245/55R18 103V VSB 732026500 7.0-8.5 7.0 10.0 28.6 1,929 11

EAGLE RS-A® PLUS

P225/60R16 97V VSB 732354148 6.0-8.0 6.5 9.0 26.6 1,609 11 VSB = Vertical Serrated Band      BCS = Black Circumferential Serrations 

POLICE VEHICLE APPLICATION(S): FORD CROWN VICTORIA, FORD INTERCEPTOR, 
FORD INTERCEPTOR UTILITY, DODGE CHARGER, DODGE MAGNUM, CHEVROLET CAPRICE, 
CHEVROLET IMPALA, CHEVROLET TAHOE

TIRE SIZE
SERVICE 
DESCR.

SIDEWALL 
DESCR.

PRODUCT 
CODE

APPRVD. 
RIM WIDTH 

(INS.)

MEAS.
RIM 

WIDTH 
(INS.)

SECTION 
WIDTH 
(INS.)

OVERALL 
DIAMETER 

(INS.)

MAX 
LOAD 
(LBS.)

TREAD 
DEPTH 

(32NDS)

P235/55R17 98V VSB 166579530 6.5-8.5 7.5 9.7 27.2 1,653 11

265/60R17 108H VSB 166043528 7.5-9.5 8.0 10.7 29.5 2,205 11

P225/60R18 99V VSB 166585530 6.0-8.0 6.5 9.0 28.6 1,709 11

235/50R18 101V VSB 166041528 6.5-8.5 7.5 9.7 27.3 1,819 11

245/55R18 103V VSB 166042528 7.0-8.5 7.0 10.0 28.6 1,929 11

EAGLE ULTRA GRIP GW-2

P225/60R16 97V BCS 147354070 6.0-8.0 6.5 9.0 25.6 1,609 11

EAGLE® ULTRA GRIP® GW-3™/GW-2™

A High-Performance Tire for 
Enhanced Traction in Severe 
Winter Driving Conditions

The Eagle Ultra Grip GW-3 offers outstanding 
control and response in winter driving 
conditions. Utilizing V-TRED™ technology, the 
Eagle Ultra Grip GW-3 efficiently evacuates 
water and slush away from the contact 
patch for excellent traction and the ultimate 
in driving confidence.

SIGNIFIC ANT FE ATURE S BENEFITS

Unique high-performance winter 
tread compound

Offers performance driving in all 
winter conditions

High-blade density with multiple 
biting edges

Enhanced grip in snow 
and ice with wet and dry
steering capability

V-TRED Technology Helps evacuate water and slush 
away from the contact patch

Rim protector Helps protect wheels against 
accidental curb damage
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NOTESLAW ENFORCEMENT

Speed Ratings*
Many Goodyear® tires are available in speed-rated versions to match 
the speed capabilities of the world’s fastest cars. Generally, it is 
recommended that a speed-rated tire be replaced with a tire having 
an equivalent or greater speed rating.

In situations where tires having different top-speed ratings are 
mixed on a vehicle, the maximum speed certification is limited to 
the top-speed certification of the tire with the lowest speed rating.

Speed ratings do not indicate how well a tire handles or corners. 
They only indicate a tire’s maximum speed.

Speed ratings are indicated as follows:

 Speed Symbol Maximum Speed

 Q 99 MPH / 160 KPH
 S 112 MPH / 180 KPH
 T 118 MPH / 190 KPH
 U 124 MPH / 200 KPH
 H 130 MPH / 210 KPH
 V Above 130 MPH / 210 KPH
 (Without service description)

 V 149 MPH / 240 KPH
 (With service description)

 Z Above 149 MPH / 240 KPH
                W+ 168 MPH / 270 KPH
                Y+ 186 MPH / 300 KPH
 Z ABOVE 186 MPH / 300 KPH

+W and Y speed ratings are sub-categories of the Z speed rating.

* The Goodyear Tire & Rubber Company does not recommend the use of any 
of its products in excess of the legal speed limits.

Storage of Vehicles Equipped with Performance Tires
Most high-performance tires are made with a nylon overlay.

As such, the following steps should be taken to avoid flatspotting when 
vehicles are not used for a period of time.

•  Automobile dealerships should store the vehicles with 44 PSI in 
the tires. If the cars are demonstrated, the air pressure should be 
reduced to recommended operating pressure and then increased 
back up to 44 PSI when the demonstration is over.

•  If the vehicle is stored for periods of longer than 30 days, it should 
be moved several feet at least once during each 30-day period so 
that a different portion of the tread contacts the ground.
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Winter Tire Applications for Law Enforcement
and Emergency Service Vehicles
Due to the unique nature and operation of law enforcement and 
emergency service vehicles, it is essential that winter tires, 
including studded tires, be applied to all four wheel positions. 
The sole purpose of installing winter tires on a vehicle is to gain 
optimum traction, handling and stability when driving in mud 
and snow conditions. The placement of winter tires in all wheel 
positions will keep the handling characteristics of the vehicle more 
evenly balanced than using a mix of winter tire and all-season 
tread designs. The correct speed rating and tire load carrying 
capacity should also be correctly chosen based on the individual 
vehicle application. Please adhere to all of the above noted 
recommendations to help ensure safe operation and maintain 
consumer satisfaction.
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EARTHMOVER TIRE  
LIMITED WARRANTY 

For 20 to 39 Inch Rim Diameter Tires 
 

WHO IS ELIGIBLE? 
You are eligible for the benefits of this Limited Warranty if you are the original purchaser or authorized agent 
of the original purchaser of new Goodyear 20 to 39 inch rim diameter Grader or Earthmover tires bearing our 
serial numbers. 
 
WHAT IS COVERED AND FOR HOW LONG? 
This Limited Warranty covers all Goodyear 20 to 39 inch rim diameter tires presented for adjustment on or after 
September 1, 2013.  The Limited Warranty is in effect for 4 years commencing on the date of purchase.  If 
proof of the purchase date is not available, the date of manufacture indicated on the serial number will be used 
as the warranty commencement date. Tires must be presented for consideration within six months of removal 
from service. 
 
Coverage 
If any Goodyear 20 to 39 inch rim diameter tire covered by this Limited Warranty becomes unserviceable due 
to a covered warranty condition, such tire will, at the option of Goodyear, be repaired or replaced with a 
comparable new Goodyear tire, discounted on a pro rata basis, or, at Goodyear’s option, Goodyear will issue an 
appropriate credit.  The customer charge for replacement will be calculated by multiplying Goodyear's current 
replacement tire price at the adjustment location (exclusive of taxes), by the percentage determined from the 
following chart. In the event Goodyear issues a credit, the credit will reflect the discount that would have been 
included in the foregoing charge. 
 

20 to 39 Inch Rim Diameter Tire Wear (Percent of original non-skid used) 
 0% to 

10% 
11%  to 

20% 
21%  to 

30%  
31%  to 

40% 
41%  to 

50% 
51%  to 

60% 
61%  to 

70% 
71%  to 

80% 
81% to 
100% 

PURCHASE DATE CUSTOMER CHARGE 
12 Months or Less 10% 20% 30% 40% 50% 60% 70% 80% 100% 
24 Months or Less 25% 35% 45% 55% 65% 75% 85% 95% 100% 
36 Months or Less 50% 60% 70% 80% 90% 95% 100% 100% 100% 
48 Months or Less 75% 85% 95% 95% 95% 100% 100% 100% 100% 

More than 48months 100% 100% 100% 100% 100% 100% 100% 100% 100% 
 

 
WARRANTY LIMITATIONS: 
 
This Limited Warranty is applicable to tires purchased from The Goodyear Tire & Rubber Company, Goodyear 
Canada Inc. or Goodyear International Corporation and their subsidiaries (“Goodyear”). 
 
No representative or dealer has authority to make any representation, promise, warranty or agreement on behalf 
of Goodyear except as stated herein. 
 
Any tire, no matter how well constructed, may fail in service or otherwise become unserviceable due to 
conditions beyond the control of the manufacturer. Under no circumstances is this limited warranty a 
representation that a tire failure cannot occur. 
 
WHAT IS NOT COVERED BY THIS WARRANTY? 
• Tires purchased more than 48 months prior to presentation for adjustment.  Without proof of purchase date, 

tires manufactured 48 months prior to presentation are not covered. 
 
• Tires removed from service more than six months prior to presentation to Goodyear. 
 



• Tires for which an alternate warranty/guarantee has been negotiated. 
 

• Uniformity or vibration claims on tires purchased more than 6 months prior to presentation for adjustment, 
or if proof of purchase is not available, more than 6 months after the manufacture date. 

 
• Air retention claims on tires purchased more than 3 months prior to presentation for adjustment, or if proof 

of purchase is not available, more than 3 months after the manufacture date. 
 
• Irregular wear or tire damage due to: impact breaks, cuts, cut separations, snags, machine damage, wreck, 

collision, fire, improper inflation, overloading, misapplication, misuse, negligence, operation at excessive 
speed, rim or chain damage or damage caused by the mechanical condition of the vehicle. 

 
• Tires operating in excess of their rated Ton-Mile-Per-Hour (TMPH) or Tonne-Kilometre-Per-Hour (TKPH) 

factor. Goodyear uses a 4 hour rolling average for TMPH / TKPH calculations. (A detailed description of 
TMPH / TKPH ratings may be found in Goodyear Publication: Off-The-Road Tires Engineering Data which 
can be found at www.goodyearotr.com).  

 
• Tires operating in excess of the rated Work Capability Factor (WCF). 
 
• Tires operated in applications that are inconsistent with the Equipment’s specifications or restrictions. 
 
• Tires with improperly seated beads.  Knurling impressions from the rim that continue around the bead heel 

are sufficient evidence of improper seating. 
 
• Tires mounted with "O" rings that are not approved by Goodyear for use with its Earthmover tires. 
 
• Tires that have failed due to material added after original manufacture (example: tire fillers, sealant, ballast 

or balancing substances). If the added material is the cause of the tire being removed from service, they will 
not be adjusted.  

 
• The cost of material added after original manufacture (example: tire fillers, sealant, ballast or balancing 

substances) regardless of removal cause. 
 
• Repairs or Retreads. 
 
• GOODYEAR EXPRESSLY DISCLAIMS ANY WARRANTY OF FITNESS, 

MERCHANTABILITY, OR FITNESS FOR A PARTICULAR PURPOSE. THIS WARRANTY 
DOES NOT INCLUDE LOSS OF TIME, LOSS OF USE OF EQUIPMENT, LOST PROFITS, 
INCONVENIENCE, COST OF REPLACEMENT EQUIPMENT, OR ANY OTHER INCIDENTAL 
OR CONSEQUENTIAL DAMAGES.  

 
WHAT ARE YOUR LEGAL RIGHTS? 
Some states and provinces do not allow the exclusion or limitation of incidental or consequential damages, so 
the above limitations or exclusions may not apply to you. 
 
OWNERS OBLIGATIONS 
A. You must present the tire to be considered for adjustment to an authorized Goodyear dealer or Goodyear 

Service Representative within 6 months of removal.  See back cover for addresses and telephone 
numbers of Goodyear Service representatives. 

 
B. You must pay for taxes, mounting and any additional services you order at the time of adjustment. 



For tires imported by or specifically for a Buyer (or his agent), Goodyear's responsibility will be based 
upon the Cost & Freight Port of Entry tire value prior to payment of import duties. 
 

C. No claim will be recognized unless the product is inspected and a claim is submitted electronically or on 
a Goodyear claim form into Goodyear's OTR Adjustment database by a Goodyear Representative. All 
adjustments are confirmed by mail. 
 

D. Onboard machine cycle, payload and productivity information must be made available to the authorized 
Goodyear Dealer or Goodyear Service Representative if requested.  
 

E. Adjusted tires may be incapacitated. Disposal of the tire is the responsibility of the owner. 
 
 

 
Property Damage, Serious Injury or Death may result from: 
♦ FAILURE DUE TO UNDERINFLATION/OVERLOADING:  

Follow owner's manual or tire placard placed in the vehicle.  
 

♦ EXPLOSION OF TIRE / RIM ASSEMBLY DUE TO IMPROPER MOUNTING: 
Consider using nitrogen to inflate OTR tires to reduce the risk of explosive tire failure. 
Only specially trained persons using proper equipment should mount tires. 

 
♦ FAILURE TO DEFLATE SINGLE OR DUAL ASSEMBLIES COMPLETELY BEFORE 

DEMOUNTING: 
Before loosening any clamps or nuts that attach a multi-piece rim assembly to a vehicle always 
completely deflate the tire mounted as a single or both tires in a dual assembly by removing the 
valve core(s). Never attempt to remove a tire from a rim unless the tire is completely deflated. In 
both cases above check the valve stem by running a piece of wire through the stem to make sure 
it is not plugged. 

 
♦ WELDING, BRAZING OR USING ANY TYPE OF HEAT SOURCE ON A MOUNTED TIRE / RIM 

ASSEMBLY: 
Do not, under any circumstances, attempt to rework, weld, heat or braze any rim components 
that are cracked, broken or damaged. Replace with new parts or parts that are not cracked, 
broken or damaged, and which are the same size, type and manufacturer. Consult the rim 
manufacturer concerning proper replacement components. 

 
 

 
FOR ASSISTANCE OR TO FIND THE GOODYEAR DEALER NEAREST YOU: 
 
Please contact the Goodyear Off-The-Road Tire Action Line 
200 Innovation Way 
Akron, OH. 44316 
330 796-0610 
 
CANADIAN DISTRICT OFFICE: 
 
450 Kipling Ave. 
Toronto, Ontario M8Z-5E1 ………………………………. 416-201-4300 
 
 



GOODYEAR INTERNATIONAL OFFICES: 
 
European Manager, EMSS 
Goodyear S.A. 
Avenue Gordon Smith 
L-7750 Colmar-Berg …………………………………….  Phone 352-8199-2112 
Grand Duchy of Luxembourg …………………………… Fax    352-8199-2131 
 
 
 
Vice President OTR Operations (Asia Pacific) 
Suite 1, 19 Bishop Street 
Jolimont WA, 6014 ………………………………  Phone 011-619-9478-9200 
Australia                ………………………………..  Fax 011-618-9478-6050 

 
 
 
 
Companhia Goodyear do Brasil – Produtos de Borracha 
SAC – Customer Service 
http://www.goodyear.com.br/fale-conosco/formulario.html 
sac@goodyear.com 
Avenida Paulista, 854 – 8/9 andar 
Cep: 01310-913 
São Paulo – SP 
Brasil ………………………………………………………   Phone 0800 725 7638 
          ………………………………………………………    Fax 55-11-3281-4432 
 

Goodyear de Chile S.A.I.C. 
SAC - Customer Service 
http://www.goodyear.cl/contact_us.html 
infocls@goodyear.com 
Hendaya 60 Piso 9 
Las Condes – Santiago de Chile……………………………  Phone    0800 00 181 
                                      …………………………..…………  Fax 56-2-530-1333 
 
Goodyear del Peru S.A. 
SAC - Customer Service 
http://www.goodyear.com.pe/contact_us.html 
Avenida Argentina 6037 Carmen de la Legua  
Callao,  Lima ……… …………………………………… Phone 0800 1 9080 
                                      …………………………..………  Fax +511 517 3301 
 
Goodyear de  Colombia S.A. 
SAC – Customer Service 
http://www.goodyear.com.co/contact_us.html 
Calle 10 D  No 15 – 39 Corregimiento Arroyohondo 
Yumbo, Valle del Cauca…………………………………… Phone 57 2 6088 525 
                                      …………………………..………… Fax +57 2 6088 413 
 

http://www.goodyear.com.br/fale-conosco/formulario.html
http://www.goodyear.cl/contact_us.html
http://www.goodyear.com.pe/contact_us.html
http://www.goodyear.com.co/contact_us.html



