Windshield Washer Tank for 2015+ STI/WRX
2016-08-30
Thank you for purchasing this PERRIN product for your car! Installation of this product should only be performed by persons experienced with installation of aftermarket performance parts and
proper operation of high performance vehicles. If vehicle needs to be raised off the ground for installation, the installer must use proper jacks, jack-stands and/or a professional vehicle hoist for
safety of the installer and to protect property. If the vehicle is lifted improperly, serious injury or death may occur! Please read through all instructions before performing any portion of
installation. If you have any questions, please contact our tech department prior to starting installation. We can be reached in any of the following methods:
Email Tech@PERRINperformance.com
Instant Chat off the main page of www.PERRINperformance.com
Or simply call our tech team at 503-693-1702

GENERAL MODIFICATION NOTE
Modifications to any vehicle can change the handling and performance. As with any vehicle extreme care must be used to prevent loss of control or roll-over during sharp turns or abrupt
maneuvers. Always wear seat belts, and drive safely, recognizing that reduced speeds and specialized driving techniques may be required. Failure to drive a vehicle safely may result in serious
injury or death. Do not drive a vehicle unless you are familiar with its unique handling characteristics and are confident of your ability to maintain control under all driving conditions. Some
modifications (and combinations of modifications) are not recommended and may not be permitted in your state or country. Consult the owner’s manual, service manual, instructions
accompanying these products, and local laws before purchasing and installing these modifications. You are responsible for the legality and safety of the vehicle you modify using these
components.

SPECIAL NOTES:



Be prepared to empty your windshield washer tank into a container.
Installation of this part does require destruction of your OEM windshield washer tank.

Parts Included with the PERRIN Windshield Washer Tank:






(1) Windshield Washer Tank
(1) Aluminum Spacer
(1) 5/16-18 x 2.75”
(1) 5/16-18 Nut
(2) Fender Washer

1)

Remove bumper cover from car. Take care in removing all plastic connectors as they can easily break.
a. Under hood, locate and remove (6) 10mm bolts and (3) plastic connectors holding seal to bumper. Remove metal seal from bumper.
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b.

Inside of both wheel wells, locate and remove (1) plastic fastener that is released by pushing the center of it in.

c.

Under center of bumper, locate and remove (3) plastic fasteners in center of bumper.

d.

Under the bumper on both the left and right sides, locate and remove (3) additional plastic fasteners.
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e.

2)
3)
4)

Grab right side bumper where plastic push connector was, and pull straight away from car. Do this until most of the right side has
come off. Move to other side and follow the same steps. There should be enough length of wire (from the fog/blinker lights) to set
bumper on the ground. Unplug each connector then set aside bumper.

Disconnect washer pump hose and be prepared to drain entire tank into a bucket. NOTE: Alternatively, you can plug this nipple off and drain
tank after it is removed from car.
Locate and remove (3) 10mm bolts as shown below. Disconnect pump connector and level sensor connector.
Remove washer tank from car, while at the same time twisting and pulling up on filler neck to free from washer tank (filler neck stays in car).
NOTE: Make sure to catch any fluid that spills out. Once removed from car, dump all remaining fluid into a container to be able to reuse in
a future step.
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5)
6)

Remove washer pump from tank by pulling it away from tank and wiggling it back and forth.
Remove washer tank sensor from tank by cutting it out. This is the only reliable way to remove sensor without damaging it. This can be done
using a drill bit and making a few holes close by sensor, then a utility knife to finish it off.

7)

Remove rubber gaskets from washer pump and level sensor as shown below. Insert gaskets into PERRIN Washer Tank into their corresponding
holes.
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8)
9)

Apply a small amount of grease to the insides of each gasket, then press pump and level sensor into PERRIN Washer Tank.
Hang washer tank over stud and install nut removed in earlier step.

10) Using supplied hardware and spacer, install forward mounting tab through hole in chassis brace as shown below.

5

11) Once tank is mounted, slide filler neck into PERRIN washer tank until neck stops at tab shown in picture below. Alternatively, you may trim tab
off and slide filler neck completely up to large flange. Removing this tab will keep OEM tank from locking into place if your car ever returns to
stock.

12)
13)
14)
15)

Reconnect both pump and sensor harnesses to their respective connectors.
Reconnect washer pump hose and fill tank with fluid from OEM tank.
Check for leaks and make sure pump operates as normal.
If installing washer tank on its own, reinstall bumper in reverse order. If installing the washer tank at the same time as our front mounted
intercooler, do not install bumper and continue with separate directions provided with intercooler.

Questions, Comments and Suggestions Contact: Tech@PERRINperformance.com
Visit Our Website for Instant Chat Options at www.PERRINperformance.com
Call Our Tech Team at 503-693-1702
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