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IN-    - - XX

R-T Curve
A = Curve A D = Curve D
B = Curve B F = Curve F
C = Curve C K = Curve K
X = New letter assigned for special curve

Resistance at 25°C
001K = 1K Ohms
003K = 3K Ohms
006K = 6K Ohms
010K = 10K Ohms
020K = 20K Ohms
030K = 30K Ohms
100K = 100K Ohms
2252 = 2,252 Ohms
X = special base resistance value

Interchangeable Accuracies
A = ±1.0°C D = ±0.1°C
B = ±0.5°C E = ±0.05°C
C = ±0.2°C X = Special

Accuracy Temperature Ranges
1 = +20°C to 45°C 6 = -40°C to 40°C
2 = -20°C to 50°C 7 = +50°C to 125°C
3 = 0°C to 70°C 8 = 0°C to 50°C
4 = 0°C to 100°C 9 = -20°C to 125°
5 = +20°C to 90°C X = new digit assigned for specials
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3” Overall Length

*  6K to 30K only

For optional overall lengths other than 2” or 3” substitute XX with
lengths in inches
Example:  04 = 4.0”

The ±0.05°C accuracy, over 0°C to 50°C,  may be available with a 
number of base resistances and Betas.  Please contact Selco for
availability.

The IN Series 10K Ohm base resistance, with a 3977K Beta, has
UL 1434 Certification.  Contact Selco for assistance

Contact Selco for other base resistances, Betas, or accuracies/accuracy temperature ranges.
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