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SPECIFICATIONS

Temperature rating/ IN Series thermistors may be
recommended operating intermittently cycled at temperatures
ranges from -50°C to 150°C.  Optimum stability

is achieved when they are operated or 
below 125°C

Resistance at 25°C See IN Series ordering map on page 14

Curves/Betas (25/85) A Curve = 3977K
B Curve = 3942K
C Curve = 3695K
D Curve = 4262K
F Curve = 3435K
K Curve = 3485K
Others available upon request 

Accuracies ±0.05°C
±0.10°C
±0.20°C
±0.50°C
±1.00°C

Accuracy temperature -20°C to 50°C 20°C to 90°C
ranges 0°C to 50°C -40°C to 40°C

20°C to 45°C 50°C to 125°C
0°C to 70°C -20 to 125°C
0°C to 100°C

Dissipation constant 3.0 mW/°C in still air
13.0 mW/°C in stirred oil

Thermal time constant Typically 15.0 seconds in still air
Typically 0.75 seconds in stirred oil

Maximum power rating 30 mW at 25°C to 1 mW at 100°C 

Note: The 10K Ohm base resistance, with a 3977K (25/85) Beta (A Curve),
is UL 1434 certified.

FEATURES
l Precision interchangeability 
l Accuracies as high as ±0.05°C to ±0.10°C 
l Quick thermal response
l Excellent field stability
l RoHS Compliant

Selco’s IN Series NTC thermistors are interchangeable and
have a variety of accuracy temperature range options. These
IN Series thermistors can be PCB mounted or packaged in
protective housings to meet application requirements


