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FEATURES
l RoHS Compliant
l Surface mount capability
l Ultra small size and low capacitance
l Uniformly sized for pick place assembly

This highly reliable SM thermistor is characterized by a fast
response time due to the surface mounting on a PCB.  Our
manufacturing techniques produce the highest quality
surface mount thermistors available in today’s market.

SPECIFICATIONS

Temperature range -40°C to 125°C
R25: Rated Zero-power 10,000 Ohms
resistance value at 25°C Note:  Other base resistance and 

R-T curves available upon request.  
Please contact Selco Products.

Tolerances ±1%
±3%
±5%

B25/85 value 10,000 Ohms - F Curve (3435K)

Dissipation constant 3.5 mW/°C in still air
Thermal time constant Typically 5-8 seconds in still air
Maximum power rating 350-450 mW at 25°C
Reel quantity 1206 - 3K reel

0805 - 4K reel
0603 - 4K reel
0402 - 10K reel
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ORDERING MAP

Note:  Other thermistor base resistance values, thermistor curves or Beta values, or tolerances may be available.
Please contact Selco Products.
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Size Type
1206
0805
0603
0402

Tolerances
@ 25°C
1 = ±1%
3 = ±3%
5 = ±5%

Curve/Resistance in
Ohms @ 25°C

F010K = Curve F  10K Ohms

Packaging
T = Tape Reel
B = Bulk 




