swerv single monitor arm
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For the next
installation steps,
please go to page 11
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Adjust arm so that monitor floats at all heights.
Increase (+) lift strength if monitor does not stay up when raised.

Clockwise (+)

Adjust arm so that monitor floats at all heights.

Decrease (-) lift strength if monitor does not stay down when lowered.

Counter-Clockwise (-)
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vide a specific balance.

For more detailed balancing, tighten bottom screw
ement to pro
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1/2 turn incr







	Sheets and Views
	e-commerce Swerv Single Manual Arm-G01
	e-commerce Swerv Single Manual Arm-G02
	e-commerce Swerv Single Manual Arm-G03
	e-commerce Swerv Single Manual Arm-G04
	e-commerce Swerv Single Manual Arm-G05
	e-commerce Swerv Single Manual Arm-G06
	e-commerce Swerv Single Manual Arm-G07
	e-commerce Swerv Single Manual Arm-G08
	e-commerce Swerv Single Manual Arm-G09
	e-commerce Swerv Single Manual Arm-G10
	e-commerce Swerv Single Manual Arm-G11
	e-commerce Swerv Single Manual Arm-G12
	e-commerce Swerv Single Manual Arm-G13
	e-commerce Swerv Single Manual Arm-G14


